.Q California Regional Water Quality Control Board
Central Coast Region

893 Acrovista Place, Suite 101, San Luis Obispo, California 93401-7906

Linda S. Adams. (805) 549-3147 » Fax (805) 543-0397 Arnold Schwarzenegger
Secretary for hup:/fwww.waterboards.ca.gov/centralcoast Governor

Environmental Protection

June 4, 2007

Kristen Kopp, Supervisor

Health, Environment & Regulatory Compliance
ConocoPhillips Company

2555 Willow Road

Arroyo Grande, CA 93420

Dear Ms. Kopp:

PROPOSED RENEWAL OF NPDES PERMIT FOR CONOCOPHILLIPS COMPANY,
SANTA MARIA REFINERY IN SAN LUIS OBISPO COUNTY

This letter is to notify you of the availability of draft Order No. R3-2007-0002, which staff
intends to present to the Central Coast Water Board for adoption at its meeting
scheduled for September 7, 2007, in San Luis Obispo.

Enclosed for your review and comment are:

1. Draft Waste Discharge Requirements Order No. R3-2007-0002 (NPDES Permit No.
CA0000051) for ConocoPhillips Company, Santa Maria Refinery, including Standard
Provisions, Monitoring and Reporting Program, and Fact Sheet.

2. Notice of Public Hearing. Please post and publish the public notice by June 12,
2007, according to the instructions provided.

Hard copies of the draft Order and associated attachments may be downloaded from
our website at:

http://www.waterboards.ca. ovicentralcoast/Permits/Index.htm. The Central
Coast Water Board will consider adoption of Order No. R3-2007-0002 at its regularly
scheduled public meeting in San Luis Obispo on September 7, 2007. Please submit
your written comments and recommendations regarding the proposed requirements no
later than July 13, 2007. Comments received by this date will be considered in
preparation of staff recommendation to the Central Coast Water Board.
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Kristen Kopp

June 4, 2007

If you have any questions, please call Sorrel Marks at 805/549-3695 or Harvey Packard

at 805/542-4639.

Sincerely,

M?M

oger W. Briggs
Executive Officer

Attachments:  Draft WDR (with Standard Provisions, MRP & Fact Sheet)
Notice of Public Hearing with Instructions

S:/npdes/npdes facilities/san luis obispo co/concophillips/permit R3-2007-0002/draft 07-0002. Itr

File: ConocoPhitlips
Task: 102-01

Cs!

Terry Flemming

U. S. EPA Region IX

75 Hawthorne St

San Francisco, CA 94105

SWRCB - DWQ
P. 0. Box 100
Sacramento, CA 95812-0100

Ms. Vicki Finn

U. S. Fish & Wildlife Service
2493 Portola Road

Ventura, CA 93003

Dept. of Fish & Game
20 Lower Ragsdale Dr. Suite 100
Monterey, CA 93940-5729

Victor Holanda

SLO Co. Planning

County Government Center
San Luis Obispo, CA 93401

Dr. Greg Thomas

SLO Co. Environmental Health
P.O. Box 1489

San Luis Obispo, CA 93401

Dan Connally
PG Environmental (via email)
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CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
CENTRAL COAST REGION
895 Aerovista Place, Suite 101
San Luis Obispo, California 93401

Public Notice No. R3-2007-0002
NPDES No. CA0000051

NOTICE OF PUBLIC HEARING .
RENEWAL OF WASTE DISCHARGE REQUIREMENTS (Order No. R3-2007-0002)
(National Pollutant Discharge Elimination System Permit)
FOR
CONOCOPHILLIPS COMPANY, SANTA MARIA REFINERY
SAN LUIS OBISPO COUNTY

On the basis of preliminary staff review and application of lawful standards and
regulations, the California Regional Water Quality Control Board, Central Coast Region,
proposes to renew the permitted discharge of treated wastewater from ConocoPhillips
Company's Santa Maria Refinery.

ConocoPhillips Company provides treatment of refinery wastewater from the Santa Maria
Refinery on the Nipomo mesa. Treated wastewater is discharged to the Pacific Ocean.

Persons wishing to comment upon or object to the proposed revision of these
requirements are invited to submit comments in writing to the above address no later
than July 13, 2007. All comments or objections received prior to that date will be
considered in the formulation of staff recommendations regarding the waste discharge.
The Central Coast Water Board will not accept comments or other written submissions
on the draft Order after July 13, 2007, unless the Central Coast Water Board chairman
rules that exclusion would create a severe hardship, and that the late submission will
not prejudice any party or the Central Coast Water Board. Any person submitting late
comments must explain why the materials were not submitted by July 13, 2007. The
Central Coast Water Board Chairman will rule on late submittals at or before the
hearing. Late submissions that consist of evidence (as opposed to policy statements or
comments) are generally prejudicial unless all designated parties and Central Coast
Water Board staff have time to consider the evidence before the meeting.

The Central Coast Water Board will hold the following public hearing to obtain public
comment at 8:30 a.m. on Friday, September 7, 2007, in the:
Central Coast Water Board hearing room
895 Aerovista Place, Suite 101
San Luis Obispo, California 83401

Interested persons are invited to attend to express their views on issuance. Persons .
making presentations should confine their statements to this issue. For the accuracy of




the record, all important testimony should be submitted in writing. Oral statements
should be brief to allow all interested persons time to be heard.

The Report of Waste Discharge, Fact Sheet, related documents, and all comments and
petitions received may be inspected and copied at the office of the Central Coast Water
Board, 895 Aerovista Place, Suite 101, San Luis Obispo, California 93401-5427, on
weekdays between the hours of 8:00 a.m. and 5:00 p.m. Please direct comments and

questions to Sorrel Marks at (805) 549-3695 or Harvey Packard at (805) 542-4639 at
this office.

Please bring the foregoing to the attention of any persons known to you who would be
interested in this matter.

S:/npdes/npdes facilities/san luis obispo cofconocophillips/conocophillps.pn




INSTRUCTIONS TO APPLICANT FOR
RENEWAL OF WASTE DISCHARGE REQUIREMENTS

Name of Discharger: CONOCOPHILLIPS COMPANY, SANTA MARIA REFINERY

Attached is a public notice regarding proposed waste discharge requirements Order No. R3-2007-0002. No

later than June 12, 2007, you or your assignee shall assure the attached notice is:
Posted at the principal office of the municipality in which the plant or discharge is located, or if the
plant or discharge is not located within a municipality, then at the principal office of the political
subdivision with general jurisdiction over the premises on which it is located, and by posting a copy
at the U.S. Post Office serving those premises.

Published in a local newspaper or in a daily newspaper of general circulation at least once.

Please fill out the lower section of this form and return within 15 days-of the posting and publication of the

WM&M

}ixecutive Officer

oz

Date

Name of Discharger: CONOCOPHILLIPS COMPANY, SANTA MARIA REFINERY

In accordance with the above instructions, on , a copy of the public notice has been:

Posted in the post office and principal office of the municipality nearest the premises where the
effluent source is located.

Published in a local newspaper of general circulation (attach proof of publication).

Signature

Date

S:mpdes/npdes facilities/san luis obispo co/conocophillips/conocophillips_pni




California Central Coast Water Quality Control Board

\(‘, Central Coast Region

895 Aerovista Place, Suite 101, San Luis Obispo, CA 93401
Phone B05-549-3147 » Fax B05-788-3547

Linda S. Adams www_waterboards.ca.gov/centralcoast/ Amold Schwarzenegger
Secretary for Gavernor
Environmental

Protection ORDER NO. R3-2007-0002

NPDES NO. CA0000051

WASTE DISCHARGE REQUIREMENTS
FOR CONOCOPHILLIPS COMPANY, SANTA MARIA REFINERY

The following Discharger is subject to waste discharge requirements as set forth in this Order:

Table 1. Discharger Information

Discharger ConocoPhillips Company

Name of Facility Santa Maria Refinery
2555 Willow Road

Facility Address Arroyo Grande, CA 93420
San Luis Obispo County

U.5. Environmental Protection Agency and Central Coast Water Board classify this discharge as a major discharge.

The discharge by ConocoPhillips Company from the discharge points identified below is subject to
waste discharge requirements as set forth in this Order:

Table 2. Discharge Location

Discharge e Discharge Point Discharge Point .-
Point Effluent Description Latitude Longitude Receiving Water
Treated Production Wastewater 0 AR EAB 0 ant 491 :
001 and Stormwater 35°02'52”N 120° 38" 12" W Pacific Ocean
Table 3. Administrative Information

This Order was adopted by the Central Coast Water Board on: September 7, 2007

This Order shall become effective on; September 7, 2007

This Order shall expire on; September 7, 2012

The Discharger shall file a Report of Waste Discharge in accordance with title

23, California Code of Regulations, as application for issuance of new waste March 7, 20112

discharge requirements no later than;

iT IS HEREBY ORDERED, that Order No. R3-2002-0010 is rescinded upon the effective date of this
Order except for enforcement purposes, and, in order to meet the provisions contained in division 7 of
the Water Code (commencing with section 13000) and regulations adopted thereunder, and the
provisions of the federal Clean Water Act (CWA) and regulations and guidelines adopted thereunder,
the Discharger shall comply with requirements in this Order.

|, Roger W. Briggs, Executive Officer, do hereby cerlify that this Order with all attachments is a full,
true, and correct copy of an Order adopted by the California Regional Water Quality Control Board,
Central Coast Region (Central Coast Water Board), on September 7, 2007.

Roger W. Briggs, Executive Officer

Order No. R3-2007-0002 1
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CONOCOPHILLIPS COMPANY
SANTA MARIA REFINERY

I. FACILITY INFORMATION

ORDER NO. R3-2007-0002
NPDES NO. CAG000051

The following Discharger is subject to waste discharge requirements as set forth in this

Order:

Table 4. Facility Information

Discharger

ConocoPhillips Company

Name of Facility

Santa Maria Refinery

Facility Address

2555 Willow Road

Arroyo Grande, CA 93420

San Luis Obispo County

Facility Contact, Title, and
Phone

Kristen Kopp, Supervisor Health, Environment and Regulatory
Compliance, (805) 343-3241

Mailing Address

2555 Willow Road, Arroyo Grande, CA 93420

Type of Facility

Petroleum Refinery (SIC Code 2911)

Facility Design Flow

0.575 million gallons per day (MGD)

Il. FINDINGS

The California Water Quality Control Board, Central Coast Region (Central Coast Water

Board), finds:

A. Background. ConocoPhillips (Discharger) is currently discharging pursuant to Order
No. R3-2002-0010, Nationa! Pollutant Discharge Elimination System (NPDES) Permit
No. CA0000051. The Discharger submitted a Report of Waste Discharge, dated
September 29, 2006, and applied for a NPDES permit renewal to discharge up to 0.570
million gallons per day (MGD) of treated wastewater from the Santa Maria Refinery
(Facility) in San Luis Obispo County. For the purposes of this Order, references to the
“discharger” or “permittee” in applicable federal and state iaws, regulations, plans, or
policy are held to be equivalent to references to the Discharger herein.

B. Facility Description. The Discharger owns and operates a petroleum refinery with an
annual average rate capacity of 44,440 barrels per day. The Facility maintains two
separate collection systems, one for process wastewater and contact stormwater, and
the other for non-contact stormwater. Process wastewater and precipitation runoff from
the oil storage tank dikes and the operating units is collected in the process water sewer
system. This wastewater flows by gravity to a wastewater freatment plant. The
wastewater treatment plant includes three oil/water separators, two surge tanks,
dissolved air floatation, a trickling filter, an Orbal aeration system, and a secondary

Limitations and Discharge Requirements

clarifier. Wastewater is discharged from Discharge Point No. 001 to the Pacific Ocean,
a water of the United States. Precipitation runoff from streets and unimproved areas,
not subject to oil spills, is collected in a non-contact stormwater sewer system and flows
by gravity to an evaporation pond. This non-contact stormwater is not discharged to the
receiving water. Sludge generated during the treatment processes is recycled onsite at -
the coking facility. Attachment B provides a map of the area around the facility and
Attachment C provides a flow schematic of the facility




CONQCOPHILLIPS COMPANY ‘ ORDER NO. R3-2007-0002
SANTA MARIA REFINERY NPDES NO. CA0000051

C. Legal Authorities. This Order is issued pursuant to section 402 of the federal Ctean
Water Act (CWA) and implementing regulations adopted by the U.S. Environmentai
Protection Agency (USEPA) and chapter 5.5, division 7 of the California Water Code
(commencing with section 13370). It shall serve as a NPDES permit for point source
discharges from this facility to surface waters. This Order also serves as Waste
Discharge Requirements (WDR) pursuant to article 4, chapter 4, division 7 of the Water
Code (commencing with section 13260).

D. Background and Rationale for Requirements. The Central Coast Water Board
developed the requirements in this Order based on information submitted as part of the
application, through monitoring and reporting programs, and other available information.
The Fact Sheet (Attachment F), which contains background information and rationale
for Order requirements, is hereby incorporated into this Order and constitutes part of the
Findings for this Order. Attachments A through G are also incorporated into this Order.

E. California Environmental Quality Act (CEQA). Under Water Code section 13389,
this action to adopt an NPDES permit is exempt from the provisions of the CEQA,
Public Resources Code sections 21100-21177.

F. Technology-based Effluent Limitations. Section 301(b) of the CWA and
implementing USEPA permit regulations at 40 CFR 122.44" require that permits include
conditions meeting applicable technology-based requirements at a minimum, and any
more stringent effluent limitations necessary to meet applicable water quality standards.
The discharge authorized by this Order must meet minimum federal technology-based
requirements based on Effluent Limitations Guidelines and Standards for the Petroleum
Point Source Category, 40 CFR Part 419, Subpart B. A detailed discussion of the
technology-based effluent limitations development is included in the Fact Sheet
(Attachment F).

G. Water Quality-Based Effluent Limitations. Clean Water Act section 301(b) and
NPDES regulations at 40 CFR 122.44(d) require that permits include limitations more
stringent than applicable federal technology-based requirements where necessary to
achieve applicable water quality standards.

NPDES regulations at 40 CFR 122.44(d)(1)(i) mandate that permits include effluent
limitations for all pollutants that are or may be discharged at levels that have the
reasonable potential to cause or contribute to an exceedance of a water quality
standard, including numeric and narrative objectives within a standard. Where
reasonable potential has been established for a poliutant, but there is no numeric
criterion or objective for the pollutant, water quality-based effluent limitations (WQBELs)
must be established using: (1) USEPA criteria guidance under CWA section 304(a),
supplemented where necessary by other relevant information; (2) an indicator
parameter for the pollutant of concern; or (3) a calculated numeric water quality
criterion, such as a proposed state criterion or policy interpreting the state’s narrative
criterion, supplemented with other relevant information, as provided in section
122.44(d)(1)(vi).

! All further statutory references are to titie 40 of the Code of Federal Regulations unless otherwise indicated.
Limitations and Discharge Requirements ' 4




CONCCOPHILLIPS COMPANY ORDER NO. R3-2007-0002
SANTA MARIA REFINERY NPDES NO. CA0000031

H. Water Quality Control Plans. The Central Coast Water Board adopted a Water
Quality Control Plan for the Central Coast Basin (Basin Plan) that designates beneficial
uses, establishes water quality objectives, and contains implementation programs and
policies to achieve those objectives for all waters addressed through the plan. Section
IlLA.1 of the Basin Plan states, “The provisions of the State Board’s "Water Quality
Control Plan for Ocean Waters of California" (Ocean Plan), "Water Quality Control Plan
for Control of Temperature in the Coastal and Interstate Waters and Enclosed Bays and

-Estuaries of California" (Thermal Plan), and any revisions thereto shall apply in their
entirety to affected waters of the basin.” The Basin Plan establishes beneficial uses for
the Pacific Ocean receiving water, those beneficial uses inciude: Industrial water
supply; water contact and non-contact recreation, including aesthetic enjoyment;
navigation; commercial and sport fishing; mariculture; rare and endangered species;
marine habitat; wildlife habitat; and shellfish harvesting. In addition to the provisions
included in the Ocean Plan and the Thermal Plan, the Basin Plan establishes water
quality objectives for dissolved oxygen, pH, and radioactivity to all ocean waters.
Requirements of this Order implement the Basin Plan.

The State Water Board adopted the Water Quality Control Plan for Controf of
Temperature in the Coastal and Interstate Water and Enclosed Bays and Estuaries of
California (Thermal Plan) on May 18, 1972, and amended this plan on September 18,
1975. This plan contains temperature objectives for coastal waters and is implemented
through the requirements of this Order.

I. California Ocean Plan. The State Water Board adopted the Water Quality Control
Plan for Ocean Waters of California, California Ocean Plan (Ocean Plan) in 1972 and
amended it in 1978, 1983, 1988, 1990, 1997, 2000, and 2005. The State Water Board
adopted the latest amendment on April 21, 2005, and it became effective on February
14, 2006. The Ocean Plan is applicable, in its entirety, to point source discharges to the
ocean. Requirements of this Order implement the Ocean Pian.

J. Alaska Rule. On March 30, 2000, USEPA revised its regulation that specifies when
new and revised state and tribal water quality standards (WATER QUALITY
STANDARDS) become effective for CWA purposes (codified at 40 CFR §131.21; 65
Fed. Reg. 24841; April 27, 2000). Under the revised regulation (also known as the
Alaska rule), new and revised standards submitted to USEPA after May 30, 2000, must
be approved by USEPA before being used for CWA purposes. The final rule also
provides that standards already in effect and submitted to USEPA by May 30, 2000,
may be used for CWA purposes, whether or not approved by USEPA.

K. Stringency of Requirements for Individual Pollutants. This Order contains both
technology-based and water quality-based effluent limitations for individual poliutants.
The technology-based effluent limitations consist of restrictions on biochemical oxygen
demand (BOD:s), total suspended solids (TSS), chemical oxygen demand (CQOD), oil and
grease, phenolic compounds, ammonia (as N), sulfide, total chromium, hexavalent
chromium, and pH. Restrictions on BODs, TSS, COD, oil and grease, phenclic
compounds, ammonia (as N), sulfide, total chromium, hexavalent chromium, and pH are
discussed in Section IV.B of the Fact Sheet. This Order's technology-based pollutant
restrictions implement the minimum, applicable federal technology-based requirements.

Limitations and Discharge Requirements S




CONOCOPHILLIPS COMPANY ORDER NO. R3-2007-0002
SANTA MARIA REFINERY NPDES NO. CAQQD0051

Water quality-based effluent limitations have been scientifically derived to implement
water quality objectives that protect beneficial uses. Both the beneficial uses and the
water quality objectives have been approved pursuant to federal law and are the
applicable federal water quality standards. The scientific procedures for calculating the
individual water quality-based effluent limitations are based on the Ocean Plan, which
was approved by USEPA on February 14, 2006. Collectively, this Order's restrictions
on individual pollutants are no more stringent than required to implement the
requirements of the CWA.

L. Antidegradation Policy. NPDES regulations at 40 CFR 131.12 require that the state
water quality standards include an antidegradation policy consistent with the federal
policy. The State Water Board established California’s antidegradation policy in State
Water Board Resolution No. 68-16, which incorporates the federal antidegradation
policy where the federal policy applies under federal law. Resolution No. 88-16 requires
that existing quality of waters be maintained unless degradation is justified based on
specific findings. The Central Coast Water Board's Basin Plan implements, and
incorporates by reference, both the state and federal antidegradation policies. As
discussed in detail in the Fact Sheet, the permitted discharge is consistent with the
antidegradation provision of 131.12 and State Water Board Resolution No. 68-16.

M. Anti-Backsliding Requirements. CWA sections 402(0)(2) and 303(d)(4) and NPDES
regulations at 40 CFR 122.44(]) prohibit backsliding in NPDES permits. These anti-
backsliding provisions require effluent limitations in a reissued permit to be as stringent

| as those in the previous permit, with some exceptions where limitations may be relaxed.

| Some effluent limitations in this Order are less stringent that those in the previous

Order. As discussed in detail in the Fact Sheet this relaxation of effluent limitations is
consistent with the anti-backsliding requirements of the CWA and federal regulations.

N. Endangered Species Act. This Order does not authorize any act that results in the
taking of a threatened or endangered species or any act that is now prohibited, or
becomes prohibited in the future, under either the California Endangered Species Act
(Fish and Game Code sections 2050 to 2097) or the Federal Endangered Species Act
(16 U.S.C.A. sections 1531 to 1544). This Order requires compliance with effluent limits,
receiving water limits, and other requirements to protect the beneficial uses of waters of
the state. The discharger is responsible for meeting all requirements of the applicable
Endangered Species Act.

O. Monitoring and Reporting. NPDES regulations at 40 CFR 122.48 require that all
NPDES permits specify requirements for recording and reporting monitoring resuits.
Water Code sections 13267 and 13383 of the CWC authorizes the Central Coast Water
Board to require technical and monitoring reports. The Monitoring and Reporting
Program, provided as Attachment E to this Order, establishes monitoring and reporting
requirements to implement federal and State requirements.

P. Standard and Special Provisions. Standard Provisions, which apply to all NPDES
permits in accordance with 40 CFR 122.41, and additional conditions applicable to
specified categories of permits in accordance with 40 CFR 122.42, are provided in
Attachment D. The Central Coast Water Board has also included in this Order special

Limitations and Discharge Requirements 6




CONCCOPHILLIPS COMPANY ORDER NO. R3-2007-0002
SANTA MARIA REFINERY NPDES NO. CAQQ00051

provisions applicable to the Discharger. A rationale for the special provisions contained
in this Order is provided in the attached Fact Sheet.

Q. Provisions and Requirements Implementing State Law. The provisions and
requirements in subsections 1V.B and VI.C of this Order are included to impiement state
taw only. These provisions and requirements are not required or authorized under the
federal CWA; consequently, violations of these provisions and requirements are not
subject to the enforcement remedies that are available for NPDES violations.

R. Notification of Interested Parties. The Central Coast Water Board has notified the
Discharger and interested agencies and persons of its intent to prescribe Waste
Discharge Requirements for the discharge and has provided them with an opportunity to
submit their written comments and recommendations. Details of notification are
provided in the Fact Sheet of this Order.

S. Consideration of Public Comment. The Central Coast Water Board, in a public

meeting, heard and considered all comments pertaining to the discharge. Details of the
Public Hearing are provided in the Fact Sheet of this Order.

lil. DISCHARGE PROHIBITIONS

A. Discharge of treated production wastewater and storm runoff to the Pacific Ocean at a
location other than Discharge Point No. 001 is prohibited.

B. Discharge of wastewaters not specified in Section 11.B of this Order are prohibited.
C. Discharge of untreated wastewater to the ocean is prohibited.

D. Discharge of sanitary wastes to other than a subsurface septic tank/leachfield is
| prohibited.

IV. EFFLUENT LIMITATIONS AND DISCHARGE SPECIFICATIONS
A. Effluent Limitations — Discharge Point No. 001
1. The Discharger shall maintain compliance with the following effluent limitations at

Discharge Point No. 001, with compliance measured at Monitoring Location EFF-
001 as described in the attached MRP:

Limitations and Discharge Requirements 7




CONOCOPHILLIPS COMPANY
SANTA MARIA REFINERY

ORDER NO. R3-2007-0002
NPDES NO. CAQ000051

Table 5. Final Effluent Limitations for Discharge Point No. 001

Effluent Limitations
Parameters Units | Average | Maximum [ Instantaneous | Instantaneous
Monthly Daily Minimum Maximum
i ical
?B%B:)"Z'Sc_d a?’%gfg g:g_‘%")d Ibs/day 204 367 - -
Total Suspended Solids (TSS) Ibs/day 163 256 -- --
Chemical Oxygen Demand (CCD) Ibs/day 1,430 2,750 - -
Oil and Grease ibs/day 59.4 111 - -
Fhenolic Compounds Ibs/day 1.06 2.7 - -
Ammonia (as N) Ibs/day 220 290 -- -
Sulfide Ihs/day 1.08 2.41 - -
Total Chromium Ibs/day 1.26 3.60 — -
Hexavalent Chromium lbs/day 0.102 0.230 - --
Standard
PH units - B 6.0 8.0

In addition to the effluent limitations contained in Table 6, additional mass loading
credits for storm runoff, which is commingled with process wastewater and is treated
in the main treatment system and discharged to the Pacific Ocean, may be granted.
During wet weather runoff, the following incremental effluent credits shall be added
to the effluent limitations specified in Table 6.

Table 6. Storm Runoff Credits.

. Incremental Effluent Credit
Parameters Units Monthly Average | Daily Maximum
BODs Ibs/1,000 gallon’ 0.22 0.40
TSS Ibs/1,000 gallon’ 0.18 0.28
coD ibs/1,000 gallon® 1.5 3.0
Oil and Grease fbs/1,000 gallon’ 0.067 0.13
Phenolic Compounds 1bs/1,000 gallon’ 0.0014 0.0029
Total Chromium 1bs/1,000 gallon’ 0.0018 0.0050
Hexavalent Chromium Ibs/1,000 gallon1 0.00023 0.00052

Credit calculated based on measured flow of contaminated storm runoff commingled with process wastewater.

2, The Discharger shall maintain compliance with the following effluent limitations at
Discharge Point No. 001, with compliance measured at Monitoring Location EFF-
001 as described in the attached MRP, when effluent flow is equal to or less than

0.285 MGD:

Limitations and Discharge Requirements
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Table 7. Effluent Limitations When Effluent Flow is Equal to or Less Than 0.285 MGD

Effluent Limitations'
P t Unit
arameters nits Maximum Instantanecus | Six-Month
Daily Maximum Median
) mg/L 2.44 6.47 0.42
Arsenic
Ibs/day® 5.80 15.38 1.00
] mg/L 0.34 0.84 0.08
Cadmium
Ibs/day 0.81 2.00 0.19
) mgfL 1.68 420 0.42
Nickel
Ibs/day 4.00 9.98 1.00
. mgfL 5.04 12.60 1.26
Selenium
Ibs/day 11.98 29.95 2.99
. mg/L 0.22 0.57 0.06
Silver
A Ibs/day 0.52 1.35 0.14
mg/L . 5.04 17
Total Chlorine Residual g 0.67 0 0
Ibs/day 1.59 11.98 0.40
mg/L 10.08 25.20 .52
Phenolic Compounds (non-chicrinated) 3 2
- Ibs/day 23.96 58.90 5.99
L . .
Chlorinated Phenolics mg 0.34 0.84 0.08
bs/day 0.81 2.00 0.19
L 1.51 . .
Endosulfan? H9 221 0.75
Ibs/day 3.59 5.40 1.81
L . . .
Endrin Hg 0.34 0.50 0.17
Ibs/day 0.81 1.19 0.40
L . ) .
HCH? Mg 0.67 1.01 0.34
Ihsfday 1.59 2.40 0.81
Radioactivity * '

Based on a dilution factor of 83:1.
®The sum of endosulfan-alpha and endosulfan-beta and endosulfan sulfate,
The sum of alpha, beta, gamma (lindane), and delta isomers of hexachlorocyclohexane,
“ Not to exceed limits specified in CCR Title 17, Division 1, Chapter 5, Subchapter 4, Group 3, Article 3, Section 30269.

3. The Discharger shall maintain compliance with the following effluent limitations at
Discharge Point No. 001, with compliance measured at Monitoring Location EFF-
001 as described in the attached MRP, when effluent flow is greater than 0.285
MGD:
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Table 8. Effluent Limitations When Effluent Flow is Greater Than 0.285 MGD

Effluent Limitations’

P t i
arameters Units Maximum Instantaneous | Six-Month
Daily Maximum Median
. mg/L 2.00 5.32 0.35
Arsenic
Ibs/day 9.59 25.51 1.68
. mg/L 0.28 0.69 0.07
Cadmium :
bs/day 1.34 3.31 0.34
) mg/L 1.38 3.45 0.35
Nickel
Ibs/day 6.62 16.54 1.68
i mg/L 4.14 10.35 1.04
Selenium
lbs/day 18.85 49.63 4.99
. mg/L 0.18 0.47 0.05
Silver
Ibsfday 0.86 2.25 0.24
mg/t . 4.1 14
Total Chlorine Residual g 0.55 4 0.1
Ibs/day 2.64 19.85 0.67
mg/L 2 20.70 2.07
Phenolic Compounds (non-chlorinated) S 8.28 0
Ibs/day 39.71 §9.27 9.93
mg/l . . .
Chlorinated Phenolics g 0.28 0.69 0.07
Ibs/day 1.34 CRCY| 0.24
L 1.24 1.86 0.62
Endosulfan® He
Ibs/day 5.95 8.92 2.97
) pg/L 0.28 0.41 0.14
Endrin
{bs/day 1.34 1.97 0.67
/L . X 0.28
HCH® Hg 0.55 0.83 2
bs/day 2.64 3.98 1.34
Radioactivity 4

Based on a dilution factor of 68:1.

? The sum of endosulfan-alpha and endosulfan-beta and endosulfan sulfate.
% The sum of alpha, beta, gamma (lindane), and delta isomers of hexachlorocyclohexane.
“ Not to exceed limits specified in CCR Title 17, Division 1, Chapter 5, Subchapter 4, Group 3, Article 3, Section 30268.

4. The Discharger shall maintain compliance with the following applicable flow
dependent effluent limitations at Discharge Point No. 001, with compliance
measured at Monitoring Location EFF-001 as described in the attached MRP:

Limitations and Discharge Requirements
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Table 9. Monthly Average Effluent Limitations

Antimry baidas 79¢ FIE)
'Bis(2-Chloroethoxy) Methane Ig:?;;y 0?:26 0.1324
Bis(2-Chloroisopropyi} Ether I;;%(:y 8183685 83293010
Ohlorobenzene Bordas 1138 6
Chromium (1) Ibgfcli- ay ;75,59365 6?238161900
Di-n-butyl Phthalate lb”;%';y 2 ' 241500
Dichlorobenzenes' Bardeg 0753 15675
Disthy! Phinalste Beica; X T9193
Dimethyl Phthalate !bgfcll-ay 163?'}'82?).9 i ,'558.4
4,8-Dinitro-2-methylphenol I;;I%I;y 12;3 1 ?21 go
2,4-Dinitrophenol 1;‘;%; 0-8?35 : 01--?;.726
Ethyloenzene Bareey et T35
Fluoranthene Ibn;%’;y 13206 1'{?35 .
Hexachiorocyclopentadiene Ibrglgc‘l"e;y 41222 413022
Nitrobenzene ‘ﬁ I;y 0‘1"13 6 01328
S s
Toluene T AT TEK — 1255
Tributyt Beriay 05003 00004
1.1, 1-Trichloroethane Do 75162 78,5803
Acrylonitrie [blgé:y 05 o0
Aldrin “‘u:_r;/gél;y 4.1?(41%* - 7.;,?(11%"'
Benzene FrE 5 T
Benzidine pariay Taxi0° XY AT
Berylium m‘é%';y .007 il
Bis(2-Chiorosthyl) Ether lb';%';y (ib?g 36.18]15
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Monthly Average Effluent Limitations

Paramoters Units = or < 0.285 MGD >(,285 MGD
Bis(2-Ethlyhexyl) Phthalate lbi% ';y %?;‘ 241 : gOO
Carbon Tetrachloride Ib};% I;y 70526 626.1 300
Chlordane’ Ibr;% I;y 415?(3;20_b 7; . i&i?(’)s
Chlorodibromethane Ib}:s% I;y 7?_{;4 593;00
Chloroform Ibi%’;y 126?30 8,9:3.800
oo Beriag ¥l 56 X10"
1,4-Dichlorobenzene [bi% ';y 1 35;2 1 ,2?5000
3,3"Dichlorobenzidine |b§%léy 06%30024 g:ggg
1,2-Dichloroethane l:;g;—y 2522 1 9922
1,1-Dichloroethylene It;';gé"éy 0-8?'256 o.ggz
Dichlorcbromomethane It:;/gdfle;y 0-?‘2203 0.2%8
Dichloromethane Ibms%;y g;g 3114(;&;0
1,3-Dichloropropene lbn;,%;y 0-?1'.4876 Of ; 4
e Ibr;%;y o TEXIT?
2,4-Dinitrotoluene Ib#;%';y 2; %4 173:300
1,2-Diphenylhydrazine Ibﬁt\y 103_';;,4 1(1):320
Halomethanes* Ibrggla-y 120‘5%2 843?00
BT me
Heptachlor Epoxide Ib‘;% Ie_ay 23?(1160%: 623()}(2105
Hexachlorobenzene Ibi;%y 4127)3‘:) - 6? ;;-?85
Hexachlorobutadiene Ibi% ';y 1 2125 962:200
Hexachloroethane Ibz% :y %150 173:200
Isophorone Ibgfg-ay 0-1‘1651.32 gﬁlﬁg
N-nitrosodimethylamine lbt?:i_l.;iy 51?5-2 502:100
N-nitrosodi-N-propylamine ibi% :y 301.6982 26;20
N-nitrosodiphenylamine Ibi% I;y %150 173:200
PAHs” pg/L 0.7392 0.607

Limitations and Discharge Requirements
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Parameters Units Sor<ogmemes [ >0285 MGD
Ibs/day 0.002 0.003
PCBS’ Ibr;%:y 3.:3?(91%'5 6.13'?3110‘6
TCOD Equivalents’ Ibz%';y 7%?(21?10 1.2.%51% .
1,1,2,2-Tetrachloroethane Ibr:%';y 0. g ?532 0.01-29
Tetrachloroethylene Ib";‘%;y 0-01‘23 0.01-:758
Toxaphens Ibr;%:y 4.;75(61‘(‘)“" 61‘}4 ;f, 8'5
Trichloroethylene Ib‘;%';y 2:38 1'8%%000
1,1,2-Trichloroethane ‘ Ibn;%rla-y 0-:.8996 05‘119
2,4,6-Trichiorophenol Ibi% :y 340; 232(1)1
Vinyl Chloride [bl;%:y 3.713;4 2'45514.'800

The sum of 1,2- and 1,3-dichlorobenzene.

2The sum of chiordane-alpha, chlordane-gamma, chiordane-alpha, chordene-gamma, nonachlor-alpha, nonachlor-gamma,

and oxychlordane.

3'The sum of 4 4-DDT; 2, 4-DDT,; 4,4’-DDE; 2,4-DDE, 4,4-DDD, and 2,4-DDD.
*The sum of bromoform, bromomethane, and chioromethane.

5 Polynuclear Aromatic Hydrocarbons - The sum of acenaphthylene; anthracene; 1,2-benzanthracene; 3 4-benzofluoranthene;

benzolk]fluoranthene; 1,12-benzoperylene; benzo[a]pyrene; chrysene; dibenzo[a,hlanthracene; flucrene; indeno[1,2,3-

cd]pyrene; phenanthrene; and pyrene.

Polychiorinated Biphenyls — The sum of chlcrinated biphenyls whose analytical characteristics resemble those of Aroclor-

1016 Aroclor-1221, Aroclor-1232, Aroclor-1242, Aroclor-1248, Aroclor-1254, and Aroclor-1260.

7 The sum of the concentrations of chlorinated dibenzodioxins (2,3,7.8-CDDs) and chlorinated dibenzofurans (2,3,7,8-CDFs)
multiplied by their respective toxicity factors, as summarized in Appendix | of the Ocean Plan.

B. Land Discharge Specifications. Discharges of non-contact stormwater to the
evaporation/percolation basins shall not cause constituent concentrations in ground
water to exceed limits set forth in Title 22, Chapter 15, Articles 4, 4.5, 5 and 5.5 of the
California Code of Regulations or cause a statistically significant increase in constituent
concentrations in underlying ground waters, as determined by samples collected from
wells up gradient and down gradient of the percolation ponds.

C. Reclamation Specifications. Not applicable to this permit.

V. RECEIVING WATER LIMITATIONS

A. Surface Water Limitations. Receiving water limitations are based on water quality
objectives contained in the Basin Plan and Ocean Plan and are a required part of this

Order.

1. Floating particulates and grease and oil shali not be visible.

2. The discharge of waste shall not cause aesthetically undesirable discoloration of the

ocean surface.

Limitations and Discharge Requirements
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3. Natural light shall not be significantly reduced at any point outside the initial dilution
zone as a result of the discharge of waste.

4. The rate of deposition of inert solids and the characteristics of inert solids in ocean
sediments shall not be changed such that benthic communities are degraded.

5. The dissolved oxygen concentration shall not at any time fall below 5.0 mg/L. or be
depressed more than ten percent from that which occurs naturally as a result of the
discharge of oxygen demanding waste material.

6. The pH shall not be depressed below 7.0, raised above 8.5, or changed more than
0.2 units from that which occurs naturally.

7. The dissolved sulfide concentrations of wastes in and near sediments shail not be
significantly increased above that present under natural conditions.

8. The concentrations of substances with effluent limitations in this Crder shall not
increase in marine sediments to levels that would degrade indigenous biota.

9. The concentraticns of organic materials shall not be increased in marine sediments
to a level which would degrade marine life.

10. Nutrient materials shall not cause objectionable aquatic growth or degradation of
indigenous biota.

11.Waste discharges to the ocean must be essentially free of substances that will
accumulate to toxic levels in marine waters, sediments, or biota.

12.Marine communities, including vertebrate, invertebrate, and plant species, shall not
be degraded.

13.The natural taste, odor, and color of fish, shellfish, or other marine resources used
for human consumption shall not be altered.

14.The concentration of organic materials in fish, shellfish or other marine resources
used for human consumption shall not bioaccumulate to levels that are harmful to
human health.

15.The temperature of the discharge shall ensure protection of beneficial uses.
B. Groundwater Limitations
Groundwater limitations are not included in this permit. Groundwater monitoring,

evaluation and follow-up actions are addressed through a separate monitoring
agreement.

Limitations and Discharge Requirements . : 14
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VI. PROVISIONS

A. Standard Provisions. The Discharger shall comply with all Standard Provisions
included in Attachment D of this Order.

B. Monitoring and Reporting Program (MRP) Requirements. The Discharger shali
comply with the Monitoring and Reporting Program, and future revisions thereto, in
Attachment E of this Order. All monitoring shall be conducted according to 40 CFR 138,
Guidelines Establishing Test Procedures for Analysis of Pollutants.

C. Special Provisions

1. Reopener Provisions. This permit may be reopened and modified in accordance
with NPDES regulations at 40 CFR 122 and 124, as necessary, to include additional
conditions or limitations based on newly available information or to implement any
USEPA approved, new, State water quality objective.

2. Spebia! Studies, Technical Reports and Additional Monitoring Requirements

a. Toxicity Reduction Requirements. if the discharge consistently exceeds a
chronic toxicity result of 84 TU; when effluent flow is equal to or less than 0.285
MGD, or 68 TU; when effluent flow is greater than 0.285 MGD, the Discharger
shall conduct a Toxicity Reduction Evaluation (TRE). The TRE shall include all
reasonable steps to identify the source of toxicity. The Discharger shall take all
reasonable steps to reduce toxicity to the required level once the source of
toxicity is identified.

1) The Discharger shall develop a TRE workplan in accordance with the TRE
procedures established by the USEPA in the following guidance manuals:

a) Generalized Methodology for Conducting Industrial Tox:c:ty Reduction
Evaluations (EPA/600/2-88/070).

b) Toxicity identification Evaluation, Phase | (EPA/600/6-91/005F).

¢) Methods for Aquatic Toxicity Identification Evaluations, Phase Il
(EPA/B00/R-92/080).

d) Methods for Aquatic Toxicity Identification Evaluations, Phase Il
(EPA/B00/R-92/081).

2) The Discharger shall submit the TRE workplan to the Central Coast Water
Board within 180 days of the adoption of this Order. The TRE workptan shall
be subject to the approval of the Central Coast Water Board and shall be
modified as directed by the Central Coast Water Board.

3) Within 15 days of completion of the TRE, the Discharger shall submit the
results of the TRE, including a summary of the findings, data generated, a list
of corrective actions necessary to achieve consistent compliance with toxicity
objectives contained in the Ocean Pian and prevent recurrence of violations
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of those limitation, and a time schedule for implementation of such corrective
actions. The corrective actions and time schedule shall be modified at the
direction of the Executive Officer.

3. Best Management Practices and Pollution Prevention. The Discharger had
developed a Best Management Practices (BMP) plan which prevents, or minimizes
the potential for, release of toxic substances from ancillary activities to the waters of
the United States through plant site runoff, spillage or leaks, sludge or waste
disposal, or drainage from raw material storage. The Discharger shall implement
and update the BMP plan on an ongoing basis to ensure that no contaminated
stormwater leaves the facility’s property and enters surrounding surface waters.

4. Construction, Operation and Maintenance Specifications. Not applicable.
5. Special Provisions for Municipal Fécilities (POTWSs Only). Not applicable.
6. Other Special Provisions. Not applicable to this permit.
7. Compliance Schedules. Not applicable to this permit.

VIl. COMPLIANCE DETERMINATION

Compliance with the effiuent limitations contained in Section iV of this Order will be
determined as specified below:

A. General. Compliance with effluent limitations for reportable pollutants shall be
determined using sample reporting protocols defined in the MRP and Attachment A of
this Order. For purposes of reporting and administrative enforcement by the Central
Coast and State Water Boards, the Discharger shall be deemed out of compliance with
effluent limitations if the concentration of the reportable pollutant in the monitoring
sample is greater than the effluent limitation and greater than or equal to the reported
Minimum Level (ML).

B. Multiple Sample Data. When determining compliance with a measure of central
tendency (arithmetic mean, geometric mean, median, etc.) of multiple sample analyses
and the data set contains one or more reported determinations of “Detected, but Not
Quantified” (DNQ) or “Not Detected” (ND), the Discharger shall compute the median in
place of the arithmetic mean in accordance with the following procedure:

1. The data set shall be ranked from low to high, ranking the reported ND
determinations lowest, DNQ determinations next, followed by quantified values (if
any). The order of the individual ND or DNQ determinations is unimportant.

2. The median value of the data set shall be determined. If the data set has an odd
number of data points, then the median is the middle value. If the data set has an
even number of data points, then the median is the average of the two values
around the middle unless one or both of the points are ND or DNQ, in which case
the median value shall be the lower of the two data points where DNQ is lower than
a value and ND is lower than DNQ.
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ATTACHMENT A — DEFINITIONS

Areas of Special Biological Significance (ASBS) are those areas designated by the State
Water Board as ocean areas requiring protection of species or biclogical communities to the
extent that alteration of natural water quality is undesirable. All Areas of Special Biological
Significance are also classified as a subset of STATE WATER QUALITY PROTECTION
AREAS.

Average Monthly Effluent Limitation (AMEL) is the highest allowable average of daily
discharges over a calendar month, calculated as the sum of all daily discharges measured
during a calendar month divided by the number of daily discharges measured during that
month.

Average Weekly Effluent Limitation (AWEL) is the highest allowable average of daily
discharges over a calendar week (Sunday through Saturday), calculated as the sum of all daily
discharges measured during a calendar week divided by the number of daily discharges
measured during that week.

Chlordane shall mean the sum of chlordane-alpha, Chlordane-gamma, chlordene-alpha,
chlordene-gamma, nonachlor-alpha, nonachlor-gamma, and oxychlordane.

Chronic Toxicity is a parameter which shall be used to measure the acceptability of waters
for supporting a healthy marine biota until improved methods are developed to evaluate
biological response.

a. Chronic Toxicity (TUc) expressed as Toxic Units Chronic (TUc)

_ 100
TUe = —NoEL
b. No Observed Effect Level (NOEL) is expressed as the maximum percent effluent or
receiving water that causes no observable effect on a test organism, as determined by
the result of a critical life stage toxicity test listed in Ocean Plan Appendix .

Daily Discharge is defined as either: (1) the total mass of the constituent discharged over the
calendar day (12:00 am through 11:59 pm) or any 24-hour period that reasonably represents a
calendar day for purposes of sampling (as specified in the permit), for a constituent with
limitations expressed in units of mass or; (2) the unweighted arithmetic mean measurement of
the constituent over the day for a constituent with limitations expressed in other units of
measurement (e.g., concentration). .

The daily discharge may be determined by the analytical results of a composite sample taken
over the course of one day (a calendar day or other 24-hour period defined as a day) or by the
arithmetic mean of analytical results from one or more grab samples taken over the course of
the day.
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For composite sampling, if 1 day is defined as a 24-hour period other than a calendar day, the
analytical result for the 24-hour period will be considered as the result for the calendar day in
which the 24-hour period ends.

DDT shall mean the sum of 4,4'DDT, 2,4'DDT, 4,4'DDE, 2,4'DDE, 4,4DDD, and 2,4'DDD.

Degradation shall be determined by comparison of the waste field and reference site(s) for
characteristic species diversity, population density, contamination, growth anomaties, debility,
or supplanting of normal species by undesirable plant and animal species. Degradation occurs
if there are significant differences in any of three major biotic groups, namely, demersal fish,
benthic invertebrates, or attached algae. Other groups may be evaluated where benthic
species are not affected, or are not the only ones affected.

Detected, but Not Quantified (DNQ) are those sample results less than the reported
Minimum Level, but greater than or equal to the laboratory’s Method Detection Limit.

Dichlorobenzenes shall mean the sum of 1,2- and 1,3-dichlorobenzene.
Downstream Ocean Waters shall mean waters downstream with respect to ocean currents.
Endosulfan shall mean the sum of endosulfan-alpha and -beta and endosulfan suifate.

Halomethanes shall mean the sum of bromoform, bromomethane (methyl bromide) and
chloromethane {methyl chloride).

HCH shall mean the sum of the alpha, beta, gamma (lindane) and delta isomers of
hexachlorocyclohexane.

Initial Dilution is the process that results in the rapid and irreversible turbulent mixing of
wastewater with ocean water around the point of discharge.

For a submerged buoyant discharge, characteristic of most municipal and industrial wastes
that are released from the submarine outfalls, the momentum of the discharge and its initial
buoyancy act together to produce turbulent mixing. Initial dilution in this case is completed
when the diluting wastewater ceases to rise in the water column and first begins to spread
horizontally.

For shallow water submerged discharges, surface discharges, and non-buoyant discharges,
characteristic of cooling water wastes and some individual discharges, turbulent mixing results
primarily from the momentum of discharge. Initial dilution, in these cases, is considered to be
completed when the momentum induced velocity of the discharge ceases to produce
significant mixing of the waste, or the diluting plume reaches a fixed distance from the
discharge to be specified by the Central Coast Water Board, whichever results in the lower
estimate for initial dilution.

Instantaneous Maximum Effluent Limitation is the highest allowable value for any single
grab sample or aliquot (i.e., each grab sample or aliquot is independently compared to the
instantaneous maximum limitation).
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Instantaneous Minimum Effluent Limitation is the lowest allowable value for any single grab
sample or aliquot (i.e., each grab sample or aliquot is independently compared to the
instantaneous minimum limitation).

Mariculture is the culture of plants and animals in marine waters independent of any pollution
source.

Material (a) In common usage: (1) the substance or substances of which a thing is made or
composed (2) substantial; (b) For purposes of the Ocean Plan relating to waste disposal,
dredging and the disposal of dredged material and fill, MATERIAL means matter of any kind or
description which is subject to regulation as waste, or any material dredged from the navigable
waters of the United States. See also, DREDGED MATERIAL.

Maximum Daily Effluent Limitation (MDEL) is the highest allowable daily discharge of a
poliutant.

MDL (Method Detection Limit) is the minimum concentration of a substance that can be
measured and reported with 99% confidence that the analyte concentration is greater than
zero, as defined in title 40 CFR 136, Appendix B. -

Minimum Level (ML)} is the concentrations at which the entire analytical system must give a
recognizable signal and acceptable calibration point. The ML is the concentration in a sample
that is equivalent to the concentration of the lowest calibration standard analyzed by a specific
analytical procedure, assuming that all the method-specified sample weights, volumes and
processing steps have been followed.

Natural Light: Reduction of natural light may be determined by the Central Coast Water
Board by measurement of light transmissivity or total irradiance, or both, according to the
monitoring needs of the Central Coast Water Board.

Not Detected (ND) are those sample results less than the laboratory’s Method Detection Limit.

Ocean Waters are the territorial marine waters of the state as defined by California law to the
extent these waters are outside of enclosed bays, estuaries, and coastal lagoons. If a
discharge outside the territorial waters of the state could affect the quality of the waters of the
state, the discharge may be regulated to assure no violation of the Ocean Plan will occur in
ocean waters.

PAHs (polynuclear aromatic hydrocarbons) shall mean the sum of acenaphthylene,
anthracene, 1,2-benzanthracene, 3,4-benzofluoranthene, benzo[k}fluoranthene, 1,12-
benzoperylene, benzo[alpyrene, chrysene, dibenzo[ah]anthracene fluorene, indeno[1,2,3-
cd]pyrene, phenanthrene and pyrene.

PCBs (polychlorinated biphenyls) shall mean the sum of chlorinated biphenyls whose
analytical characteristics resemble those of Aroclor-1016, Aroclor-1221, Aroclor-1232, Aroclor-
1242, Aroclor-1248, Aroclor-1254 and Aroclor-1260.

Pollutant Minimization Program (PMP) means waste minimization and pollution prevention
actions that include, but are not limited to, product substitution, waste stream recycling,
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alternative waste management methods, and education of the public and businesses. The
goal of the PMP shall be to reduce all potential sources of Ocean Plan Table B pollutants
through pollutant minimization (control) strategies, including pollution prevention measures as
appropriate, to maintain the effluent concentration at or below the water quality-based effluent
limitation. Pollution prevention measures may be particularly appropriate for persistent
bioaccumulative priority pollutants where there is evidence that beneficial uses are being
impacted. The Central Coast Water Board may consider cost effectiveness when establishing
the requirements of a PMP. The completion and implementation of a Pollution Prevention
Plan, if required pursuant to Water Code section 13263.3(d), shall be considered to fulfill the
PMP requirements.

Reported Minimum Level is the Minimum Level (and its associated analytical method)
chosen by the Discharger for reporting and compliance determination from the Minimum
Levels included in this Order. The Minimum Levels included in this Order correspond to
approved analytical methods for reporting a sample result that are selected by the Central
Coast Water Board either from Appendix Il of the Ocean Plan in accordance with section
I1l.C.5.a. of the Ocean Plan or established in accordance with section {11.C.5.b. of the Ocean
Plan. The Minimum Level is based on the proper application of method-based analytical
procedures for sample preparation and the absence of any matrix interferences. Other factors
may be applied to the Minimum Level depending on the specific sample preparation steps
employed. For example, the treatment typically applied in cases where there are matrix-
effects is to dilute the sample or sample aliquot by a factor of ten.. In such cases, this
additional factor must be applied to the Minimum Level in the computation of the reported
Minimum Level. '

Satellite Collection System is the portion, if any, of a sanitary sewer system owned or
operated by a different public agency than the agency that owns and operates the wastewater
treatment facility that a sanitary sewer system is tributary to.

Shellfish are organisms identified by the California Department of Health Services as shellfish
for public health purposes (i.e., mussels, clams and oysters).

Significant Difference is defined as a statistically significant difference in the means of two
distributions of sampling results at the 95 percent confidence level.

Six-month Median Effluent Limitation is the highest allowable moving median of all daily
discharges for any 180-day period.

State Water Quality Protection Areas (SWQPAs) are non-terrestrial marine or estuarine
areas designated to protect marine species or biological communities from an undesirable
alteration in natural water quality. All AREAS OF SPECIAL BIOLOGICAL SIGNIFICANCE
{(ASBS) that were previously designated by the State Water Board in Resolution No.s 74-28,
74-32, and 75-61 are now also classified as a subset of State Water Quality Protection Areas
and require special protections afforded by the Ocean Plan.

TCDD Equivalents shall mean the sum of the concentrations of chlorinated dibenzodioxins
(2,3,7,8-CDDs) and chlorinated dibenzofurans (2,3,7,8-CDFs) multiplied by their respective
toxicity factors, as shown in the table below.
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Isomer Group

Toxicity Equivalence Factor

2,3,7 8-tetra CDD
2.3,7,8-penta CDD
2,3,7,8-hexa CDDs
2.3,7,8-hepta CDD
octa CDD

2,3,7 8 tetra CDF
1,2,3,7,8 penta CDF
2,3,4,7.8 penta CDF
2.3,7,8 hexa CDFs
2.3,7.8 hepta CDFs
octa CDF

1.0
0.5
0.1
0.01
0.001
0.1
0.05
0.5
0.1
0.01
0.001

Toxicity Reduction Evaluation (TRE) is a study conducted in a step-wise process designed
to identify the causative agents of effluent or ambient toxicity, isolate the sources of toxicity,
evaluate the effectiveness of toxicity control options, and then confirm the reduction in toxicity.
The first steps of the TRE consist of the collection of data relevant to the toxicity, including
additional toxicity testing, and an evaluation of facility operations and maintenance practices,
and best management practices. A TOXICITY IDENTIFICATION EVALUATION (TIE) may be
required as part of the TRE, if appropriate. (A TIE is a set of procedures to identify the specific
chemical(s) responsible for toxicity. These procedures are performed in three phases
(characterization, identification, and confirmation) using aquatic organism toxicity tests.)

Waste as used in the Ocean Plan, waste includes a Discharger's total discharge, of whatever

origin,_i.e., gross, not net, discharge.

Water Reclamation is the treatment of wastewater to render it suitable for reuse, the
transportation of treated wastewater to the place of use, and the actual use of treated
wastewater for a direct beneficial use or controlled use that would not otherwise oceur.

Attachment A — Definitions
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ATTACHMENT B — MAP
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ATTACHMENT C - FLOW SCHEMATIC
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ATTACHMENT D —-STANDARD PROVISIONS
. STANDARD PROVISIONS - PERMIT COMPLIANCE

A. Duty to Comply

1. The Discharger must comply with all of the conditions of this Order. Any
noncompliance constitutes a violation of the Clean Water Act (CWA) and the
California Water Code and is grounds for enforcement action, permit termination,
revocation and reissuance, or modification; or denial of a permit renewal application.
[40 CFR §122.41(a)].

2. The Discharger shall comply with effluent standards or prohibitions established
under Section 307(a) of the CWA for toxic pollutants and with standards for sewage
siudge use or disposal established under Section 405(d) of the CWA within the time
provided in the regulations that establish these standards or prohibitions, even if this
Order has not yet been modified to incorporate the requirement. [40 CFR
§122.41(a}(1)].

B. Need to Halt or Reduce Activity Not a Defense. It shall not be a defense for a
Discharger in an enforcement action that it would have been necessary to halt or reduce
the permitted activity in order to maintain compliance with the conditions of this Order.
[40 CFR §122.41(c)].

C. Duty to Mitigate. The Discharger shall take all reasonable steps to minimize or prevent
any discharge or sludge use or disposal in violation of this Order that has a reasonable
likelihood of adversely affecting human health or the environment. [40 CFR §122.41(d)]

D. Proper Operation and Maintenance. The Discharger shall at all times properly
operate and maintain all facilities and systems of treatment and control (and related
appurtenances) which are installed or used by the Discharger to achieve compliance
with the conditions of this Order. Proper operation and maintenance also includes
adequate laboratory controls and appropriate quality assurance procedures. This
provision requires the operation of backup or auxiliary facilities or similar systems that

- are installed by a Discharger only when necessary to achieve compliance with the
conditions of this Order [40 CFR §122.41(e)].

E. Property Rights

1. This Order does not convey any property rights of any sort or any exclusive
privileges {40 CFR § 122.41(g)]. -

2. The issuance of this Order does not authorize any injury to persons or property or
invasion of other private rights, or any infringement of state or local law or
regulations [40 CFR §122.5(c)].

F. Inspection and Entry. The Discharger shall allow the Central Coast Water Board,
State Water Board, United States Environmental Protection Agency (USEPA), and/or
their authorized representatives (including an authorized contractor acting as their

Attachment D — Standard Provisions D-1
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representative), upon the presentation of credentials and other documents, as may be
required by law, to [40 CFR §122.41(i}; Wat. Code, §13383]:

1. Enter upon the Discharger's premises where a regulated facility or activity is located
or conducted, or where records are kept under the conditions of this Order [40 CFR
§122.41(1)(1)];

2. Have access to and copy, at reasonable times, any records that must be kept under
the conditions of this Order [40 CFR §122.41(i)(2)];

3. Inspect and photograph, at reasonable times, any facilities, equipment (including
monitoring and control equipment), practices, or operations regulated or required
under this Order [40 CFR §122.41(i)(3)]; and

4. Sample or monitor, at reasonable times, for the purposes of assuring Order
compliance or as otherwise authorized by the CWA or the Water Code, any
substances or parameters at any location [40 CFR §122.41(i)(4)].

G. Bypass
1. Definitions

a. “Bypass” means the intentional diversion of waste streams from any portion of a
treatment facility {40 CFR §122.41(m){(1)(i)].

b. “Severe property damage” means substantial physical damage to property,
damage to the treatment facilities, which causes them to become inoperable, or
substantial and permanent loss of natural resources that can reasonably be
expected to occur in the absence of a bypass. Severe property damage does
not mean economic loss caused by delays in production [40 CFR
§122.41(m)(1)ii)].

2. Bypass not exceeding limitations. The Discharger may allow any bypass to occur
which does not cause exceedances of effluent limitations, but only if it is for essential
maintenance to assure efficient operation. These bypasses are not subject to the
provisions listed in Standard Provisions — Permit Compliance 1.G.3, .G.4, and 1.G.5
below [40 CFR §122.41(m)(2)].

3. Prohibition of bypass. Bypass is prohibited, and the Central Coast Water Board
may take enforcement action against a Discharger for bypass, unless {40 CFR
§122.41(m)(4)(i)}: .

a. Bypass was unavoidable to prevent loss of life, personal injury, or severe
property damage [40 CFR §122.41(m)(4)(i)(A)];

b. There were no feasible alternatives to the bypass, such as use of auxiliary
treatment facilities, retention of untreated wastes, or maintenance during normal
periods of equipment downtime. This condition is not satisfied if adequate
back-up equipment should have been installed in the exercise of reasonable
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engineering judgment to prevent a bypass that occurred during normal periods of
equipment downtime or preventive maintenance [40 CFR §122.41(m)(4)(i}(B)];
and

¢. The Discharger submitted notice to the Central Coast Water Board as required
under Standard Provisions — Permit Compllance 1.G.5 below [40 CFR
§122.41(m)(4)()(C)I.

4. The Central Coast Water Board may approve an anticipated bypass, after
considering its adverse effects, if the Central Coast Water Board determines that it
will meet the three conditions listed in Standard Provisions — Permit Compliance
1.G.3 above [40 CFR §122.41(m)(4)(ii)].

5. Notice

a. Anticipated bypass. If the Discharger knows in advance of the need for a
bypass, it shall submit a notice, if possible at least 10 days before the date of the
bypass [40 CFR §122.41(m)(3)(i)].

b. Unanticipated bypass. The Discharger shall submit notice of an unanticipated
bypass as required in Standard Provisions - Reporting V.E below (24-hour
notice) [40 CFR §122.41(m){3)(ii)].

H. Upset. Upset means an exceptional incident in which there is unintentional and
temporary noncompliance with technology based permit effluent limitations because of
factors beyond the reasonable control of the Discharger. An upset does not include
noncompliance to the extent caused by operational error, improperly designed
treatment facilities, inadequate treatment facilities, lack of preventive maintenance, or
careless or improper operation (40 CFR §122.41(n)(1)].

1. Effect of an upset. An upset constitutes an affirmative defense to an action brought
for noncompliance with such technology based permit effluent limitations if the
requirements of Standard Provisions — Permit Compliance 1.H.2 below are met. No
determination made during administrative review of claims that noncompliance was
caused by upset, and before an action for noncompliance, is final administrative
action subject to judicial review [40 CFR §122.41(n)(2)].

2. Conditions necessary for a demonstration of upset. A Discharger who wishes to
establish the affirmative defense of upset shall demonstrate, through properly
signed, contemporaneous operating logs or other relevant evidence that {40 CFR
§122.41(n)(3)]: .

a. An upset occurred and that the Discharger can identify the cause(s) of the upset
[40 CFR §122.41(n)(3)(i)];

b. The permitted facility was, at the time, being properly operated [40 CFR
§122.41(n)(3)(ii)};
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¢. The Discharger submitted notice of the upset as required in Standard Provisions
— Reporting V.E.2.b below (24-hour notice) [40 CFR §122.41(n)(3)(iii}]; and

d. The Discharger complied with any remedial measures required under
Standard Provisions ~ Permit Compliance [.C above [40 CFR §122.41(n)(3)(iv)].

3. Burden of proof. In any enforcement proceeding, the Discharger seeking to
establish the occurrence of an upset has the burden of proof [40 CFR
§122.41(n}4)]. I. Standard Provisions — Permit Action

A. General. This Order may be modified, revoked and reissued, or terminated for cause.
The filing of a request by the Discharger for modification, revocation and reissuance, or
termination, or a notification of planned changes or anticipated noncompliance does not
stay any Order condition [40 CFR §122.41(f)).
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B. Duty to Reapply. If the Discharger wishes to continue an activity regulated by this
Order after the expiration date of this Order, the Discharger must apply for and obtain a
new permit {40 CFR §122.41(b)].

C. Transfers. This Order is not transferable to any person except after notice to the
Central Coast Water Board. The Central Coast Water Board may require modification
or revocation and reissuance of the Order to change the name of the Discharger and
incorporate such other requirements as may be necessary under the CWA and the
Water Code [40 CFR §122.41(1)(3); §122.61].

lll. STANDARD PROVISIONS — MONITORING

A. Samples and measurements taken for the purpose of monitoring shall be representative
of the monitored activity [40 CFR §122.41(j)(1)].

B. Monitoring results must be conducted according to test procedures under Part 136 or, in
“the case of sludge use or disposal, approved under Part 136 unless otherwise specified
in Part 503 unless other test procedures have been specified in this Order [40 CFR
§122.41(3)(4); §122.44(i)(1)(iv)].

IV. STANDARD PROVISIONS — RECORDS

A. Records Retention. Except for records of monitoring information required by this
Order related to the Discharger's sewage sludge use and disposal activities, which shall
be retained for a period of at least five years (or longer as required by Part 503), the
Discharger shall retain records of all monitoring information, including all calibration and
maintenance records and all original strip chart recordings for continuous monitoring
instrumentation, copies of all reports required by this Order, and records of all data used
to complete the application for this Order, for a period of at least three (3) years from the
date of the sample, measurement, report or application. This period may be extended
by request of the Central Coast Water Board Executive Officer at any time. (40 CFR
§122.41()(2).)

B. Records of monitoring information shall include:

1. The date, exact place, and time of sampling or measurements [40 CFR

§122.41G)3)());

2. The individual(s) who performed the sampling or measurements [40 CFR

§122.41()(3)(D);
3. The date(s) analyses were performed [40 CFR §122.41(j)(3)(ii)]; -
4. The individual(s) who performed the analyses [40 CFR §122.41(){3)(iv)];
5. The analytical techniques or methods used [40 CFR §122.41(j)(3)(v)]; and

6. The results of such analyses {40 CFR §122.41(j)(3)(vi)].
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C. Claims of confidentiality for the following information will be denied [40 CFR
§122.7(b)]:

1. The name and address of any permit applicant or Discharger [40 CFR §122.7(b)(1)];
and

2. Permit applications and attachments, permits and effluent data {40 CFR
§122.7(b)(2)].

V. STANDARD PROVISIONS - REPORTING

A. Duty to Provide Information. The Discharger shall furnish to the Central Coast Water
Board, State Water Board, or USEPA within a reasonable time, any information which
the Central Coast Water Board, State Water Board, or USEPA may request to
determine whether cause exists for modifying, revoking and reissuing, or terminating
this Order or to determine comptliance with this Order. Upon request, the Discharger
shall also furnish to the Central Coast Water Board, State Water Board, or USEPA
copies of records required to be kept by this Order [40 CFR §122.41(h); Water Code,
§13267].

B. Signatory and Certification Requirements

1. All applications, reports, or information submitted to the Central Coast Water Board,
State Water Board, and/or USEPA shall be signed and certified in accordance with
Standard Provisions — Reporting V.B.2, V.B.3, V.B.4, and V.B.5 below [40 CFR
§122.41(k)].

2. All permit applications shall be signed by a responsible corporate officer. For the
purpose of this section, a responsible corporate officer means: (i) A president,
secretary, treasurer, or vice-president of the corporation in charge of a principal -
business function, or any other person who performs similar policy- or decision-
making functions for the corporation, or (ii) the manager of one or more
manufacturing, production, or operating facilities, provided, the manager is
authorized to make management decisions which govern the operation of the
regulated facility including having the explicit or implicit duty of making major capital
investment recommendations, and initiating and directing other comprehensive
measures to assure long term environmental compliance with environmental laws
and regulations; the manager can ensure that the necessary systems are
established or actions taken to gather complete and accurate information for permit
application requirements; and where authority to sign documents has been
assigned or delegated to the manager in accordance with corporate procedures [40
CFR §122.22(a)(1)].

3. All reports required by this Order and other information requested by the Central
Coast Water Board, State Water Board, or USEPA shall be signed by a person
described in Standard Provisions — Reporting V.B.2 above, or by a duly authorized
representative of that person. A person is a duly authorized representative only if:
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a. The authorization is made in writing by a person described in Standard
Provisions — Reporting V.B.2 above [40 CFR §122.22(b)(1)];

b. The authorization specifies either an individual or a position having responsibility
for the overali operation of the regulated facility or activity such as the position of
plant manager, operator of a well or a well field, superintendent, position of
equivalent responsibility, or an individual or position having overall responsibiiity
for environmental matters for the company. (A duly authorized representative
may thus be either a named individual or any individual occupying a named
position.) [40 CFR §122.22(b)(2)]; and

c. The written authorization is submitted to the Central Coast Water Board and
State Water Board {40 CFR §122.22(b)(3)].

4. If an authorization under Standard Provisions — Reporting V.B.3 above is no longer
accurate because a different individual or position has responsibility for the overall
operation of the facility, a new authorization satisfying the requirements of Standard
Provisions — Reporting V.B.3 above must be submitted to the Central Coast Water
Board and State Water Board prior to or together with any reports, information, or
applications, to be signed by an authorized representative [40 CFR §122.22(c)].

5. Any person signing a document under Standard Provisions — Reporting V.B.2 or
V.B.3 above shall make the following certification:

“I certify under penalty of law that this document and all attachments were prepared
under my direction or supervision in accordance with a system designed to assure
that qualified personnel properly gather and evaluate the information submitted.
Based on my inquiry of the person or persons who manage the system or those
persons directly responsible for gathering the information, the information submitted
is, to the best of my knowledge and belief, true, accurate, and complete. | am aware
that there are significant penalties for submitting false information, including the
possibility of fine and imprisonment for knowing violations.” {40 CFR §122.22(d)].

C. Monitoring Reports

1. Monitoring results shali be reported at the intervals specified in the Monitoring and
Reporting Program (Attachment E) in this Order [40 CFR §122 41(I)(4)].

2. Monitoring results must be reported on a Discharge Monitoring: Report (DMR) form
or forms provided or specified by the Central Coast Water Board or State Water
Board for reporting results of monitoring of sludge use or disposal.practices [40 CFR
§122.41(1)(4)(i)].

3. If the Discharger monitors any pollutant more frequently than required by this Order
using test procedures approved under Part 136 or, in the case of sludge use or
disposal, approved under Part 136 unless otherwise specified in Part 503, or as
specified in this Order, the results of this monitoring shall be included in the
calculation and reporting of the data submitted in the DMR or sludge reporting form
specified by the Central Coast Water Board [40 CFR §122.41(){4)(i)}].
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4. Calculations for all limitations, which require averaging of measurements, shall
utilize an arithmetic mean unless otherwise specified in this Order [40 CFR
§122.41(H(4)iii)].

D. Compliance Schedules. Reports of compliance or noncompliance with, or any
progress reports on, interim and final requirements contained in any compliance
schedule of this Order, shall be submitted no later than 14 days following each schedule
date [40 CFR §122.41(1)(5)].

E. Twenty-Four Hour Reporting

1. The Discharger shall report any noncompliance that may endanger health or the
environment. Any information shall be provided orally within 24 hours from the time
the Discharger becomes aware of the circumstances. A written submission shall
also be provided within five (5) days of the time the Discharger becomes aware of
the circumstances. The written submission shall contain a description of the
noncompliance and its cause; the period of noncompliance, including exact dates
and times, and if the noncompliance has not been corrected, the anticipated time it
is expected to continue; and steps taken or planned to reduce, eliminate, and
prevent reoccurrence of the noncompliance [40 CFR §122.41(1)(8)(i)].

2. The following shall be included as information that must be reported within 24 hours
under this paragraph [40 CFR §122.41(1)(6)(ii)]:

a. Any unanticipated bypass that exceeds any effluent limitation in this Order [40
CFR §122.41()(B)ii}(A)).

b. Any upset that exceeds any effluent limitation in this Order [40 CFR
§122.41(1}6)(ii}(B)).

3. The Central Coast Water Board may waive the above-required written report under
this provision on a case-by-case basis if an oral report has been received within 24
hours [40 CFR §122.41(1)(6)(iii)].

F. Planned Changes. The Discharger shall give notice to the Central Coast Water Board
as soon as possible of any planned physical alterations or additions to the permitted
facility. Notice is required under this provision only when [40 CFR §122.41(I)(1)]):

1. The alteration or addition to a permitted facility may meet one of the criteria for
determining whether a facility is a new source in section 122.29(b) [40 CFR
§122.41(0)(1)()); or

2. The alteration or addition could significantly change the nature or increase the
quantity of pollutants discharged. This notification applies to poliutants that are not
subject to effluent limitations in this Order [40 CFR §122.41()(1)(ii)].

3. The alteration or addition results in a significant change in the Discharger's sludge
use or disposal practices, and such alteration, addition, or change may justify the
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application of permit conditions that are different from or absent in the existing
permit, including notification of additional use or disposal sites not reported during
the permit application process or not reported pursuant to an approved land
application plan [40 CFR §122.41(1)(1)(iii)].

G. Anticipated Noncompliance. The Discharger shall give advance notice to the Central
Coast Water Board or State Water Board of any planned changes in the permitted
facility or activity that may result in noncompliance with Generai Order requirements.
[40 CFR §122.41(1)(2)].

H. Other Noncompliance. The Discharger shall report all instances of noncompliance not
reported under Standard Provisions — Reporting V.C, V.D, and V.E above at the time
monitoring reports are submitted. The reports shall contain the information listed in
Standard Provision — Reporting V.E above. [40 CFR §122.41()(7)].

I. Other Information. When the Discharger becomes aware that it failed to submit any
relevant facts in a permit application, or submitted incorrect information in a permit
application or in any report to the Central Coast Water Board, State Water Board, or
USEPA, the Discharger shall promptly submit such facts or information [40 CFR
§122.41(1)(8)].

VI. STANDARD PROVISIONS — ENFORCEMENT

A. The Central Coast Water Board is authorized to enforce the terms of this permit under
several provisions of the Water Code, including, but not limited to, sections 13385,
133886, and 13387.

Vil. ADDITIONAL PROVISIONS — NOTIFICATION LEVELS

A. Non-Municipal Facilities. Existing manufacturing, commercial, mining, and silvicultural
Dischargers shall notify the Central Coast Water Board as soon as they know or have
reason to believe [40 CFR §122.42(a)]:

1. That any activity has occurred or will occur that would result in the discharge, on a
routine or frequent basis, of any toxic pollutant that is not limited in this Order, if that
discharge will exceed the highest of the following "notification levels" [40 CFR
§122.42(a)(1)]:

a. 100 micrograms per liter (ug/L) {40 CFR §122.42(a)(1)(i)];

b. 200 pg/L for acrolein and acrylonitrile; 500 ug/L for 2,4-dinitrophenol and
2-methyl4, 6-dinitrophenol; and 1 milligram per liter (mg/L) for antimony [40 CFR
§122.42(a)(1)(ii)];

c. Five (5) times the maximum concentration value reported for that pollutant in the
Report of Waste Discharge [40 CFR §122.42(a)(1)(iii)]; or

d. The level established by the Central Coast Water Board in accordance with 40
CFR Section 122.44(f) [40 CFR §122.42(a)(1)(iv)].
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2. That any activity has occurred or will occur that would result in the discharge, on a

non-routine or infrequent basis, of any toxic pollutant that is not limited in this Order,
if that discharge will exceed the highest of the following “notification levels” [40 CFR
§122.42(a)(2)]:

a. 500 micrograms per liter (pg/L) [40 CFR §122.42(a)(2Xi)];

b. 1 milligram per liter (mg/L) for antimony {40 CFR §122.42(a)(2){ii)];

c. Ten (10) times the maximum concentration value reported for that pollutant in the
Report of Waste Discharge [40 CFR §122.42(a)(2)(iii)]; or

d. The level established by the Central Coast Water Board in accordance with 40
CFR Section 122.44(f) [40 CFR §122.42(a)(2)(iv)].

B. Publicly-Owned Treatment Works (POTWs). All POTWs shall provide adequate notice
to the Central Coast Water Board of the following [40 CFR § 122.42(b)]:

1.

Any new introduction of pollutants into the POTW from an indirect discharger that
would be subject to sections 301 or 306 of the CWA if it were directly discharging
those poliutants [40 CFR § 122.42(b){(1)]; and

Any substantial change in the volume or character of pollutants being introduced into
that POTW by a source introducing pollutants into the POTW at the time of adoption
of the Order. [40 CFR § 122.42(b)(2)]

Adequate notice shall include information on the quality and quantity of effluent
introduced into the POTW as well as any anticipated impact of the change on the
quantity or quality of effluent to be discharged from the POTW. [40 CFR §
122.42(b)(3)]

VIIl. CENTRAL COAST REGION’S STANDARD PROVISIONS (January 1985)

A. General Permit Conditions

Prohibitions

1.

2.

Introduction of "incompatible wastes" to the treatment system is prohibited.

Discharge of high-level radiological waste and of radiological, chemical, and biological
warfare agents is prohibited.

Discharge of "toxic pollutants” in \}iolation of effluent standards and prohibitions established
under Section 307(a) of the Clean Water Act is prohibited.

Discharge of sludge, sludge digester or thickener supernatant, and siudge drying bed
leachate to drainageways, surface waters, or the oceanis prohibited.
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5. Introduction of pollutants into the collection, treatment, or disposal system by an "indirect
discharger” that:

a) inhibit or disrupt the treatment process, system operation, or the eventual use or
disposal of sludge; or,

b) flow through the system to the receiving water untreated: and,

c) cause or "significantly contribute” to a violation of any requirement of this Order, is
prohibited.

6. Introduction of "pollutant free" wastewater to the collection, treatment, and disposal system
in amounts that threaten compliance with this order is prohibited.

Provisions

7. Collection, treatment, and discharge of waste shall not create a nuisance or pollution, as
defined by Section 13050 of the California Water Code.

8. All facilities used for transport or treatment of wastes shall be adequately protected from
inundation and washout as the result of a 100-year frequency flood.

9. Operation of coliection, treatment, and disposal systems shall be in a manner that
precludes public contact with wastewater. '

10.Collected screenings, sludges', and other solids removed from liquid wastes shall be
disposed in a manner approved by the Executive Officer.

11. Publicly owned wastewater treatment plants shall be supervised and operated by persons
possessing certificates of appropriate grade pursuant to Title 23 of the California
Administrative Code.

12.After notice and opportunity for a hearing, this order may be terminated for cause,
including, but not limited to;

a) violation of any term or condition contained in this order:

b) obtaining this order by misrepresentation, or by failure to disclose fuily all relevant facts;

c) a change in any condition or endangerment to human health or environment that
requires a temporary or permanent reduction or elimination of the authorized discharge;
and,

d) a substantial change in character, location, or volume of the discharge.

13. Provisions of this permit are severable. If any provision of the permit is found invalid, the
remainder of the permit shall not be affected.
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14.After notice and opportunity for hearing, this order may be modified or revoked and
reissued for cause, including:

a) Promulgation of a new or revised effluent standard or iimitation;
b) A material change in character, location, or volume of the discharge;

c) Access to new information that affects the terms of the permit, mc!udlng applicable
schedules;

d) Correction of technical mistakes or mistaken interpretations of law; and,
e) Other causes set forth under Sub-part D of 40 CFR Part 122.

15. Safeguards shall be provided to assure maximal compliance with ail terms and conditions
of this permit. Safeguards shali include preventative and contingency plans and may also
include alternative power sources, stand-by generators, retention capacity, operating
procedures, or other precautions. Preventative and contingency plans for controlling and
minimizing the affect of accidental discharges shali:

a) identify possible situations that could cause "upset", "overflow" or "bypass”, or other
noncompliance. (Loading and storage areas, power outage, waste treatment unit
outage, and failure of process equipment, tanks and pipes should be considered.)

b) evaluate the effectiveness of present facilities and procedures and describe procedures
and steps to minimize or correct any adverse environmental impact resulting from
noncompliance with the permit.

16. Physical Facilities shall be designed and constructed according to accepted engineering
practice and shall be capable of full compliance with this order when properly operated and
maintained. Proper operation and maintenance shall be described in an Operation and
Maintenance Manual. Facilities shall be accessible during the wet-weather season.

17.Production and use of reclaimed water is subject to the approval of the Board. Production
and use of reclaimed water shall be in conformance with reclamation criteria established in
Chapter 3, Title 22, of the California Administrative Code and Chapter 7, Division 7, of the
California Water Code. An engineering report pursuant to section 60323, Title 22, of the
California Administrative Code is required and a waiver or water reclamation requirements
from the Board is required before reclaimed water is supplied for any use, or to any user,
not specifically identified and approved either in this Order or another order issued by this
Board.

B. General Monitoring Requirements

1. 1f results of monitoring a pollutant appear to violate effluent limitations based on a weekly,
monthly, 30-day, or six-month period, but compliance or non-compliance cannot be
validated because sampling is too infrequent, the frequency of sampling shall be increased
to validate the test within the next monitoring period. The increased frequency shall be
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maintained until the Executive Officer agrees the original monitoring frequency may be
resumed.

For example, if copper is monitored annually and results exceed the six-month median
numerical effluent limitation in the permit, monitoring of copper must be increased to a
frequency of at least once every two months (ref. paragraph F.13.). If suspended solids are
monitored weekly and results exceed the weekly average numerical limit in the permit,
monitoring of suspended solids must be increased to at least four (4) samples every week
(ref. paragraph F.14.).

2. Water quality analyses performed in order to monitor compliance with this permit shall be
by a laboratory certified by the State Department of Health Services for the constituent(s)
being analyzed. Bioassay(s) performed in order to monitor compliance with this permit shall
be in accord with guidelines approved by the State Water Resources Control Board and the
State Department of Fish and Game. If the laboratory used or proposed for use by the
discharger is not certified by the California Department of Health Services or, where
appropriate, the Department of Fish and Game due to restrictions in the State's laboratory
certification program, the discharger shall be considered in compliance with this provision
provided:

a) Data results remain consistent with results of samples analyzed by the Central Coast
Water Board;

b) A quality assurance program is used at the laboratory, including a manual containing
steps followed in this program that is available for inspections by the staff of the Central
Coast Water Board; and,

c) Certification is pursued in good faith and obtained as soon as possible after the program
is reinstated.

3. Samples and measurements taken for the purpose of monitoring shall be representative of
the monitored activity. Samples shall be taken during periods of peak loading conditions.
Influent samples shall be samples collected from the combined flows of all incoming
wastes, excluding recycled wastes. Effluent samples shall be samples collected
downstream of the last treatment unit and tributary flow and upstream of any mixing with
receiving waters.

4. All monitoring instruments and devices used by the discharger to fulfill the prescribed
monitoring program shall be properly maintained and calibrated as necessary to ensure
their continued accuracy.

C. General Reporting Requirements
1. Reports of marine monitoring surveys conducted to meet receiving water monitoring

requirements of the Monitoring and Reporting Program shall include at least the following
information:
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a) A description of climatic and receiving water characteristics at the time of sampling
(weather observations, floating debris, discoloration, wind speed and direction, swell or
wave action, time of sampling, tide height, etc.). '

b) A description of sampling stations, including differences unique to each station (e.q.,
station location, grain size, rocks, shell litter, calcareous worm tubes, evident life, etc.).

c) A description of the sampling procedures and preservation sequence used in the
survey.

d) A description of the exact method used for laboratory analysis. In general, analysis
shall be conducted according to paragraph B.1 above, and Attachment D, Federal
Standard Provision Ili.B. However, variations in procedure are acceptable to
accommodate the special requirements of sediment analysis. All such variations must
be reported with the test results.

e) A brief discussion of the results of the survey. The discussion shall compare data from
the control station with data from the outfall stations. All tabulations and computations
shall be explained.

2. Reports of compliance or noncompliance with, or any progress reports on, interim and final
requirements contained in any compliance schedule shall be submitted within 14 days
following each scheduled date unless otherwise specified within the permit. If reporting
noncompliance, the report shall include a description of the reason, a description and
schedule of tasks necessary to achieve compliance, and an estimated date for achieving
full compliance. A second report shall be submitted within 14 days of full compliance.

3. The “Discharger” shall file a report of waste discharge or secure a waiver from the
Executive Officer at least 180 days before making any material change or proposed change
in the character, location, or plume of the discharge.

4. Within 120 days after the discharger discovers, or is notified by the Central Coast Water
Board, that monthly average daily flow will or may reach design capacity of waste treatment
and/or disposal facilities within four (4) years, the discharger shall file a written report with
the Central Coast Water Board. The report shall include:

a) the best estimate of when the monthly average daily dry weather flow rate wili equal or
exceed design capacity; and,

b) a schedule for studies, design, and other steps needed to provide additional capacity for
waste treatment and/or disposal facilities before the waste flow rate equals the capacity
of present units.

In addition to complying with Attachment D, Federal Standard Provision V.B, the required
technical report shall be prepared with public participation and reviewed, approved and
jointly submitted by all planning and building departments having jurisdiction in the area
served by the waste collection, treatment, or disposal facilities.
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5. All “Dischargers” shall submit reports to the:

California Regional Water Quality Control Board
Central Coast Region

895 Aerovista Place, Suite 101

San Luis Obispo, CA 93401-7906

In addition, "Dischargers" with designated major discharges shall submit a copy of each
document to:

Regicnal Administrator

US Environmental Protection Agency, Region 9
Attention: CWA Standards and Permits Office (WTR-5)
75 Hawthorne Street '

San Francisco, California 94105

6. Transfer of control or ownership of a waste discharge facility must be preceded by a notice
to the Central Coast Water Board at least 30 days in advance of the proposed transfer
date. The notice must include a written agreement between the existing “Discharger” and
proposed “Discharger” containing specific date for transfer of responsibility, coverage, and
liability between them. Whether a permit may be transferred without modification or
revocation and reissuance is at the discretion of the Board. If permit modification or
revocation and reissuance is necessary, transfer may be delayed 180 days after the
Central Coast Water Board's receipt of a complete permit application. Please also see
Attachment D, Federal Standard Provision I1.C.

7. Except for data determined to be confidential under Section 308 of the Clean Water Act
(excludes effluent data and permit applications), all reports prepared in accordance with
this permit shall be available for public inspection at the office of the Central Coast Water
Board or Regional Administrator of EPA. Please also see Attachment D, Federal Standard
Provision 1V.C.

8. By January 30" of each year, the discharger shall submit an annual report to the Central
Coast Water Board. The report shall contain both tabular and graphical summaries of the
monitoring data obtained during the previous year. The discharger shall discuss - the
compliance record and corrective actions taken, or which may be needed, to bring the
discharge into full compliance. The report shall address operator certification and provide a
list of current operating personnel and their grade of certification. The report shall inform
the Board of the date of the Facility's Operation and Maintenance Manual (including
contingency plans as described in Provision A.15.), of the date the manual was last
reviewed, and whether the manual is complete and valid for the current.facility. The report
shall restate, for the record, the laboratories used by the discharger to monitor compliance
with effluent limits and provide a summary of performance relative to Section B above,
General Monitoring Requirements.

If the facility treats industrial or domestic wastewater and there is no provision for periodic
sludge monitoring in the Monitoring and Reporting Program, the report shall include a
summary of sludge quantities, analyses of its chemical and moisture content, and its
ultimate destination.
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If applicable, the report shall also evaluate the effectiveness of the local source control or
pretreatment program using the State Water Resources Control Board's “Guidelines for
Determining the Effectiveness of Local Pretreatment Programs.”

D. General Pretreatment Provisions

1. Discharge of pollutants by "indirect dischargers” in specific industrial sub-categories
(appendix C, 40 CFR Part 403), where categorical pretreatment standards have been
established, or are to be established, (according to 40 CFR Chapter 1, Subchapter N), shall
comply with the appropriate pretreatment standards:

a) By the date specified therein;

b) Within three (3) years of the effective date specified therein, but in no case later than
July 1, 1984, or,

c) If a new indirect discharger, upon commencement of discharge.
E. Enforcement

1. Any person failing to file a report of waste discharge or other report as required by this
permit shall be subject to a civil penalty not to exceed $5,000 per day.

2. Upon reduction, loss, or failure of the treatment facility, the "Discharger” shall, to the extent
necessary to maintain compliance with this permit, control production or all discharges, or
both, until the facility is restored or an alternative method of treatment is provided.

F. Definitions (Not otherwise included in Attachment A to this Order)

1. A “composite sample” is a combination of no fewer than eight (8) individual samples
obtained at equal time intervals (usually hourly) over the specified sampling (composite)
period. The volume of each individual sample is proportional to the flow rate at the time of
sampling. The period shall be specified in the Monitoring and Reporting Program ordered
by the Executive Officer.

2. “Daily Maximum” limit means the maximum acceptable concentration or mass emission
rate of a pollutant measured during a calendar day or during any 24-hour period reasonably
representative of the calendar day for purposes of sampling. It is normaily compared with
results based on "composite samples” except for ammonia, total chlorine, phenolic
compounds, and toxicity concentration. For all exceptions, comparisons will be made with
resuits from a “grab sample”.

3. “Discharger”, as used herein, means, as appropriate: () the Discharger, (2) the local
sewering entity (when the collection system is not owned and operated by the Discharger),
or (3) "indirect discharger" (where "Discharger” appears in the same paragraph as "indirect
discharger”, it refers to the discharger.)
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4. “Duly Authorized Representative" is one where:

a) the authorization is made in writing by a person described in the signatory paragraph of
Attachment D, Federal Standard Provision V.B;

b} the authorization specifies either an individual or the occupant of a position having
either responsibility for the overall operation of the regulated facility, such as the plant
manager, or overall responsibility for environmental matters of the company: and,

c) the written authorization was submitted to the Central Coast Water Board.

5. A "grab sample" is defined as any individual sample collected in less than 15 minutes.
"Grab samples” shall be collected during peak loading conditions, which may or may not be
durlng hydraulic peaks. It is used primarily in determining compllance with the daily
maximum limits identified in paragraph F.2 and instantaneous maximum limits.

6. "Hazardous substance” means any substance designated under 40 CFR Part 116 pursuant
to Section 311 of the Clean Water Act.

7. "Incompatible wastes” are:
a) Wastes which create a fire or explosion hazard in the treatment works:

b) Wastes which will cause corrosive structural damage to treatment works, but in no case
wastes with a pH lower than 5.0 unless the works is specifically designed to
accommodate such wastes;

¢) Solid or viscous wastes in amounts which cause obstruction to flow in sewers, or which
cause other interference with proper operation of treatment works;

d) Any waste, including oxygen demanding pollutants (BOD, etc), released in such volume
or strength as to cause inhibition or disruption in the treatment works and subsequent
treatment process upset and loss of treatment efficiency; and, :

e} Heat in amounts that inhibit or disrupt biological activity in the treatment works or that
raise influent temperatures above 40°C (104°F) unless the treatment works is designed
to accommodate such heat.

8. "Indirect Discharger” means a non-domestic discharger introducing pollutants into a publicly
owned treatment and disposal system.

9. "Log Mean” is the geometric mean. Used for determining compliance of fecal or total
coliform populations, it is calculated with the following equation:

Log Mean = (Cy x C; x...x Cp)'™
in which “n" is the number of days samples were analyzed during the period and any "C" is

the concentration of bacteria (MPN/100 ml) found on each day of sampling. "n” should be
five or more.
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10."Mass emission rate” is a daily rate defined by the following equations:
mass emission rate (lbs/day) = 8.34 x Q@ x C; and,
mass emission rate (kg/day) = 3.79 x Q x C,

where “C" (in mg/L) is the measured daily constituent concentration or the average of
measured daily constituent concentrations and “Q” (in MGD) is the measured daily flow rate
or the average of measured daily flow rates over the period of interest.

11.The "Maximum Allowable Mass Emission Rate,” whether for a month, week, day, or six-
month period, is a daily rate determined with the formulas in paragraph F.10, above, using
the effluent concentration limit specified in the permit for the period and the average of
measured daily flows (up to the allowable flow) over the period.

12.*Maximum Allowable Six-Month Median Mass Emission Rate" is a daily rate determined
with the formulas in paragraph F.10, above, using the "six-month Median" effiuent limit
specified in the permit, and the average of measured daily flows (up to the allowable flow)
over a 180-day period.

13."Median" is the value below which half the samples {ranked progressively by increasing
value) fall. it may be considered the middle value, or the average of two middle values.

14."Monthly Average" (or "Weekly Average”, as the case may be) is the arithmetic mean of
daily concentrations or of daily mass emission rates over the specified 30-day (or 7-day)
period

Average = (X + Xo + ...+ Xp) /n

in which “n" is the number of days samples were analyzed during the period and “X" is
either the constituent concentration (mg/L) or mass emission rate (kg/day or Ibs/day) for
each sampled day. “n" should be four or greater.

15."Municipality” means a city, town, borough, county, district, association, or other public
body created by or under state law and having jurisdiction over disposal of sewage,
industrial waste, or other waste.

16."Overflow" means the intentional or unintentional diversion of flow from the collection and
transport systems, including pumping facilities.

17."Pollutant-free wastewater” means inflow and infiltration, storm waters, and cooling waters
and condensates which are essentially free of pollutants.

18."Primary Industry Category" means any industry category listed in 40 CFR Part 122,
Appendix A.

~ 19."Removal Efficiency” is the ratio of pollutants removed by the treatment unit to pollutants
entering the treatment unit. Removal efficiencies of a treatment plant shall be determined
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using “Monthly averages” of pollutant concentrations (C, in mg/L) of influent and effluent
samples coliected about the same time and the following equation (or its equivalent):

Cesmuent Removal Efficiency (%) =100 x (I = Cefnvent/ Cinfiuent )

20."Severe property damage” means substantial physical damage to property, damage to
treatment facilities which causes them to become inoperable, or substantial and permanent
loss to natural resources which can reasonably be expected to occur in the absence of a
"bypass”. It does not mean economic loss caused by delays in production.

21."Sludge” means the solids, residues, and precipitates separated from, or created in,
wastewater by the unit processes of a treatment system.

22.To "significantly contribute” to a permit violation means an "indirect discharger” must:

a) Discharge a daily pollutant loading in excess of that allowed by contract with the
"Discharger” or by Federal, State, or Local law;

b) Discharge wastewater which substantially differs in nature or constituents from its
average discharge;

c) Discharge pollutants, either alone or in conjunction with discharges from other sources,
which results in a permit violation or prevents sewage sludge use or disposal; or

d) Discharge pollutants, either alone or in conjunction with pollutants from other sources,
that increase the magnitude or duration of permit violations.

23."Toxic Pollutant” means any pollutant listed as toxic under Section 307 (a) (1) of the Clean
Water Act or under 40 CFR Part 122, Appendix D. Violation of maximum daily discharge
limitations are subject to 24-hour reporting (Attachment D, Federal Standard Provision
V.E).

24.“Zone of Initial Dilution" means the region surrounding or adjacent to the end of an outfall
pipe or diffuser ports whose boundaries are defined through calculation of a plume model
verified by the State Water Resources Control Board.
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ATTACHMENT E — MONITORING AND REPORTING PROGRAM (MRP)

The Code of Federal Regulations section 122.48 requires that all NPDES permits specify
monitoring and reporting requirements. Water Code sections 13267 and 13383 also authorize
the Central Coast Water Quality Control Board (Central Coast Water Board) to require
technical and monitoring reports. This MRP establishes monitoring and reporting
requirements, which implement the federal and California reguiations.

. GENERAL MONITORING PROVISIONS

A. All reports submitted to the Central Coast Board shall be in hard copy format and digital
format using Microsoft Word, Microsoft Excel, or Adobe PDF format, as directed by the
Executive Officer. At his discretion, the Executive Officer may direct the Discharger to
submit reports in digital format only. At any time during the term of this permit, the State
or Central Coast Water Board may require the Discharger to electronically submit Self-
Monitoring Reports (SMRs) using the State Water Board's California Integrated Water
Quality System (CIWATER QUALITY STANDARDS) Program Web site
(http./AMww.waterboards.ca.gov/ciwater quality standards/index.html). Until such
notification is given, the Discharger shall submit hard copy SMRs. The CIWATER
QUALITY STANDARDS Web site will provide additional directions for SMR submittal in
the event there will be service interruption for electronic submittal.

B. Laboratories analyzing monitoring samples shall be certified by the Department of
Health Services, in accordance with the provision of Water Code section 13176, and
must include quality assurance/quality control data with their reports.

C. Quarterly monitoring reports shall include influent and effluent monitoring data, shall list
all violations on a cover transmittal page, and shall discuss the compliance record and
corrective actions taken or which may be needed to bring the discharge into full
compliance, and shall be submitted by the first day of the second month following the
calendar quarter.

D. Annual reports shall be submitted by February 1st of each year. The report shall
contain both tabular and graphical summaries of all historical monitoring data collected
and obtained during the previous year. The report shall list the laboratories used by the
Discharger to monitor compliance with effluent limits and provide a summary of
performance relative to section B, General Monitoring Requirements.

E. Unless otherwise specified in this MRP, the Dischargef shall follow the Standard
Monitoring Procedures described in Appendix lil of the Ocean Plan.

F. For all sampling to determine compliance with this Order, the Discharger shall use
analytical methods capable of detecting chemicals at the minimum level, as defined in
the Ocean Plan. Minimum levels for given analytical methods are provided in Appendix
Il to the Ocean Plan. The Discharger must report with each sample result the reported
minimum level and the laboratory’s current method detection limit.

G. The Discharger shall comply with this MRP, including any modifications to it approved
by the Executive Officer. The Executive Officer may not diminish the requirements of
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the MRP but may require more frequent monitoring or reporting. Based on information
submitted to the Central Coast Water Board based on the requirements of this MRP, the
Executive Officer may add additional constituents and/or increase monitoring
frequencies required by this MRP.

Il. MONITORING LOCATIONS.

The Discharger shall establish the following monitoring locations to demonstrate
compliance with effluent limitations, discharge specifications, and other requirements in this

Order:
Table E-1. Monitoring Station Locations
Discharge Peint Monitoring I . .
No. Location Name Monitoring Location Description

_ RAW-001 Location that allows for the accurate flow measurement of raw material
(liquid hydrocarbons) fed to topping units
Location that allows for the accurate flow measurement of contact

- INF-001 - oo .
stormwater prior to commingling with process wastewater for treatment
Location where representative samples of treated effluent can be

001 EFF-001 obtained prior to discharge to the Pacific Ocean through Discharge

Point No. 001
400 meters upcoast and at the same depth as midpeint of the outfall

- REC-001 ;
diffuser .
200 meters upcoast and at the same depth as midpoint of the outfall

- REC-002 ;
diffuser

- REC-003 10 meters upcoast and at the same depth as midpoint of the outfall
diffuser
200 meters downcoast and at the same depth as midpoint of the outfall

-- REC-004 :
diffuser

. REC-005 1,000 meters downcoast and at the same depth as midpoint of the
outfall diffuser (this location serves as a reference)

Ill. INFLUENT MONITORING REQUIREMENTS

A. Monitoring Location INF-001. The Discharger shall monitor contact storm runoff at
INF-001 as follows:

Table E-2. Influent Monitoring_

: Minimum Sampling
Parameter Units Sample Type Frequency
Flow MGD Metered Daily’

During periods of storm runoff only.
IV. EFFLUENT MONITORING REQUIREMENTS

A. Monitoring Location EFF-001. The Discharger sha!l monitor the total combined
effluent at EFF-001 as follows. If more than one analytical test method is listed for a
given parameter, the Discharger must select from the listed methods and corresponding
Minimum Level;
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Table E-3. Effluent Monitoring
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Parameter Units' Sampie Type® Mlnu;rl;?ui?‘r:;}lmg

Maximurn Daily Flow MGD Metered 1/Day
Average Daily Flow MGD Metered 1/Day
pH standard units Grab 1MWeek
Temperature °F Grab 1MWeek
Settleable Solids mil/l Grab 1Meek
Total Suspended Solids mg/L Grab 2/Month
B(ls?zr;?nécghcggfeg?emand (BODs) ma/L Grab 1/Quarter
Oil and Grease mg/L Grab 1/MWeek
Ammonia (as N) mg/L Grab 1/Month
Total Sulfides mg/L Grab 1/Month
Chemical Oxygen Demand (COD) mgil Grab 1/Month
Arsenic mg/L Grab® 2/Year
Cadmium ma/L Grab® 2/Year®
Chroemium VI mg/L Grab® 2/Year®
Copper mg/L Grab® 2/Year®
Lead mg/L Grab® 2/Year
Mercury ugfi Grab® 2/Year®
Nickel mg/L Grab® 2/Year®
Selenium mg/L Grab® 2/Year®
Silver mg/L Grab® 2/Year
Zinc _mgiL Grab® 2/Year”
Cyanide mg/L Grab® 2/Year
Total Chiorine Residual mg/L Grab® 2/Year
Chronic Toxicity” TU, Grab’ 2/Year®
Phenolic Compounds (non-chlorinated) mg/L Grab’ 2/Year
Chicrinated Phenolics mg/L Grab® 2/Year®
Endosulfan® Mg/l Grab® 2/Year®
Endrin ual| Grab® 2/Year’
HCH’ ugfl Grab® 2/Year®
Radioactivity pCill Grab® 2/Year®
Acrolein mg/L Grab® 2/Year’
Antimony g/l Grab® 2/Year
Bis(2-chlorcethoxy) Methane mg/L Grab’ 2/Year
Bis(2-chloroisopropyl) ether g/ Grab® 2/Year”
Chlorobenzene _mg/L Grab® 2/Year’
Chromium (111} afl Grab® 2/Year®
Di-n-butyl Phthalate g/l Grab® 2/Year®
Dichlorobenzenes® g/l Grab® 2fYear®
Diethyl Phthalate g Grab® 2/Year®
Dimethyl Phthalate g/l Grab® 2/Year
4,6-dinitro-2-methyiphenol mg/L Grab® 2/Year”
2,4-dinitropheno! mg/L Grab® 2/Year’
Ethylbenzene gofl Grab® - 2/Year®
Fluoranthene mg/L Grab® 2/Year
Hexachlorocyciopentadiene mg/L Grab® 2/Year’
Nitrobenzene mgiL Grab® 2/Year
Thallium mgiL Grab® 2MYear
Toluene gll Grab® 2/Year®
Tributyltin pg/ Grab® 2/Year
1,1,1-trichloroethane ot Grab® 2/Year
1,1,2-trichloroethane g/l Grab” 2/Year®
Acrylonitrile pg/l Grab® 2/Year’
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Parameter Units’ Sample Type® Mm":rl::usezg?lmg
Aldrin ng/l Grab® 2/Year
Benzene ma/L Grab® 2/Year®
Benzidine ng/l Grab® 2/Year
Beryllium ug/l Grab® _ 2/Year®
Bis(2-chloroethyl) Ether g/t Grab® 2Year
Bis(2-ethlyhexyl) Phthalate - mg/L Grab® 2/¥ear
Carbon Tetrachloride mg/L Grab® - 2/Year®
Chlorodane’ ng/l Grab® 2/Year
Chlorodibromethane [¥is]] Grab® 2/Year
Chloroform mg/L Grab® 2/¥ear
DDT" ng/l Grab® 2/¥ear
1,4-dichlorobenzene ma/L Grab® 2/Year’
3,3'-dichlorobenzidine pg/l Grab® 2/Year’
1,2-dichloroethane mg/L Grab® 2/Year’
1,1-dichloroethylens magfL Grab’ 2/Year
Dichlorobromomethane pg/l Grab® 2/Year
Dichloromethane : ma/L Grab® 2/Year’
1,3-dichloropropene mg/L Grab® 2/Year®
Dieldrin ng/l Grab® 2/Year®
2 4-dinitrotoluene mg/L Grab® 2/Year
1,2-diphenylhydrazine g/l Grab® 2/Year’
Halomethanes'' mg/L Grab® 2/Year
Heptachlor pg/l Grab® 2/Year
Heptachlor Epoxide ug/! Grab® 2/Year
Hexachlorobenzene ng/l Grab® 2/Year®
Hexachlorobutadiene mg/L Grab® 2/Year
Hexachloroethane mg/L Grab® 2/Year’
Isophorone g/l Grab® 2/Year’
N-nitrosodimethylamine mg/L - Grab® 2/Year’
N-nitrosodi-N-propylamine mg/L Grab® 2/Year
N-nitrosodiphenylamine : ~ mglL Grab® 2fYear
PAHs™ ' pg/l Grab® 2Year
PCBs"™ ng/l Grab® 2/Year
TCDD eguivalents™ g/l Grab’ 2/Year
1,1,2,2-tetrachloroethane g/l Grab® 2fYear
Tetrachloroethylene mg/L Grab® 2/Year’
Toxaphene ng/l Grab® 2/Year
Trichloroethylene ‘ ma/L Grab® 2/Year®
2,4 6-trichlorophenol pg/l Grab® 2/Year
Vinyl Chioride mg/L Grab® 2/Year

" Mass emissions shall be calculated and reported for all parameters with mass-based efiluent limitations using the formula:
Ibs/day = 8.34 (daily average flow)(concentration as mg/L)

2 samples shall be analyzed in accordance with 40 CFR Part 136.
¥ Samples shall be analyzed using the minimum levels specified in Appendix Il of the Ocean Plan, and using the standard
moniforing procedures specified in Appendix Iil of the Ocean Plan.

* As defined in Attachment A to the Order. See Section V of this MRP for additional monitoring requirements.
5The sum of endosulfan-alpha and endosulfan-beta and endosulfan sulfate,

Samplmg shall be performed in April and Qctober. As allowed under Provision 111.G.2 of the Ocean Plan, if any of these
constituents do not significantly occur in the effluent, the Executive Officer may aflow the constituents to be excluded form the
Effluent Monitoring Program. This allowance is conditioned on the Discharger submlttmg an annual certification (28" of
February) that the constituents being excluded from effluent monitoring are not present in the effluent. Minimum sampling and
analyzing frequency shall be semi-annually for those constituents which are shown by laboratory analysis to be present in the
d;scharge

The sum of alpha, beta, gamma (lindane), and delta isomers of hexachlorocyclohexane.

® The sum of 1,2- and 1,3-dichlorobenzene.
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* The sum of chlordane-alpha, chlordane-gamma, chlordane-alpha, chordene-gamma, nonachlor-alpha, nonachlor-gamma,
and oxychlordane.

"9 The sum of 4,4-DDT; 2,4'-DDT; 4,4'-DDE; 2,4-DDE, 4,4-DDD, and 2,4'-DDD.

" The sum of bromoform, bromomethane, and chloromethane.

Palynuclear Aromatic Hydrocarbons - The sum of acenaphthylene; anthracene; 1,2-benzanthracene; 3,4-
benzofluoranthene; benzolkjfluoranthene; 1,12-benzoperylene; benzao[alpyrene; chrysene; dibenzo[a,hjanthracene; fluorene;
indena[1,2,3-cd]pyrene; phenanthrene; and pyrene.

'3 polychlorinated Biphenyls — The sum of chlorinated biphenyls whose analytical characteristics resemble those of Aroclor-
1016, Aroclor-1221, Aroclor-1232, Aroclor-1242, Aroclor-1248, Aroclor-1254, and Aroclor-12860.

™ The sum of the concentrations of chlorinated dibenzodioxins {2,3,7,8-CDDs) and chiorinated dibenzofurans (2,3,7,8-CDFs)
multiplied by their respective toxicity factors, as summarized in Appendix | of the QOcean Plan.

V. WHOLE EFFLUENT TOXICITY TESTING REQUIREMENTS

The following tests shall be used to measure chronic toxicity (TU;). Other tests may be
added to the list when approved by the State Water Board.

Table E-4. Approved Tests for Chronic Toxicity

Species Test Tier' | Reference’

giant kelp, Macrocystis pyrifera Percent Germination; Germ Tube Length 1 a,c
red abalone, Halfolis rufescens Abnormal Shell Development 1 ac
oyster, Crassostrea gigas, mussels, Abnormal Shell Development; Percent 1 ac
Mytilus spp. Survival

urchin, Strongylocentrotus purpuratus, | Percent Normal Development 1 ac
sand dollar, Dendraster excentricus

urchin, Strongylocentrotus purpuratus, | Percent Fertilization 1 ac
sand dollar, Dendraster excentricus

shrimp, Homesimysis costata Percent Survival, Growth 1 ac
shrimp, Mysidopsis bahia Percent Survival; Fecundity 2 b, d
topsmelt, Atherinops affinis Larval Growth Rate; Percent Survival 1 ac
Silversides, Menidia beryflina Larval Growth Rate; Percent Survival 2 b, d

" First tier methods are preferred for compliance monitoring. If first tier organisms are not available, the Discharger can use a
second tier test method following approval by the Central Coast Water Board.
Protocol References:
a. Chapman, G.A, D.L. Denton, and J.M. Lazorchak. 1995. Short-term Methods for Estimating the Chronic Toxicity of
Effluents and Receiving Waters fo West Coast Marine and Esfuarine Organisms. USEPA Report No. EPA/G00/R-
95/136.
b. Klemm, D.J., G.E. Morrison, T.J. Norberg-King, W.J. Peltier, and M.A. Heber. 1994. Shori-term Methods for
Estimating the Chronic Toxicify of Efffuents and Receiving Water to Marine and Estuarine Organisms. USEPA
Report No. EPA-600-4-91-003.

c. SWRCB 1996. Procedures Manual for Conducting Toxiciy Tests Developed by the Marine Bioassay Project. 96-
TWQ. :

d. Weber, C.I, W.B. Horning, LI, D.J. Klemm, T.W. Nieheisel, P.A. Lewis, E.L. Robinson, J. Menkedick and F. Kessler
9eds). 1998. Shori-ferm Methods for Estimating the Chronic Toxicity of Effuents and Receiving Waters to Marine
and Estuarine Organisms. EPA/600/4-87/028. National Information Service, Springfield, VA.

Vil. RECEIVING WATER & SEDIMENT MONITORING REQUIREMENTS

A. Bottom Sediment Monitoring.

1. Ocean bottom sediment in the vicinity of the outfall diffuser for Dischérge Point No.
001 shall be monitored at monitoring stations REC-001 through REC-005 as follows:
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Table E-5. Sediment Monitoring

Parameter Unit Minimum Sampling Frequency
Sediment Sulfides {reactive and refractory) ma/kg Once during 2011
Particle Size Distribution (% retained on #200 sieve) -- Once during 2011
BODs mg'kg Once during 2011
COD mg'kg Once during 2011
Cadmium mg/kg Once during 2011
Total Chromium mag’kg Once during 2011
Copper mg/kg Once during 2011
Lead mg/kg Once during 2011
Mercury mg'kg Once during 2011
Nickel ma/kg Once during 2011
Silver mg'kg Once during 2011
Vanadium ma'kg Once during 2011
Zinc - mg’kg Once during 2011
Total Kjeldah! Nitrogen mg/kg Once during 2011
Ammonia {as N) ma/kg Once during 2011
Nitrate mg/kg Once during 2011
Total organic carbon mg/kg Once during 2011
Aromatic hydrocarbons mglkg Once during 2011
Qil and grease ma’kg Once during 2011

2. The following procedures shall be carried out for sampling and analyzing ocean
bottom sediments:

a. The contractor shall locate and mark the mid-point of the outfall diffuser before
beginning station locations and sampling. Reliance on charts, as built plans, etc.,
is not sufficient.

b. A reference station has been selected in an area which should provide similar
sediments at the same depth as monitoring locations REC-001 through REC-
004. Any change in station location changes shall be reported with the laboratory
results. '

¢. Duplicate samples shall be taken at each fixed station and shall be analyzed and
reported separately. Samples may be taken either by divers using non- _
contaminating samplers or by a surface operated grab sampler, which will obtain
a undisturbed sediment sample. If the surface operated grab sampler is utilized,
| a subsample, uncontaminated by the sampler, should be taken from the grab.

d. The top 5 centimeters (cm) of material from the grab samples shall be used for
analyses. Enough cores shall be taken at each station to provide sufficient
sediment material for the required duplicate analyses.

e. Samples shall be stored immediately between 2 and 4°C onboard the ship and
shall remain at that temperature until ready to be analyzed. The sulfide sample
must be additionally preserved with 2 milliliters (ml) of zinc acetate. The
complete preservation sequence and holding times for each analysis shall be
described in the final report.
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f. In order to obtain an estimate of metal concentrations more representative of the
biologically available fraction of metals, sediment metal concentrations shall be
determined by a weak acid leachable extract (WAL). In this method, sediment
samples are oven-dried (60°C for 24 hours), weighed and subjected to WAL
extraction in 1 N HCI (GFS, redistilled) at ambient temperature for 24 hours (5
gram dry weight per 50 ml HCI). The leachate is centrifuged at 2,500 RPM for 15
minutes and the supernatant quantitatively diluted to final volume (100 ml).
Results are then normalized to 100 um fraction and below. Sediment metal
concentrations are expressed as pg metal normalized to gram salt-free dry
weight.

g. The results of the monitoring shall be summarized and submitted February 1,
2010. The results shall include a statistical analysis of the results compared to
the monitoring results for Order No. R3-2002-0010 (previous Order). The
statistical analysis shall indicate if any statistically significant changes have been
identified in the sediment. Further, the report shall determine if the samples from
monitoring locations REC-001 through REC-004 differ significantly statistically
from that of the reference station (REC-005). The report shall include a complete
discussion of the survey results and possible influence of the outfall on the ocean
bottom sediment.

B. Receiving Water Characteristic Monitoring

1. Receiving Water Characteristic Monitoring shall be conducted once in the life of the
permit, during the year 2011 at monitoring locations REC-001 through REC-005:

Table E-6. Receiving Water Characteristic Monitoring

Determination Units Type of Sample
. — -
Salinity Practical saiinity Grab
uhits
Temperature c Grab”
Depth Feet Grab”

" At 1-meter intervals, surface to bottomn.

2. The results of the recéiving water characteristic monitoring shall be submitted to the
Central Coast Water Board in conjunction with the Discharger’s application to renew
the permit by March 7, 2012.

C. Benthic Biota Monitoring

1. Benthic biota shall be monitored at monitoring locations REC-001 through REC-005
as follows: :

a. At least five benthic samples will be taken at each sediment monitoring station
(REC-001 through REC-005). The samples shall be taken by mechanical grab or
qualified diver biologists utilizing three-pound coffee cans or equivalent containers
with both ends cut out. The cans are to be pushed into the sediment full length,
the top capped, surrounding sediment dug away, and the bottom capped.
Monitoring shall be conducted during 2011.
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b. The sample shall be processed by washing it through a 1 mm sieve.

c. The sample should then be preserved in 10 percent buffered formalin or 75
percent alcohol. The material may be stained with Rose Bengal.

d. Coelenterates, polychaetes, mascrocrustaceans, mollusks, ectoprocts,
echinoderms, and algae shall be identified to species or at least to genus. All
others shall be identified to the lowest taxon possible. All specimens shall be
counted to provide information on abundance. Species abundance lists shall be
presented with data reduced to standard area (square meter) and standard
volume (liter).

-e. Fordata from each sampling period, the following basic statistical analyses shall
as a minimum, be performed and reported:

1) The mean, median, range, standard deviation, and 95 percent confidence
limits of the species abundance data reduced to standard area and volume.

2) Information theory species diversity index value for each replicate sample at
each station and for the station as a whole (i.e., pooling data from all
replicates for the station during one survey). In addition, the station mean,

range, and standard deviation shall be calculated from the replicate index
values.

f. The names and qualifications of persons identifying this material shall be
indicated in all data reports. Further, type collections shall be established and
verified by recognized experts for the various groups. All material shall be saved
and stored for future reference. Material can be discharged after 4 years.

g. The final report on community analyses shall be submitted by March 7, 2012 and
include a complete discussion of survey results and possible influence of the
outfall on the marine communities in the study area. The discussion should be
based on statistical evidence developed in item 5, above, and on similarity
analysis and cluster analysis of natural community variation including the effects
of different oceanic seasons and water temperatures, which could influence the
validity of study results.

VIIl. OTHER MONITORING REQUIREMENTS

A. Outfall Inspection Monitoring. The entire outfall structure shall be nspected annually
for its structural integrity and findings summarized in the annual report.

B. Raw Material Feed Monitoring. The volume of liquid hydrocarbons fed to the topping
units shall be measured daily via a meter.
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IX. REPORTING REQUIREMENTS

A. General Monitoring and Reporting Reqdirements. The Discharger shall comply with
all Standard Provisions (Attachment D) related to monitoring, reporting, and
recordkeeping.

B. Self Monitoring Reports (SMRs)

1. At any time during the term of this permit, the State or Central Coast Water Board
may notify the Discharger to electronically submit Self-Monitoring Reports (SMRs)
using the State Water Board's California Integrated Water Quality System
(CIWATER QUALITY STANDARDS) Program Web site
(http:/Avww.waterboards.ca.gov/ciwater quality standards/index.html). Until such
notification is given, the Discharger shall submit hard copy SMRs. The CIWATER
QUALITY STANDARDS Web site will provide additional directions for SMR submittal
in the event there will be service interruption for electronic submittal.

2. The Discharger shall report in the SMR the results for all monitoring specified in this
MRP under sections ill through IX. The Discharger shalt submit monthly SMRs
including the results of alf required monitoring using USEPA-approved test methods
or other test methods specified in this Order. If the Discharger monitors any
poliutant more frequently than required by this Order, the results of this monitoring
shall be included in the calculations and reporting of the data submitted in the SMR.

3. Monitoring periods and reporting for all required monitoring shall be completed

according to the following schedule:

Table E-7. Monitoring Periods and Reporting Schedule

Sampling o . . o .
Frequency Monitoring Period Begins On... Monitoring Period SMR Due Date
First day of second
' - calendar month
Continuous September 7, 2007 All following month of
sampling
First day of second
calendar month
1MHour September 7, 2007 Hourly following month of
sampling
(Midnight through 11:59 PM) First day of second
or any 24-hour period that calendar month
1/Day September 7, 2007 reasonably represents a following month of
calendar day for purposes of s an% lin
sampling. ping
First day of second
, calendar month
1Week September 9, 2007 Sunday through Saturday following month of
sampling
1* day of calendar month F':;satlg: g a?fnimd
1/Month October 1, 2007 through lasrtn (cj)?l{h of calendar following month of
sampling
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Sampling I " . I .
Frequency Monitoring Period Begins On... Monitoring Period SMR Due Date
: ' January 1 through March 31 Mav 1
April 1 through June 30 Au :St 1
1/Quarter October 1, 2007 July 1 through September 30 Novgmber 1
QOctober 1 through December Feb
31 ebruary 1
First day of second
‘ January 1 through June 30 calendar month
2Year January 1, 2008 July 1 through December 31 following month of
sampling
1/Year January 1, 2008 January 1 through December February 1
1/5 years July 1 through September 30, 2010 | U ! th"’“gz%fgptember 30| Fepruary 1, 2010

4. Reporting Protocols. The Discharger shall report with each sample result the
applicable reported Minimum Level (ML) and the current Method Detection Limit
(MDL), as determined by the procedure in Part 136.

The Discharger shall report the results of analytical determinations for the presence
of chemical constituents in a sample using the following reporting protocols:

a. Sample resuits greater than or equal to the reported ML shall be reported as
measured by the laboratory (i.e., the measured chemical concentration in the
sample).

b. Sample results less than the reported ML, but greater than or equal to the
laboratory’s MDL, shall be reported as “Detected, but Not Quantified,” or DNQ.
The estimated chemical concentration of the sample shall also be reported.

For the purposes of data collection, the laboratory shall write the estimated
chemical concentration next to DNQ as well as the words “Estimated
Concentration” (may be shortened to “Est. Conc.”). The laboratory may, if such
information is available, include numerical estimates of the data quality for the
reported result. Numerical estimates of data quality may be percent accuracy (+
a percentage of the reported value), numerical ranges (iow to high), or any other
means considered appropriate by the laboratory.

c. Sample results less than the laboratory’s MDL shall be reported as “Not
Detected,” or ND.

d. Dischargers are fo instruct faboratories to establish calibration standards so that
the ML value (or its equivalent if there is differential treatment of samples relative
to calibration standards) is the lowest calibration standard. At no time is the
Discharger to use analytical data derived from extrapolation beyond the lowest
point of the calibration curve.

5. The Discharger shall submit SMRs in accordance with the following requirements:

a. The Discharger shall arrange all reported data in a tabular format. The data shall
be summarized to clearly illustrate whether the facility is operating in compliance
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with interim and/or final effluent limitations. The Discharger is not required to
duplicate the submittal of data that is entered in a tabular format within CIWATER
QUALITY STANDARDS. When electronic submittal of data is required and
CIWATER QUALITY STANDARDS does not provide for entry into a tabular
format within the system, the Discharger shall electronically submit the data in a
tabular format as an attachment.

b. The Discharger shall attach a cover letter to the SMR. The information contained
in the cover letter shall clearly identify violations of the WDR; discuss corrective
actions taken or planned; and the proposed time schedule for corrective actions.

Identified violations must include a description of the requirement that was
violated and a description of the violation.

c. SMRs must be submitted to the Central Coast Water Board, signed and certified
as required by the Standard Provisions (Attachment D), to the address listed
below:

Central Coast Water Quality Control Board
895 Aerovista Place, Suite 101
San Luis Obispo, CA 93401

d. An Annual Self Monitoring Report shall be due on February 1 following each
calendar year and shall include all information described in Central Coast
Region’s Standard Provision C.16, including (but not limited to):

e Alldata required by this MRP for the corresponding monitoring period,
including appropriate calculations to verify compliance with effluent
limitations.

» Adiscussion of any incident of non-compliance and corrective actions taken.
C. Discharge Monitoring Reports (DMRs)

1. As described in Section IX.B.1 above, at any time during the term of this permit, the
State or Central Coast Water Board may notify the Discharger to electronically
submit SMRs that will satisfy federal requirements for submittal of Discharge
Monitoring Reports (DMRs). Until such notification is given, the Discharger shall
submit DMRs in accordance with the requirements described below.

2. DMRs must be signed and certified as required by the standard provisions
(Attachment D). The Discharger shall submit the original DMR and one copy of the
original DMR to the address listed below:

Attachment E — MRP ' E-12




CONOCOPHILLIPS COMPANY
SANTA MARIA REFINERY

ORDER NC. R3-2007-0002
NPDES NO. CAQ0CDOS1

Standard Mail

FedExX/UPS/
Other Private Carriers

State Water Resources Control Board
Division of Water Quality
c/o DMR Processing Center
PO Box 100
Sacramento, CA 95812-1000

State Water Resources Control Board
Division of Water Quality
c/o DMR Processing Center
1001 | Street, 15th Floor
Sacramento, CA 95814

3. All discharge monitoring results must be reported on the official USEPA pre-printed
DMR forms (EPA Form 3320-1). Forms that are self-generated will not be accepted
unless they follow the exact same format of EPA Form 3320-1.

D. Other Reports

1. The Discharger shall report the resuits of any TRE required by Special Provisions —
VIi.C.2.a of this Order within 15 days after the completion of the TRE.
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As described in section |l of this Order, this Fact Sheet includes the iegal requirements and
technical rationale that serve as the basis for the requirements of this Order.

This Order has been prepared under a standardized format to accommodate a broad range of
discharge requirements for Dischargers in California. Only those sections or subsections of
this Order that are specifically identified as “not applicable” have been determined not to apply
to this Discharger. Sections or subsections of this Order not specifically identified as “not
applicable” are fully applicable to this Discharger.

. PERMIT INFORMATION

The foliowing table summarizes administrative information related to the facility.

Table F-1. Facility Information

WDID

3402006002

Discharger

ConocoPhillips Company

Name of Facility

Santa Maria Facility

Facility Address

2555 Willow Road

Arroyo Grande, CA 93420

San Luis Obispo County

Facility Contact, Title and
Phone

Kristen Kopp, Supervisor Health, Environment and Regulatory
Compliance, (805) 343-3241

Authorized Person to Sign
and Submit Reports

Kristen, Kopp, Supervisor Health, Environment and Regulatory
Compliance, (805) 343-3241

Mailing Address

2555 Willow Road, Arroyo Grande, CA 93420

Billing Address

2555 Willow Road, Arroyo Grande, CA 93420

Type of Facility

Petroleum Refining (SIC Code #'s 2911 and 2999)

Major or Minor Facility

Major

Threat to Water Quality

Complexity A

Pretreatment Program NA

Reclamation Requirements NA

Facility Permitted Flow 0.729 million gallons per day (MGD)
Facility Design Flow 0729 MGD

Watershed Arroyo Grande
Receiving Water Pacific Ocean
Receiving Water Type Ocean waters

A. ConocoPhillips Company (hereinafter Discharger) is the owner and oﬁerator of the

Santa Maria Facility (hereinafter Facility), a petroleum refining facility. For the purposes
of this Order, references to the “discharger” or “permittee” in applicable federal and
state laws, regulations, plans, or policy are held to be equivalent to references to the

Discharger herein.

B. The Facility discharges wastewater to the Pacific Ocean, a water of the United States,
and is currently regulated by Order R3-2002-0010, which was adopted on May 2, 2002,
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and expired on April 19, 2007. The terms and conditions of the current Order have been
automatically continued and remain in effect until new Waste Discharge Requirements
and NPDES permit are adopted pursuant to this Order.

C. The Discharger filed a report of waste discharge and submitted an application for
renewal of its Waste Discharge Requirements (WDR) and National Pollutant Discharge
Elimination System (NPDES) permit on September 29, 2006. Central Coast Water
Board staff visited the site on November 8, 2006, to ocbserve operations and collect
additional data to develop permit limitations and conditions.

II. FACILITY DESCRIPTION

The Facility is a petroleum refinery with an annual average rate capacity of 44,440 barrels
per day. The Facility produces five different products: gas, oil, naphtha, petroleum coke,
sulfur, and fuel gas. The facility location is depicted on Attachment B of the Order.
Adjacent to the refinery, a Carbon Plant operates a petroleum coke calcining plant.
Products from this plant include green coke, calcined coke, and pelletized sulfur.
Discharges from the Carbon Plant are regulated by agreement separate from this permit.

The Facility operates 24 hours per day, 365 days a year, with the exception of maintenance
shutdowns. In the report of waste discharge submitted by the Discharger on September
29, 2006, the Discharger reported the following wastewaters are typically treated and
discharged from the Facility during dry weather:

Table F-2. Facility Wastewaters

Typical volume, gallons pen
Source ‘lfninute (gallonsg per da)'f))
Source water treatment (filter backwash, zeolite softener regeneration,
and reverse osmosis reject brine) 100 (144,000
Lab and shop drains 1 (1,440)
Boiler blowdown 8 (11,520)
Steam condensate ' 47 (67,680)
Storm surface collection drains 115 (165,600)
Storm surface collection sump <1 (<1,440)
Washdown water for all units 90 (129,600)
Carbon plant sources <1 (<1,440)
Sulfur pile runoff , : 4 (5,760)
Cooling tower bleed off 50 (72,000)
Remediation water for off-site underground storage tanks <1 (<1,440)
Coke cooling and cutting purge water 13 (18,720)
Crude storage tank drainage <0.1 (<144)
Sulfur complex sulfinol/modified stretford solution - <1(<1,440)
dP.ro-ces-s' water from vacuum distillation, crude distillation, & coker 128 (184,320)
istillation

Actual measured dry weather process water flows into the treatment system are
approximately 279 gpm (0.40 MGD). Typical dry weather discharge flows from the
treatment system to the outfall sump are 266 gpm (0.38 MGD). Typical wet weather
discharge flows from the treatment system to the outfall are reported to be approximately
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406 gpm (0.58 MGD). Qil is recovered from the wastewater and contact stormwater during

treatment.

A. Description of Wastewater and Biosolids Treatment or Controls

The Facility maintains two separate collection systems for contact and non-contact
stormwater. Process water and precipitation runoff from the oil storage tank dikes and
the operating units are collected in the process water sewer system and flow by gravity
to an effluent treatment plant. The effluent treatment plant includes three API oil/water
separators, two surge tanks, dissolved air flotation, a trickling filter, an Orbal aeration
system, and a secondary clarifier. Average of discharge flows for the years 2002, 2003,
2004, and 2005 is 0.381 MGD.

Precipitation runoff from streets and unimproved areas, not subject to oil spills, is
collected in a non-contact stormwater sewer system and flows by gravity to an
evaporation pond. This non-contact stormwater is not discharged to the receiving
water. Sludge generated during the treatment processes is recycled at the coking

facility.

B. Discharge Points and Receiving Waters

1. The Facility is located in Sections 8 and 17, T12N, R35W, SB B&M, Oceano
Quadrangle as shown in Attachment B to this Order.

2. Treated industrial wastewater is discharged at Discharge Point No. 001 to the Pacific
Ocean, a water of the United States, through a 1,700 foot outfall/diffuser system in
approximately 27 feet of water. The outfall terminates at a latitude 35° 02’ 37" N and
longitude 120° 38’ 21" W. The minimum initial dilution (seawater.effluent) of the
outfall is 83:1 at a flowrate of 0.285 MGD, and 68:1 at a flow rate of 0.575 MGD.

C. Summary of Existing Requirements and Self-Monitoring Report (SMR) Data

Effluent limitations contained in the existing Order for discharges from Discharge Point
No. 001 to the Pacific Ocean (Monitoring Location EFF-001) and representative
monitoring data from the term of the previous Order are as follows:

Table F-3. Historic Effluent Limitations and Monitorin&Data

Effluent Limitations Range of
Parameter Units 30-Day | 6-Month Daily Instantaneous | reported values
Average | Median | Maximum Maximum 1/02 to 12/05
Biochemical Oxygen
Demand (BODs) (5-day @ | Ibs/day 204 - 367 - 220-313
20 Deg. C)
Total Suspended Solids
(TSS) Ibsiday 163 - 256 - 19 - 209
Chemical Oxygen
Demand (COD) Ibs/day 1430 - 2750 - 259 - 1639
Qil and Grease Ibs/day 59.4 — 111 - 3.98" —38.2
Phenolic Compounds Ibs/day 1.06 - 4,40 - 0.029 - 0.27
Ammonia {(as N) Ibs/day 220 - 290 - 0.41-9.3
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Effluent Limitations Range of
Parameter Units 30-Day | 6-Month Daily Instantaneous | repcrted values
Average | Median | Maximum Maximum 1/02 to 12/05
Sulfide ibs/day 1.08 -- 2.41 -- <0.1 - <0.668
Total Chromium Ibs/day 1.26 - 3.60 - 0.0001 — 0.0002'
Hexavalent Chromium lbs/day | 0.102 - 0.230 - <2008;§ 1_
pH units - — - 6.0-9.0° 6.42—86
Arsenic” mg/L -- 0.42 2.44 6.47 ND - 0.0196
Arsenic” mgiL - 0.35 2.00 5.32 ND - 0.0196
Cadmium® mg/L - 0.08 0.34 0.84 ND
Cadmium” mg/L -- 0.07 0.28 0.69 ND
Chromium (VI)” ma/L -- 0.17 0.67 1.68
Chromium (VI)” mg/L -~ 0.14 0.55 1.38
Copper” mg/L - 0.09 0.84 2.35 0.002" - 0.022
Copper” mgiL -- 0.07 0.69 1.93 0.002' - 0.022
Lead® mg/L - 0.17 0.67 1.68 ND - 0.0016
Lead” mg/L - 0.14 0.55 1.38 ND - 0.0016
Mercury’ pg/L -- 3.32 13.40 33.56 ND - 0.22
Mercury” po/L - 2.73 11.01 27.57 ND —0.22
Nickel® mg/L - 0.42 1.68 4.20 ND — 0.0085°
Nickel" mg/L —~ 0.35 1.38 345 ND —0.0085’
Selenium® mg/L — 1.26 5.04 12.60 0.056' — 0.35
Selenium® mg/L - 1.04 4.14 10.35 0.056 — 0.35
Silver” mg/L - 0.06 0.22 0.57 ND
Silver” mg/l. - 0.05 0.18 0.47 ND
Zinc® mg/L - 1.02 6.06 16.14 ND - 0.074
Zinc® mg/L - 0.84 4.98 13.26 ND - 0.074
Cyanide’ mg/L - 0.08 0.34 0.84 ND - 0.028
Cyanide” mg/L - 0.07 0.28 0.69 ND - 0.028
Total Chlorine Residual® mg/L - 017 0.67 5.04 ND-0.1
Total Chlorine Residual® mg/L - 0.14 0.55 4.14 ND - 0.1
Ammonia (as N)* mg/L - 50.40 201.60 504.00 0.27-25
Ammonia (as N)° mg/L - 41.40 165.60 414.00 027-25
Chronic Toxicity” TU. - NA 84.00 NA 55.56
Chronic Toxicity” TU, - NA 69.00 NA 55.56
;’g’gﬁfﬁﬁggg)‘é“ds mg/L - 2.52 10.08 2520 ND
;r;i’]g::foﬁg;?gg)”ﬂds mg/L - 2.07 8.28 20.70 ND
Chilorinated Phenolics” mg/L -- 0.08 0.34 0.84 ND
Chlorinated Phenolics” mgiL -- 0.07 0.28 0.69 ND
Endosulfan® Mg/l - 0.76 1.51 2.27 ?
Endosulfan” ua/l. -- 0.62 1.24 1.86 >
Endrin® pg/L - 0.17 0.34 0.50 °
Endrin® Mg/l - 0.14 0.28 041 >
HCH® pg/lL - 0.34 0.67 1.01 >
HCH® pg/L - 0.28 0.55 0.83 ?
Acrolein® mg/L 18.48 - - - ND
Acrolein” mg/L 15.18 - - - ND
Antiomony” mg/L 100.8 - - -- ND - 0.036
Antimony” mg/L 82.80 - - -- ND - 0.036'
pot2-chioroethoxy) mg/L | 0.3696 - - - ND
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Effluent Limitations Range of
Parameter Units | 30-Day | 6-Month Daily Instantaneous | reported values
Average | Median | Maximum Maximum 1102 to 12/05

Ds(-crigroethoxy) mg/ll | 0.304 - - - ND
gli(gr}chlor0|sopropyl) mgiL 100.8 _ _ _ _ ND
D2 chloroisopropy) mgill | 82.800 - - - ND
Chlorobenzene® mg/L 47.88 ~ - -- ND
Chlorobenzene” mg/l | 39.330 ~ - -- ND
Chromium (lilY’ g/L 165.96 — - - ND
Chromium (liY* g/L 13.110 - - -- ND
Di-n-butyl Phthalate” mg/L 294 - - - ND
Di-n-butyl Phthalate® mg/L 241.500 - -- -- ND
Dichlorobenzenes” mg/L 428.4 — - -- ND
Dichlorobenzenes” mg/L 351.800 - - - ND
Diethyl Phthalate® mg/L 2,772 — — -- ND
Diethyl Phthatate® mgiL 2’2707'00 ~ - - ND
Dimethyl Phthalate” glL 68.88 = - -- ND
Dimethyl Phthalate® g//lL 56.580 - - -- ND
4 6-Dinitro-2-
methylphenal® mg/L 18.48 - - - ND
eyhen mgll | 15.180 - - - ND
2,4-Dinitrophencl mg/L 0.336 - - - ND
2,4-Dinitrophenol” mg/L 0.276 - - — ND
Ethylbenzene’ mg/L 3444 — - — ND
Ethylbenzene® | mgi. | 282.900 — - - ND
Fluoranthene® mg/L 1.26 - — - ND
Fluoranthene” ma/L 1.035 - - - ND
Hexacgorocydiopent mglL | 4872 - - - ND

} Hexachlorocyclopent- mgll | 4.002 - - - ND
Nitrobenzene® mg/ll. | 04116 - - - ND
Nitrobenzene® mg/L 0.338 - - - ND
Thallium® mg/L 0.168 - - - ND - 0.0001°
Thallium® mgfl. 0.138 - — - ND - 0.0001"
Toluene® g/l 7.14 - - - ND
Toluene® g/l 5.865 - - — ND
Tributyltin® g/l 0.1176 — - - ND
Tributyltin® pg/L 0.097 — -~ ~ ND
1,1,1-Trichlorosthane’ g/l 45.36 - — — ND
1,1,1-Trichloroethane" g/L 37.26 - -~ — ND
Acrylonitrile’ pg/k 8.4 - - - ND
Acrylonitrile® pg/L 6.900 - - -- ND
Aldrin® ng/L 1.848 ~ - - >
Aldrin® ng/L 1.518 - - - >
Benzene® po/L 495.6 - - - ND
Benzene® po/l | 407.100 - - - ND
Benzidine® pg/l | 0.005796 - - - ND
Benzidine® Ho/L 0.005 - - - ND
Beryllium® Ho/L 2.772 - - - ND
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Effluent Limitations Range of
Parameter Units [ 30-Day | 6-Month Daily Instantaneous { reported values
Average | Median | Maximum Maximum 1102 to 12/05
Beryllium® pg/L. 2.277 - — -- ND
Bis(2-chloroethyl) Ether® ug/L 3.78 - - -- ND
Bis(2-chlorcethyl) Ether” pg/L 3.105 - - - ND
Dis(2-eftyhexy) ugll | 241.500 - - - ND
Carbon Tetrachloride’ ugiL 756 - - - ND
Carbon Tetrachloride® ug/L 62.100 - - — ND
Chlordane’ ng/L 1.932 — -- — B
Chlordane® ng/L 1.587 — -- — 5
Chloredibromo-methane® g/l 722.4 - ~ - ND
Chlorodibromo-methane® | g/l | 593.400 - — — ND
Chloroform® Mg/l 10,920 - -- - ND
Chloroform* Mg/l 8’920'00 - -- - ND
DDT ng/lL | 14.28 = = - 5
DDT ng/L 11.730 - - - 5
1,4-Dichlorobenzene’ Hg/L 1512 { - - — ND
1,4-Dichlorobenzene* pot. | 124200 - . - ND
3,3-Dichlorobenzidine® Mg/l 0.6804 - - - ND
3,3-Dichlorobenziding” Hg/L 0.558 - - - ND
1,2-Dichloroethane’ mg/L 2.352 - -- — ND
1,2-Dichloroethane” mgiL 1.932 - - — ND
1,1-Dichloroethylene’ mglL | 0.0756 - - - ND
1,1-Dichlorcethylene® mg/L 0.062 - -- - ND
Dichlorobromo-methane’ mg/L | 0.5208 - -- - ND
Dichlorobromo-methane® | mg/L 0.428 - - - ND
Dichloromethane® mg/L 37.8 - - -- ND — 0.00032’
Dichloromethane® mg/l._ | 31.050 - - - ND - 0.00032"
1,3-Dichloropropene” mg/l. 0.7476 - -- - ND
1,3-Dichloropropene” mg/L. 0.614 - — - ND
Dieldrin® ng/L 3.36 - - - s
Dieldrin® ng/L 2.760 - -- - 2
2 4-Dinitrotoluene” Hg/L 218.4 - - - ND
2,4-Dinitrotoluene”® Ha/L 179.400 - - - ND
1,2-Diphenylhydrazine” Hg/L 13.44 ~ -- - ND
1,2-Diphenylhydrazine’ ug/L 11.040 - -- — ND
Halomethanes® mg/L 10.92 - - - ND
Halomethanes” mg/L 8.970 - - - ND
Heptachlor” pg/t | 0.0042 - - - >
Heptachlor® pg/l | 0.003 - - = >
Heptachlor Epoxide” pg/L | 0.00168 — - - >
Heptachlor Epoxide’ g/t 0.001 — - - ?
Hexachlorobenzene® ng/L 17.64 - - _ ND
Hexachlorobenzene® ng/L 14.490 — -- — ND
Hexachiorobutadiene® ug/L 1176 — - — ND
Hexachlorobutadiene” ug/l | 966.000 — - — ND
Hexachloroethane® ug/iL 210 - - — ND
Hexachloroethane® ug/l | 172.500 - — - ND
Isophorone” g/L 0.06132 — - — ND
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Effluent Limitations Range of
Parameter Units 30-Day | 6-Month Daily Instantaneous | reported values
Average | Median [ Maximum Maximum 1102 to 12/05

Isophorone” g/L 0.050 - -- - ND
N-nitrosodimethylamine® ug/k 613.2 - -- -- ND
N-nitrosodimethylamine” ug/L 503.700 - - - ND
Ergg;f:;ﬂ: eNa pgll | 31.92 ~ - - ND
gr gg;f:n‘?fr: o ugll | 26.220 I - - ND
N-nitrosodiphenylamirie” ug/L 210 - - -- ND
N-nitrosodiphenylaming® ug/ll | 172.500 - - -- ND
PAHs® ya/l 0.7392 - - - ND
PAHs® Hg/L 0.607 - - - ND
PCBs® ng/L 1.596 - - - ?
PCBs" ng/L 1.311 -- - -- ?
TCDD Eguivalents® pg/L 0.3276 -- -- -- 0.00715 - 0.877
TCDD Equivalents® pgiL 0.269 - - - 0.00715 - 0.877
1,1,2,2- ‘
Tetrachloroethane® mgll | 01932 B B B ND
1,1,2,2-
Tetrachloroethane* mg/L 0.159 ” - B ND
Tetrachloroethylene’ myg/L 0.168 -= - - ND
Tetrachloroethylene® mg/L 0.138 -- — -- ND
Toxaphene® ng/L 17.64 -- — - >
Toxaphsane” ng/L 14.490 -- - - °
Trichloroethylene” pg/L 2268 - - - ND - 0.17'
Trichloroethylene® pg/L | 1,863.00 -- - - ND -0.17'
1,1,2-Trichloroethane”’ mg/L 0.7896 — — — ND
1,1,2-Trichloroethane® mg/L 0.649 -- - - ND
Vinyl chloride® pg/L 3,024 - - - ND
Vinyl chloride* Hg/L 2'48;‘00 o - —~ ND

' Detectable, but Not Quantified (DNQ)

2 The Discharge shall not have a pH less than 6.0 nor greater than 9.0.

* Effluent limits effective when the effluent flow is equal to or less than 0.285 MGD (based on a dilution factor of 83:1).

* Effluent limits effective when the effluent flow is equal to or greater than 0.285 MGD (based ona dilution factor of 68:1)

® If any of these constituents do not significantly occur in the effluent, the Executive Officer may allow the constituents to be
excluded from the Effluent Monitoring Program. This allowance is conditioned on the Discharger submitting an annual
certification (30™ day of January) that the constituents being excluded from effluent monitoring are not present in the effluent.

D. Compliance Summary. On April 3, 2002, the Discharger reported an effluent flow of
0.281 MGD. Table 4 of Order No. R3-2002-0010 establishes an effiuent limitation of
0.3276 pg/L for TCDD equivalents when the effluent flow is equal to or less than 0.285
MGD. The Discharger reported a TCDD equivalents value of 0.877 pg/L for the
sampling event on April 3, 2002. This was an exceedance of the effluent limitation
contained in Order No. R3-2002-0010 for TCDD equivalents. The Discharger
subsequently performed an evaluation of potential sources causing or contributing to
the violation, corrected such causes and restored compliance.

E. Planned Changes. Not applicable at this time.

lll. APPLICABLE PLANS, POLICIES, AND REGULATIONS
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The requirements contained in the proposed Order are based on the requirements and
authorities described in this section.

A. Legal Authorities. This Order is issued pursuant to section 402 of the federal Clean
Water Act (CWA) and implementing regulations adopted by the U.S. Environmental
Protection Agency (USEPA) and chapter 5.5, division 7 of the California Water Code
(commencing with section 13370). It shall serve as a NPDES permit for point source
discharges from this facility to surface waters. This Order also serves as Waste
Discharge Requirements (WDR) pursuant to article 4, chapter 4, division 7 of the Water
Code (commencing with section 13260).

B. California Environmental Quality Act (CEQA). Under Water Code section 13389,
this action to adopt an NPDES permit is exempt from the provisions of CEQA, Public
Resources Code sections 21100- through 21177.

C. State and Federal Regulations, Policies, and Plans

1. Water Quality Control Plans. The Central Coast Water Board adopted Water
Quality Control Plan for the Central Coast (the Basin Plan) in 1994 that designates
beneficial uses, establishes water quality objectives, and contains implementation
programs and policies to achieve those objectives for all waters addressed through
the plan. Section Il.A.1 of the Basin Plan states, “The provisions of the State Board's
"Water Quality Control Plan for Ocean Waters of California" (Ocean Plan), "Water
Quality Control Plan for Control of Temperature in the Coastal and Interstate Waters
and Enclosed Bays and Estuaries of California” (Thermal Plan), and any revisions
thereto shall apply in their entirety to affected waters of the basin.” The Basin Plan
does not establish additional beneficial uses for the Pacific Ocean, separate from
those contained in the Ocean Plan. Thus, beneficial uses for the Pacific Ocean are
contained in the Ocean Plan and are summarized in Section 11.C.3 below. in
addition to the provisions included in the Ocean Plan and the Thermal Plan, the
Basin Plan establishes water quality objectives for dissolved oxygen, pH, and
radioactivity to all ocean waters. Requirements of this Order implement the Basin
Plan.

2. Thermal Plan. The State Water Board adopted Water Quality Control Plan for
Control of Temperature in the Coastal and interstate Water and Enclosed Bays and
Estuaries of California (Thermal Plan) on May 18, 1972, and amended this plan on
September 18, 1975, This plan contains temperature objectives for coastal waters.

3. California Ocean Plan. The State Water Board adopted Water Quality Control Plan
for Ocean Waters of California, California Ocean Plan (Ocean Plan) in 1972 and
amended it in 1978, 1983, 1988, 1990, 1997, 2000, and 2005. The State Water
Board adopted the latest amendment on April 21, 2005, and it became effective on
February 14, 2006. The Ocean Plan is applicable, in its entirety, to point source
discharges to the ocean. The Ocean Plan identifies beneficial uses of ocean waters
of the State to be protected as summarized below:
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Table F-4. Ocean Plan Beneficial Uses

Discharge | Receiving
Point No. Water

Beneficial Uses

Industrial water supply; water contact and non-contact recreation, including
aesthetic enjoyment; navigation; commercial and sport fishing; mariculture:
preservation and enhancement of designated Areas of Special Biological
Significance (ASBS); rare and endangered species; marine habitat; fish
spawning and shelifish harvesting

Pacific

001 Ocean

In order to protect the beneficial uses, the Ocean Plan establishes water quality
objectives and a program of implementation. Requirements of this Order implement
the Ocean Plan.

4. Alaska Rule. On March 30, 2000, USEPA revised its regulation that specifies when
new and revised state and tribal water quality standards (WATER QUALITY
STANDARDS) become effective for CWA purposes (40 CFR §131.21, 65 Fed. Reg.
24641 (April 27, 2000)). Under the revised regulation (also known as the Alaska
rule), new and revised standards submitted to USEPA after May 30, 2000, must be
approved by USEPA before being used for CWA purposes. The final rule also
provides that standards already in effect and submitted to USEPA by May 30, 2000,
may be used for CWA purposes, whether or not approved by USEPA.

5. Antidegradation Policy. Section 131.12 requires that the state water quality
standards include an antidegradation policy consistent with the federal policy. The
State Water Board established California’s antidegradation policy in State Water
Board Resolution No. 68-16. Resolution No. 68-16 incorporates the federal
antidegradation policy where the federal policy applies under federal law.
Resolution No. 68-16 requires that existing water quality be maintained unless
degradation is justified based on specific findings. The Central Coast Water
Board’s Basin Plan implements, and incorporates by reference, both the state and
federal antidegradation policies. The permitted discharge is consistent with the
antidegradation provision of section 131.12 and State Water Board Resolution No.
68-16.

6. Anti-Backsliding Requirements. Sections 402(0)(2) and 303(d)(4) of the CWA
and federal regulations at 40 CFR 122.44(}) prohibit backsliding in NPDES permits.
These anti-backsliding provisions require that effluent limitations in a reissued permit
must be as stringent as those in the previous permit, with some exceptions in which
limitations may be relaxed.

D. Impaired Water Bodies on CWA 303(d) List. The Discharge is into the Pacific Ocean
off the coast of Pismo State Beach. The Pacific Ocean off the coast of Pismo State
Beach is not listed on the 303(d) list as impaired.

IV. RATIONALE FOR EFFLUENT LIMITATIONS AND DISCHARGE SPECIFICATIONS

- The CWA requires point source dischargers to control the amount of conventional, non-
conventional, and toxic pollutants that are discharged into the waters of the United States.
The control of pollutants discharged is established through effluent limitations and other
requirements in NPDES permits. There are two principal bases for effluent limitations in
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the Code of Federal Regulations: section 122.44(a) requires that permits include applicable
technology-based limitations and standards, and section 122.44(d) requires that permits
include water quality-based effluent limitations to attain and maintain applicable numeric
and narrative water quality criteria to protect the beneficial uses of the receiving water.

A. Discharge Prohibitions. Discharge Prohibitions contained in Secticn Il of Order No.
R3-2007-0002 are based on the Discharge Prohibitions contained in the previous Order
(No. R3-2002-0010).

B. Technology-Based Effluent Limitations

1. Scope and Authority. Section 301(b) of the CWA and implementing USEPA permit
regulations at 40 CFR 122.44 require that permits include conditions meeting
applicable technology-based requirements at a minimum, and any more stringent
effluent limitations necessary to meet applicable water quality standards. The
discharge authorized by this Order must meet minimum federal technology-based
requirements based on effluent limitations guidelines and standards (ELGs) for the
Petroleum Point Source Category in Part 419, Subpart B (Cracking Subcategory).
The CWA requires that technology-based effluent limitations be established based
on several levels of controls:

- Best practicable treatment control technology (BPT) represents the average of
the best performance by plants within an industrial category or subcategory.
BPT standards apply to toxic, conventional, and non-conventional pollutants.

- Best available technology economically achievable (BAT) represents the best
existing performance of treatment technologies that are economically achievable
within an industrial point source category. BAT standards apply to toxic and non-
conventional poilutants.

» Best conventional pollutant control technology (BCT) represents the control from
existing industrial point sources of conventional pollutants including BOD, TSS,
fecal coliform, pH, and oil and grease. The BCT standard is established after
considering the “cost reasonableness” of the relationship between the cost of
attaining a reduction in effluent discharge and the benefits that would result, and
also the cost effectiveness of additional indusfria! treatment beyond BPT.

+ New source performance standards (NSPS) represent the best available
demonstrated control technology standards. The intent of NSPS guidelines is to
set limitations that represent state-of-the-art treatment technology for new
sources. .

The CWA requires USEPA to develop effluent limitations, guidelines and standards
(ELGs) representing application of BPT, BAT, BCT, and NSPS. Section 402(a)(1) of
the CWA and 40 CFR 125.3 authorize the use of best professional judgment (BPJ)
to derive technology-based effluent limitations on a case-by-case basis where ELGs
are not available for certain industrial categories and/or pollutants of concern. Where
BPJ is used, the permit writer must consider specific factors outiined in 40 CFR
125.3.
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2. Applicable Technology-Based Effluent Limitations. Based on the type of
operation, ConocoPhillips, Santa Maria Facility must comply with the ELGs
published in Part 419, Subpart B; Petroleum Point Source Category, Cracking
Subcategory. Section 419.20 states that the provisions of Subpart B {Cracking
Subcategory) are applicable to all discharges from any facility that produces
petroleum products by the use of topping and cracking, whether or not the facility
includes any process in addition to topping and cracking. The Facility began
operations in 1955 and must meet effluent limitations based on BPT, BAT, and BCT
criteria. New source performance standards are not applicable to this discharge
because major facility processes or wastewater handling modifications have not
been conducted since the adoption of the BAT and BCT criteria in August 1985.
BPT, BAT, and BCT criteria have been applied in the development of the
technology-based effluent limitations.

The refinery primarily uses high nitrogen California crudes in its refinery processes
and the constituents in the raw waste load of the Facility are unique. The Facility
has shown that it is unable to consistently meet federal ammonia nitrogen limitations
established in the applicable ELGs despite having a wastewater treatment system
that is BPT and BAT. This inability to meet ammonia nitrogen limitations is due to
the high organic nitrogen load in the raw wastewater. As a result, the refinery
requested a fundamentally different factors (FDF) variance from the BAT limitations
for ammonia. The FDF was submitted to USEPA and the Central Coast Water
Board and approved on June 9, 1978, and again in 1989 following the establishment
of BAT and BCT criteria in 1985. The BAT and BCT criteria in the ELGs have not
changed since their establishment in August 1985. Therefore, as of the 1989
variance request to the USEPA, and the Central Coast Water Board's subsequent
reissuance of waste discharge requirements in 1991, 1996, and 2002 that included
the FDF, the FDF continues to be appropriate and valid and is carried over o this
Order. ‘

The applicable ELGs for the Facility are production-based. In the report of waste
discharge submitted on September 29, 2006, the Discharger reported the following
quantities as actual measurements of the level of production

Table F-5. Reported Production Level
Quantity Per Day (as

1,000 barrels per day) Operation
44.4 Atmospheric Distillation
32.0 Vacuum Distillation
23.2 Delayed Coking

The calculations for the technology based-effluent limitations for biochemical oxygen
demand (5-day @ 20 °C) (BODs), total suspended solids (TSS), chemical oxygen
demand (COD), oil and grease, phenolic compounds, ammonia (as N), sulfide, total
chromium, and hexivalent chromium are contained in Attachment G. The
technology based-effluent limitations for ammonia (as N) are based on the derived
Fundamentally Different Factors (FDF) limitations approved by the U.S. EPA and the
Central Coast Water Board in 1978 and again in 1989. [n addition to the calculated
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technology based-effluent limitations contained in Attachment G, BPT and BCT
criteria require that the effluent pH remain between 6.0 and 9.0 standard units.

Table F-6. Summary of Technology-based Effluent Limitations

Effluent Limitations
Parameters Units Average | Maximum | Instantaneous | Instantaneous
Monthly Daily Minimum Maximum

BODg Ibs/day 204 367 — -
T3S tbs/day 163 256 - -
COD Ibs/day 1,430 2,750 — -

Qil and Grease Ibs/day 594 111 - -
Phenolic :

Compounds Ibs/day 1.06 2.7 - --
Ammonia (as N) |bs/day 220 290 - -
Suifide ibs/day 1.08 2.41 - -
Total Chromium Ibs/day 1.28 3.60 — -
Hexavalent

Chromiurm ibs/day 0.102 0.230 - -

Standard
pH units - - 6.0 9.0

In addition to the technology based-effluent limitations contained in Table F-6, and in
accordance with Sections 419.22(e)(2), 419.23(f)(2), and 419.24(e)(2), additional
mass loading credits for storm runoff which is commingled with process wastewater
and is treated in the main treatment system and discharged to the Pacific Ocean,
may be granted. During wet weather runoff, the following incremental effiuent
credits shall be added to the effluent limitations specified in Table F-7.

Table F-7. Storm Runoff Credits.

Effluent Limitations

Parameters Units Monthly Average | Daily Maximum
BODs Ibs/1,000 gallon’ 0.22 0.40
TSS ibs/1,000 galion’ 0.18 0.28
COD Ibs/1,000 gallon’ 1.5 3.0
Oil and Grease Ibs/1,000 gallon' 0.067 0.13
Phenglic Compounds Ibs/1,000 gallon’ 0.0014 0.0029
Total Chromium Ibs/1,000 gallon’ 0.0018 0.0050
Hexavalent Chromium Ibs/1,000 gallon’ 0.00023 0.00052

' Credits shall be calculated based solely on the measured flow of contaminated storm runoff.

Effluent limitations at section B.8 of Order No. R3-2002-0010 established narrative
effluent limitations for floating and settleable materials. These narrative effluent
limitations are based on the Ocean Plan water quality objectives. However,
quantitative receiving water limitations were also specified in Order No. R3-2002-
0010 and have been carried over to this Order. Because the application of the
quantitative receiving water limitations will ensure compliance with the narrative
limitation, the effluent limitations contained in Section B.8 of Order No. R3-2002-
0010 will not be carried over to Order No. R3-2007-0002.
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C. Water Quality-Based Effluent Limitations (WQBELSs)

1. Scope and Authority. Section 301(b) of the CWA and section 122.44(d) require
that permits inciude limitations more stringent than applicable federal technology-
based requirements where necessary to achieve applicable water quality standards.

Section 122.44(d)(1)(i) mandates that permits include effluent limitations for all
pollutants that are or may be discharged at levels that have the reasonable potential
to cause or contribute to an exceedance of a water quality standard, including
numeric and narrative objectives within a standard. Where reasonable potential has
been established for a pollutant, but there is no numeric criterion or objective for the
pollutant, WQBELs must be established using: 1) USEPA criteria guidance under
CWA section 304(a), supplemented where necessary by other relevant information:
2) an indicator parameter for the pollutant of concern; or 3) a calculated numeric
water quality criterion, such as a proposed state criterion or policy interpreting the
state’s narrative criterion, supplemented with other relevant information, as provided
in section 122.44(d)(1)(vi).

The process for determining reasonable potential and calculating WQBELs when
necessary is intended to protect the designated uses of the receiving water as
specified in the Basin Plan, and achieve applicable water quality objectives and
criteria that are contained in other state plans and policies, or any applicable water
quality criteria contained in the Ocean Plan.

2. Applicable Beneficial Uses and Water Quality Criteria and Objectives

a. The receiving water for the discharge is the Pacific Ocean. Beneficial uses and
water quality objectives for the Pacific Ocean are established in the Ocean Plan
and summarized in Section |lI.C.3 of this Fact Sheet.

Table B of the Ocean Plan (Table B) includes the following water quality
objectives for toxic pollutants and whole effluent toxicity:

1) 6-month median, daily maximum, and instantaneous maximum objectives for
21 chemicals and chemical characteristics, including total residual chlorine
and chronic toxicity, for the protection of marine aquatic life.

2) 30-day average objectives for 20 non-carcinogenic chemicals for the
protection of human health.

3) 30-day average objectives for 42 carcinogenic chemicals for the protection of
human health.

4) Daily maximum objectives for acute and chronic toxicity.
Table A of the Ocean Plan includes technology-based effluent limitations that are

only applicable to publicly owned treatment works and industrial discharges for
which ELGs have not been established. ELGs for the petroleum refining industry
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have been established and are incorporated into the Order, thus Table A effluent
limitations are not applicable to this Discharge.

b. In addition to the water quality objectives specified in the Ocean Plan, the Basin
Plan establishes the following water quality objectives for the Pacific Ocean:

1) Dissolved Oxygen. The mean annual dissolved oxygen concentration shall
not be less than 7.0 mg/L, nor shall the minimum dissolved oxygen
concentration be reduced below 5.0 mg/L at any time.

2) pH. The pH value shall not be depressed below 7.0, nor raised above 8.5.

3) Radioactivity. Radionuclides shall not be present in concentrations that are
deleterious to human, plant, animal, or aquatic life; or result in the
accumulation of radionuclides in the food web to an extent which presents a
hazard to human, plant, animal, or aquatic life.

¢. Section C of the Ocean Plan allows dilution when calculating applicable
WQBELs. Dilution is based on the initial dilution of the effluent by the ocean
water around the point of discharge. The effluent is discharged through a 1,700
foot diffuser system, 27 feet under water. The minimum initial dilution for the
outfall determined in Order No. R3-2002-0010 was determined to be 83:1 during
effluent flows at or below 285,000 gallons per day and 68:1 during effluent flows
at or below 575,000 gallons per day. Because no significant modifications have
occurred in the flow volume, the diffuser operation, or the diffuser itself, these
initial dilutions continue to be applicable and have been used in establishing
WQBELSs in the Order.

3. Determining the Need for WQBELs

Order No. R3-2002-0010 contained effluent limitations for non-conventional and
toxic pollutant parameters in Table B of the Ocean Plan. For Order No. R3-2007-
0002, the need for effluent limitations based on water quality objectives in Table B of
the Ocean Plan was re-evaluated in accordance with section 122.44(d) and
guidance for statistically determining the “reasonable potential” for a discharged
pollutant to exceed an objective, as outlined in the TSD and the California Ocean
Plan Reasonable Potential Analysis (RPA) Amendment that was adopted by the
State Water Board on April 21, 2005. The statistical approach combines knowledge
of effluent variability (as estimated by a coefficient of variation) with the uncertainty
due to a limited number of effluent data to estimate a maximum effluent value at a
high level of confidence. This estimated maximum effluent value is based on a
lognormal distribution of daily effluent values. Projected receiving water values
(based on the estimated maximum effluent value or the reported maximum effluent
value and minimum probable initial dilution) can then be compared to the
appropriate objective to determine the potential for an exceedance of that objective
and the need for an effluent limitation. According to the Ocean Plan amendment,
the RPA can yield three endpoints: 1) Endpoint 1, an effluent limitation is required
and monitoring is required; 2) Endpoint 2, an effluent limitation is not required and
the Central Coast Water Board may require monitoring; and 3) Endpoint 3, the RPA
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is inconclusive, monitoring is required, and an existing effluent limitation may be
retained or a permit reopener clause is included to allow inclusion of an effluent
limitation if future monitoring warrants the inclusion. Endpoint 3 is typically the result
when there are fewer than 16 data points and all are censored data (i.e., below
quantitation or method detection ievels for an analytical procedure). If no data was
provided for a parameter, and a RPA could not be conducted for that parameter, the
effluent limitation contained in Order No. R3-2002-0010 was carried over to this
Order based on the requirements of federal and State anti-backsliding regulations.

The RPcalc 2.0 software tool developed by the State Water Board was used for
conducting a RPA. A 95 percent confidence level and 95" percentile was assumed.
Effluent data provided in the Discharger's monitoring reports from January 2002 to
December 2005 were used as the basis for the RPA. No background data for the
constituents were available for use in the RPA; the background concentrations were
assumed to equal zero for all pollutants except for those contained in the Ocean
Plan Table B implementing procedures for arsenic, copper, mercury, silver, and zinc.
A minimum initial dilution of 68:1 for the outfall was assumed based on the most
conservative initial dilution.

Based on the reasonable potential analysis, three potential endpoints may be
concluded:

Endpoint 1 — RPA is positive, the parameter has reasonable potential. Effluent
limitation and monitoring required.

Endpoint 2 — RPA is negative, the parameter does not have reasonable potential.
Effluent fimitation and monitoring not required.

Endpoint 3 - RPA is inconclusive. Monitoring is required, any existing limitations
shall be retained.

For parameters for which no data was provided, an Endpoint 3 was automatically
assigned because an RPA could not be performed.

Tables F-10 through F-12 of this Fact Sheet lists the WQBELs for all constituents
and their corresponding RPA results. Parameters which did not demonstrate
reasonable potential (Endpoint 2) include ammonia, antimony, copper, cyanide,
lead, mercury, total chromium, zinc, and chronic toxicity. These parameters are not
included in Tables F-10 through F-11 because effluent limitations have not been
established for these parameters. The MRP for this Order requires monitoring for
constituents with RPA Endpoints 1 for compliance determination and future RPA.
The MRP also requires monitoring for constituents with RPA Endpoints 2 or 3 to
obtain effluent data that would allow determination of reasonable potential for these
constituents in future permit renewals and/or updates.

A 30-day period is a reasonable representation of a calendar month; to conform to
section 122.45, the 30-day average criterion in the Ocean Plan has been set equal
to a monthly average effluent limitation in this Order.
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The previous Order included a whole effluent toxicity (WET) limitation for chronic
toxicity; however, did not establish one for acute toxicity. Data to evaluate
reasonable potential for acute toxicity is not available, and because the previous
Order did not contain an effluent limitation for acute toxicity, and reascnable
potential for acute toxicity has not been demonstrated, an effluent limitation for acute
toxicity is not established in Order No. R3-2007-0002. Pursuant to Section C.3.c.(4)
of the Ocean Plan, the Discharger must continue to conduct chronic toxicity testing.
Based on the RPA results for chronic toxicity, the requirement for continued
monitoring of chronic toxicity, and the fact that the reasonable potential to exceed
water quality objectives for acute toxicity by the discharge has not been
demonstrated, an effluent limitation for acute toxicity has not been established.

4. WQBEL Calculations

From the Table B water quality objectives of the Ocean Plan, effluent limitations are
calculated according to the following equation for all pollutants, except for acute
foxicity (if applicable) and radioactivity:

Ce=Co+ Dm (Co-Cs)

Where: Ce = the effluent limitation {ug/L)
Co = the water quality objective to be met at the completion of initial dilution (pg/L)
Cs = background seawater concentration
Dm = minimum probable initial dilution expressed as parts seawater per part wastewater

The effluent limitation for acute toxicity is calculated according to the following
equation:

Ce =Co +(0.1) Dm {Co - Cs)
Where all variables are as indicated above. This equation applies only when Dm > 24.

Initial dilution is the process that results in the rapid and irreversible turbutent mixing

of wastewater with ocean water around the point of discharge. For a submerged

buoyant discharge, characteristic of most municipal and industrial wastes that are

| released from the submarine outfalls, the momentum of the discharge and its initial

| buoyancy act together to produce turbulent mixing. Initial dilution in this case is
completed when the diluting wastewater ceases to rise in the water column and first
begins to spread horizontally.

As site-specific water quality data is not available, in accordance with Table B
implementing procedures, Cs equals zero for all pollutants, except the following:

_Table F-8. Pollutants With Background Concentrations

Pollutant Background Seawater Concentration
Arsenic 3 Hg/L

Copper 2 po/l.

Mercury 0.0005 pg/L.

Silver 0.16 po/L

Zing 8 pg/L
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Below is an example of the calculations conducted to derive the WQBELSs for arsenic
based on an initial dilution of 68:1. '

Table F-9. Ocean Plan Water Quality Objectives for Arsenic

6-Month Daily Instantaneous
Pollutant Median Maximum Maximum
Arsenic (ug/L) B 32 80

Using the equation, Ce = Co + Dm (Co - Cs), effluent limitations are calculated as
follows.

6-Month Median

Ce =8 ug/L + 68 (8 pg/l. — 3 pg/L)
Ce = 8 pg/L + 340 pg/L
Ce =348 ug/L

Daily Maximum

Ce =32 pg/L + 68 (32 ug/l. — 3 pg/L)
Ce =32 pg/L + 1,972 ugfL
Ce = 2,004 ug/L

Instantaneous Maximum

Ce =80 pg/L + 68 (80 ug/l. — 3 pg/L)
Ce =80 pg/L + 5,236 ug/L
Ce = 5,316 pg/L

Because the same initial dilutions that were used in the previous order are still
applicable, and the water quality objectives for all the parameters have not changed,
the WQBELSs that are included in Order R3-2007-0002 are the same as those
contained in Order No. R3-2002-0010.

Mass limitations have been established for the WQBELs in accordance with Section

Ifl.C.3.j of the Ocean Plan, which states, “Discharge requirements shall also specify

effluent limitations in terms of mass emission rate limits utilizing the general formula:
Ibs/day = 0.00834 X Ce X Q

where:

Ce = the effluent concentration limit, ug/L
Q = flow rate, million gallons per day (MGD)
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Table F-10. Summary of WQBELSs for the Protection of Marine Life When Effluent
Flow is Equal to or Less Than 0.285 MGD

Effluent Limitations’
P i ix- RPA i
arameters Units Maximum | Instantaneous Six Endpoint
Daily Maximum Month
Median
- 2.44 A7 0.42
Arsenic Mg/l > 6 Endpoint 3
Ibs/day 5.80 15.38 1.00
mg/L . 0. .08
Cadmium - g 0.34 84 0.0 Endpoint 3
Ibs/day 0.81 2.00 0.19 _
L . .
Nickel mg 168 4.20 042 Endpoint 3
Ibs/day 4.00 9.98 1.00
mg/L . . .
Selenium 9 5.04 12.60 1.26 Endpoint 1
Ibsiday 11.98 29.95 2.99
/L .
Silver mo 0.22 0.57 0.08 Endpoint 3
Ibs/day 0.52 1.35 0.14
Total Chlorine mg/L 0.67 5.04 0.17 .
. Endpoint 3
Residual Ibs/day 1.59 11.98 0.40 P
i mg/L . . 52
Phenolic Compounds g 10.08 25.20 2.5 Endpoint 3
(non-chlorinated) lbs/day 23.96 59.90 5.99
- Endpoint 3
Phenolics Ibs/day 0.81 2.00 0.19 P
/L 51 : 0.76
Endosulfan’ at 13 2.21 Endpoint 3
Ibs/day 3.59 5.40 1.81
/L . .
Endrin H9 0.34 0.50 0.17 Endpoint 3
Ibs/day 0.81 1.19 0.40
' L . :
HCH? H9 0.67 1.01 0.34 Endpoint 3
Ibsiday 1.59 2.40 0.81
Radioactivity 4 Endpoint 3

' Based on a dilution factor of 83:1.

2The sum of endosulfan-alpha and endosuifan-beta and endosulfan sulfate.

3The sum of alpha, beta, gamma (lindane), and delta isomers of hexachlorocyclohexane.

4 Not to exceed limits specified in Title 17, Division 1, Chapter 5, Subchapter 4, Group 3, Article 3, Section 30269 of
the California Code of Regulations.
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Table F-11. Summary of WQBELSs for the Protection of Marine Life When Effluent
Flow is Equal to or Less Than 0.575 MGD

‘ Effluent Limitations'
Parameters ~ Unit ix- RPA Endpoint
ar nits Maximum | Instantaneous Msc::th napoin
Daily Maximum Median
. 5.32 0.35
Arsenic mg/L 2.00 3 Endpoint 3
tbs/day 9.59 25.51 1.68
mg/L . . .
Cadmium 9 0.28 0.69 0.07 Endpeint 3
Ibs/day 1.34 3.31 0.34
. mg/L } . .
Nickel J 1.38 345 0.35 Endpoint 3
lbs/day 6.62 16.54 1.68
mg/L 4.14 10.35 1.04
Selenium 3 Endpeint 1
Ibs/day 19.85 49.63 4.99
mg/L .
Silver g 0.18 0.47 : 0.05 Endpoint 3
Ibs/day 0.86 225 0.24
i mg/L . ) 14
Total Chlorine g 0.55 4.14 0 Endpoint 3
Residual lbs/day 2.64 19.85 0.67
' mg/L . . .
Phenolic Compounds g 8.28 20.70 2.07 Endpoint 3
(non-chlorinated) Ibs/day 39.71 99.27 9.93
; il . : .
Chlorinated mg 0.28 0.69 9.07 Endpoint 3
Phenolics Ibs/day 1.34 3.3 0.34
/L. . . .62
Endosulfan® a 1.24 1.86 06 Endpoint 3
Ibs/day 5.95 8.82 2.97
/L \ . .
Endrin Ha 0.28 041 0.14 Endpoint 3
Ibs/day 1.34 1.87 0.67
/L . . .28
HCH? Ho 0.55 0.83 0 Endpoint 3
Ibs/day 2.64 3.98 1.34
Radioactivity 4 Endpoint 3

' Based on a dilution factor of 68:1
The sum of endosulfan-alpha and —beta and endosulfan sulfate.
The sum of alpha, beta, gamma (lindane), and delta isomers of hexachlorocyclohexane.
* Not to exceed limits specified in Title 17, Division 1, Chapter 5, Subchapter 4, Group 3, Article 3, Section 30269
of the California Code of Regulations.

Table F-12. Summary of WQBELs of Human Health

Monthly Average Effluent " RPA
Parameters Units Limitations Endooint
=or<0.285 MGD | >0.285 MGD P
. mg/L 100.8 .82.800 .
Antimony lbs/day 239.6 297 1 Endpoint 2
Bis(2-chloroethoxy) ma/L 0.3696 0.304 .
Methane hs/day 88.6 1.5 Endpoint 3
Bis(2-chloroisopropyl) mg/L 100.8 82.800 .
Ether " Tos/day 8,926.5 397.1 Endpoint 3
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Monthly Average Effluent

Parameters Units Limitations Ean:Qi nt
= or < 0.285 MGD >0.285 MGD

Chlorobenzene Ik;'s.lglz;y ::383 31982?2-30 Endpoint 3
Chromium (11l Ibsglfcli-ay 317%93?5 612%:3;90 Endpoint 3
Di-n-butyl Phthalate Igﬂgy 6%981.‘8 21"‘1155893 Endpoint 3
Dichlorobenzenes' Ibns]a%%y 1455843 31’?;89705? Endpoint 3
Diethyi Phthalate |b”s1/%”£y s?ég?s fb%gé?g Endpoint 3
Dimethyl Phthalate Ibsgfé-ay 1 eg?fz%. 5 275?"323 . Endpoint 3
4,6-Dinitro-2-methylpheno| Ibrg gla_y 12;2 1?21 go Endpcint 3
2,4-Dinitropheno! |t:2?c:;y 0536 q1§726 Endpoint 3
Ethylbenzene I;;lgc:la_y g;‘g:g 21?3?5%%} Endpoint 3
Fiucranthene Igg;y 13.206 1;\:.?_35 Endpoint 3
Hexachlorocyclopentadiene lt?s]%[a-y 4‘1?762 413022 Endpoint 3
Nitrobenzene ";:%';'y 0':1)16 0‘328 Endpoint 3
Thallium [;;‘f’d’;y 0-01.23 0-01_38 Endpoint 3
Toluene lbgft;-ay 16?917?1 K 2&35,'18 758 Endpoint 3
Tributyltin Ibl;%:y g;ggg 09&9['_17 y Endpoint 3
1,1,1-Trichloroethane lbsgjé-ay 10“:’58::%2 1?; ggg 3 Endpoint 3
Acrylonitrile lbl;%:y 0‘?‘6‘2 66%0?? Endpoint 3
Aldrin !br;%:y 4.31%%*’ 7.?3'?1?3*’ Endpoint 3
Benzene .lbi%léy 4?.5?:6 40?:;00 Endpoint 3
L e o ot
Beryllium [b*;%:y g:gg? 26.20717 Endpaint 3
Bis(2-chloroethyl) Ether !b‘;%:y 28 S8 Endpoint 3
Bis(2-ethlyhexyl) Phthalate !b‘;%';y %?;‘ 24: :goo Endpoint 3
Carbon Tetrachloride Ibz?ct—y 705“26 626130 Endpoint 3
B | [ | ewens
Chlorodibromethane !bg%ia-ly 7?_2;}4 592:;'00 Endpoint 3
Chloroform po/L 10,920 8,970.000 Endpoint 3
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Monthly Average Effluent

Parameters Units Limitations Enl;:gint
= or < 0.285 MGD >0.285 MGD
Ibs/day 28.0 43.0

2 | eroms
1,4-Dichlorobenzene lbl;%:y 1 35;2 1 ‘2;%000 Endpoint 3
3,3'-Dichlorobenzidine Ebl;?é;y %'6080051 gggg Endpoint 3
1,2-Dichloroethane It;;?cllr;y 2;53_22 1 9922 Endpoint 3
1,1-Dichloroethylene It::;?c% 0‘3_7256 069(;2 Endpoint 3
Dichlorobromomethane II:Q I%”a_y 0‘??208 0;38 Endpoint 3
Dichloromethane It:s‘ %’;y g;g 311‘3590 Endpoint3
1,3-Dichloropropene ]g]%’:y 0‘:.48?6 0'26.‘;4 Endpoint 3
Dieldrin —-!Bﬂs%';y 338 1_2'33%.3 Endpoint 3
2.,4-Dinitrotoluene Ibi%:y 28_85'4 173:300 Endpoint 3
1,2-Diphenylhydrazine Ib};%:y 10:?5134 183;'0 Endpoint 3
Halomethanes* lbn;%r;y 12%‘?02 84;3_700 Endpoint 3
Heptachlor Epoxide Ib‘;%:y fg%%gb 622(%10'6 Endpoint 3
Hexachlorobenzene Ib';%:y 4;75(61%.5 61; ;?& Endpoint 3
Hexachlorobutadiene Ibl;%:y 1:,21;6 96?200 Endpoint 3
Hexachloroethane lb};%:y %150 17‘3:200 Endpoint 3
Isophorone Ibs%%ay 0;1(1‘651_32 240152 Endpoint 3
N-nitresodimethylamine Ib%lgél;y 6:: 352 50%:00 Endpoint 3
N-nitrosodi-N-propylamine Ib};%:y 3;6982 266?120 Endpeint 3
N-nitrosodiphenylamine Ibi%:y 2012 173:300 Endpoint 3
PAHSs® Ibi%:y 061330922 0003 Endpoint 3
PCBe’ Ibr;%l;y 3.13'3(91%*’ 6.13'?8110‘5 Endpoint 3
TCDD Equivalents’ Ibglg:j’l?y 7%%?10 12?&%5 Endpoint 1
1,1,2,2-Tetrachloroethane It:;lg;y 0395? 2 %1_ gg Endpoint 3
Tetrachloroethylene Il;;%%y 0'&38 0'01_38 Endpoint 3
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' Monthly _A\{era.ge Effluent RPA
Parameters Units Limitations Endpoint
= or < 0.285 MGD >0.285 MGD

Toxaphene |br;%|;y 4.?275(%'5 6.194 ';(119 8‘° Endpoint 3
Trichloroethylene lbl;%y 2528 1;8%%000 Endpoint 3
1,1,2-Trichloroethane I;;%;y 0'3296 0:‘;9 Endpoint 3
2,4 6-Trichlorophenol ibi%:y 3402 28:?1 Endpaint 3
Vinyl Chloride Ib‘;%';y 3'7934 2'4f14_'g°° Endpoint 3

" The sum of 1,2- and 1,3-dichlorobenzene.
2 The sum of chlordane-alpha, chlordane-gamma, chlordene-alpha, chordene-gamma, nonachlor-alpha, nonachlor-gamma,
and oxychlordane.

% The sum of 4,4'-DDT; 2,4-DDT; 4,4-DDE; 2,4-DDF, 4,4'-DDD, and 2,4-DDD.
4 The sum of bromoform, bromomethane, and chloromethane.

® Polynuclear Aromatic Hydrocarbons - The sum of acenaphthylene; anthracene; 1,2-benzanthracene; 3,4-benzofluoranthene;
benzo[K]fluoranthene; 1,12-benzoperylene; benzofalpyrene; chrysene; dibenzo[a,hlanthracene; fluorene; indencl1,2,3-
cd]pyrene phenanthrene; and pyrene.

® Polychlorinated Biphenyls — The sum of chlorinated biphenyls whose analytical characteristics resemble those of Aroclor-
1016 Aroclor-1221, Aroclor-1232, Aroclor-1242, Aroclor-1248, Aroclor-1254, and Aroclor-1260.

” The sum of the concentranons of chlorinated dibenzodioxins (2,3,7,8-CDDs) and chlorinated dibenzofurans (2,3,7,8-CDFs)
multiplied by their respective toxicity factors, as summarized in Appendlx | of the Ocean Plan.

5. Whole Effluent Toxicity (WET)

As discussed in Section IV.C.3 of this Fact Sheet, a RPA was conducted on the
discharge for chronic toxicity and reasonable potential to exceed water quality
objectives was not established. Based on this new information, in compliance with
anti-backsliding regulations established in 40 CFR §122.44(1)(2)(i}B)(1), the effluent
limitation for chronic toxicity has been removed. However, implementing provisions
at Section lil.C of the Ocean Plan require that Dischargers shall conduct chronic
toxicity testing for ocean waste discharges with minimum initial dilution below 100:1,
thus chronic toxicity testing is carried over from the previous Order.

A toxicity reduction evaluation (TRE) is a site-specific study conducted in a stepwise
process designed to identify the causative agent(s) of effluent toxicity, isolate the
sources of toxicity, evaluate the effectiveness of toxicity control options, and then
confirm the reduction in effluent toxicity. Order No. R3-2002-0010 established a daily
maximum effluent limitation for the discharge when flows are equal to or less than
0.285 MGD, and when flows are above 0,285 MGD, of 84 TU.and 69 TU,
respectively, for chronic toxicity. Although these effluent limitations are not continued
over to this Order, these values were calculated based on the water quality objective
for chronic toxicity contain in the Ocean Plan and represent a toxicity level that might
negatively affect the beneficial uses of the receiving water. Thus, the previous chronic
toxicity effluent limitations are carried over to this Order as water quality triggers to
conduct a TRE. Pursuant to Section l11.C.9 of the Ocean Plan, the Discharger shall
perform a TRE if the Executive Officer determines that toxicity testing shows
consistent exceedance of the chronic toxicity TRE triggers. The Discharger must take
all reasonable steps to reduce toxicity once the source of toxicity has been identified.
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D. Final Effluent Limitations

1. Satisfaction of Anti-Backsliding Requirements. The effluent limitations in this
Order are at ieast as stringent as the effluent limitations in the previous Order, with
the exception of effluent limitations for ammonia, antimony, copper, cyanide, lead,
mercury, total chromium, zinc, and chronic toxicity. The WQBELSs for these
poliutants have not been carried over from the previous Order. This relaxation of
effluent limitations is consistent with the anti-backsliding requirements of the CWA
and federal regulations found in section 122.44(1)(2)(i)(B)(1). Effluent data and RPA
procedures for the Ocean Plan, developed over the term of the previous Order
represent new information not available during the renewal of the previous Order.
Because ammonia, antimony, copper, cyanide, lead, mercury, total chromium, zinc,
and chronic toxicity did not demonstrate reasonable potential to exceed water quality
objectives contained in the Ocean Plan, WQBELs have not been established for
these parameters. Monitoring requirements for these parameters continue to be
effective to determine reasonable potential during future permitted efforts.
Technology based-effiuent limitations for ammonia (as N), total chromium, and
hexavalent chromium continue to be applicable.

2. Satisfaction of Antidegradation Policy. The permitted discharge is consistent
with the antidegradation provision of Section 131.12 and State Water Board
Resolution No. 68-16.

3. Stringency of Requirements for Individual Pollutants. This Order contains both
technology-based and water quality-based effluent limitations for individual
pollutants. The technology-based effluent limitations consist of restrictions on BOD:s,
TSS, COD, oil and grease, phenolic compounds, ammonia (as N), sulfide, total
chromium, hexavalent chromium, and pH. Restrictions on BODs, TSS, COD, il and
grease, phenolic compounds, ammonia (as N), sulfide, total chromium, hexavalent
chromium, and pH are discussed in Section [V.B of this Fact Sheet. This Order's
technology-based pollutant restrictions implement the minimum applicable federal
technology-based requirements. These limitations are not more stringent than
required by the CWA. ‘

WOQBELs have been scientifically derived to implement water quality objectives that
protect beneficial uses. Both the beneficial uses and the water quality objectives
have been approved pursuant to federal law and are the applicable federal water
quality standards. The scientific procedures for calculating the individual WQBELs
are based on the Ocean Plan, which was approved by USEPA on February 14,
2006. Collectively, this Order’s restrictions on individual pollutants are no more
stringent than required to implement the requirements of the CWA.

4. Final Effluent Limitations. The final effluent limitations for the discharge of treated
process wastewaters and commingled storm runoff through Discharge Point No. 001
to the Pacific Ocean are summarized below:

a. Effluent limitations applicable to Discharge Point No. 001 at all times are
summarized in below.
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Table F-13. Summary of Technology-based Effluent Limitations

' Effluent Limitations
Parameters Units Average | Maximum | Instantaneous | Instantaneous
Monthly Daily Minimum Maximum
BODs lbs/day 204 367 -- --
T3S Ibs/day 163 256 -- -
COD ibsfday 1,430 2,750 -- --
Oil and grease |bs/day 59.4 111 -- -
Phenolic
compounds Ibs/day 1.06 2.7 -- -
Q;“m"“'a (as bs/day 220 290 - -
Sulfide ibs/day 1.08 2.41 - -
Total
Chromium lbs/day 1.26 A 36 - --
Hexavalent
Chromium Ibs/day 0.102 0.230 - -
pH Standard units - - 6.0 9.0

In addition to the technology based-effluent limitations contained in Table F-13,
and in accordance with Sections 419.22(e)(2), 419.23(f)}(2), and 419.24(e)(2),
additional mass loading credits for storm runoff which is commingled with process
wastewater and is freated in the main treatment system and discharged to the
Pacific Ocean, may be granted. During wet weather runoff, the following
incremental effluent credits shall be added to the effluent limitations specified in
Table F-14.

Table F-14. Storm Runoff Credits.

. Effluent Limitations
Parameters Units Monthly Average | Daily Maximum
BODs Ibs/1,000 gallon’ 0.22 0.40
TSS Ibs/1,000 gallon’ 0.18 0.28
COoD Ibs/1,000 gallon’ 1.5 3.0
Oil and Grease Ibs/1,000 galion’ 0.067 0.13
Phenolic Compounds | Ibs/1,000 galion’ 0.0014 0.0029
Total Chromium Ibs/1,000 gallon’ 0.0018 0.0050
Hexavalent Chromium | Ibs/1,000 gallon’ 0.00023 0.00052

" Credits shall be calculated based solely on the measured flow of contaminated storm runoff.

b. Effluent limitations applicable to Discharge Point No. 001 when effluent flow is
equal to or less than 0.285 MGD are summarized below.

F-26
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Table F-15. Summary of Effluent Limitations When Effluent Flow is
Equal to or Less Than 0.285 MGD

Effluent Limitations’
P i -
arameters Units Maximum | Instantaneous Six
Dail Maximum | Month
Y Median
. mg/L 2.44 6.47 0.42
Arsenic 3
Ibs/day 5.80 15.38 1.00
. mg/L 0.34 0.84 0.08
Cadmium
lbs/day 0.81 2.00 0.19
, mg/L 1.68 420 0.42
Nickel
lbsfday 4.00 9.98 1.00
. mg/l. 5.04 12.60 1.26
Selenium
ibs/day 11.98 29.95 2.99
. mg/L 0.22 0.57 0.06
Silver
Ibs/day 0.52 1.35 0.14
Residual Ibs/day 1.59 11.98 0.40
Phenolic Compounds mg/L 10.08 25.20 2.52
(non-chlerinated) Ibs/day 23.96 59.90 5.99
Phenolics Ibs/day 0.81 2.00 0.19
1L 1.51 2.27 0.76
Endosulfan? Ho
bs/day 3.59 5.40 1.81
) ug/L 0.34 0.50 0.17
Endrin
Ibs/day 0.81 1.19 0.40
/L . ) .34
HCH® ud 0.67 1.01 0
Ibsfday 1.59 2.40 0.81
Radioactivity ‘
' Based on a dilution factor of 83:1.
i The sum of endosulfan-alpha and endosulfan-beta and endosulfan sulfate.

The sum of alpha, beta, gamma (lindane), and delta isomers of hexachlorocyclohexane.
Not to exceed limits specified in Title 17, Division 1, Chapter 5, Subchapter 4, Group 3, Article 3,
Section 30269 of the California Code of Regulations.

B

¢. Effiuent limitations applicable to Discharge Point No. 001 when effluent flow is
greater than 0.285 MGD are summarized below.
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Table F-16. Summary of Effluent Limitations When Effluent Flow is
Greater Than 0.285 MGD

Effluent Limitations’
P t i ix-
arameters Units Maximum | Instantaneous 'Msol:th
Daily Maximum Median
. mg/L 2.00 5.32 0.35
Arsenic
|bs/day 9.59 25.51 1.68
mg/L . . .
Cadmium g 0.28 0.69 0.07
Ibs/day 1.34 3.31 0.34
. mg/L 1.38 345 0.35
Nickel
Ibs/day 6.62 16.54 1.68
, mg/L 4.14 10.35 1.04
Selenium
|bs/day 19.85 49.63 4.99
) mg/L 0.18 0.47 0.05
Silver
Ibs/day 0.86 2.25 0.24
Residual Ibs/day 2.64 19.85 0.67
Phenolic Compounds mgiL 8.28 20.70 2.07
{non-chlorinated) Ibs/day 39.71 99.27 9.93
Phenolics lbs/day 1.34 3.31 0.34
/L 1.24 1.86 0.62
Endosulfan? a
Ibs/day 5.95 8.92 2.97
/L 28 : )
Endrin Hg 0.28 0.41 0.14
Ibs/day 1.34 1.97 0.67
L : . .
HCH? Mg 0.55 0.83 0.28
Ibs/day 2.64 3.98 1.34
Radioactivity ¢

' Based on a dilution factor of 68:1
The sum of endosulfan-alpha and —beta and endosulfan sulfate.
The sum of alpha, beta, gamma (lindane), and deita isomers of hexachlorocyclohexane.

* Not to exceed limits specified in Title 17, Division 1, Chapter 5, Subchapter 4, Group 3, Article 3,

Section 30269 of the Califomnia Code of Regulations.

d. Monthly average effluent limitations applicable to Discharge Point No. 001 are

summarized below.

Table F-17. Summary of Monthly Average Effluent Limitations

Monthly Average Effluent
Parameters Units Limitations
= or < 0.285 MGD >0.285 MGD
. mg/L 100.8 §2.800
Antimony bsitiay 239.6 397.1
Bis{2-chloroethoxy) mg/L 0.3696 0.304
Methane Ibs/day 88.6 1.5

Attachment F — Fact Sheet

F-28




CONQCOPHILLIPS COMPANY ORDER NO. R3-2007-0002

SANTA MARIA REFINERY NPDES NO. CA0000051
Monthly Average Effluent
Parameters Units Limitations
=or < 0.285 MGD >0.285 MGD

Bis(2-chloroisopropyl) mg/L 100.8 82.800
Ether Ibs/day 8,926.5 3971
Chiorobenzene ba/doy 138 556
Chromium (i) Ibsgflt;-ay ;757993?5 612.35323130
Di-n-butyl Phthalate |bns1?c;|£y s%gal.ls 21411 558(.]10
e T Y 1
e 11/ M B 111
Dimethyl Phthalate Ibglg-ay 16?5?'782%.9 275:3,':?34
4,6-Dinitro-2-methylphenol Ibrg%(:y 1232 1 ?21 go
2,4-Dinitrophenol Ib”;?&';y 0,330 227
Ethybenzene beiday si56 13566
Fluoranthene Ibn; :?J;y : 13'?06 1;‘235
Hexachlorocyclopentadiene lbn;lgcf’a_y 413762 413022
Nitrobenzene Ibns.lgla;y 0‘?_1016 0.1‘3?28
Thalium eitay O ——
Toluene tbgclfay 16?!'311:.1 285,'18 2655.6
Teibutyti eriay 003 0004
1.1,1-Trichloroethane Ibglg_ay 10??{3?:%.2 173;,'53633
Acrylonitrile Ib‘;%;y 08_'042 %%030
Aldrin Ib:%l;y T4 X1T° T
Benzene eriey &E P
Benzidne Beriey Taxio® 73X
Beryllium Daay S Bo1
Bis(2-chloroethyl) Ether s 20 2105
Bis(2-ethlyhexyl) Phthalate Ib‘;%;y 2 241.2%0
Carbon Tetrachloride Ibi%:y 25;’ 626.1300
| s 1
Chlorodibromethane pg/L 722.4 593.400
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Monthly Average Effiuent

Parameters Units Limitations
= or < 0.285 MGD >0.285 MGD
Ibs/day 1.7 2.8
ug/L 10,920 8,970.000
Chloroform los/day 26.0 43.0
Ibs/day 3.4X10° 5.6 X10”
. Ha/L 1,512 1,242 000
1,4-Dichlorobenzene ibs/day 3.6 5.9
- — pg/L 0.6804 0.559
3,3'-Dichlorobenzidine lbs/day 0002 0.003
P maiL 2.352 1.932
1,2-dichloroethane lbs/day 56 9.3
- mgfL 0.0756 0.062
1,1-Dichloroethylene Ibs/day 0.2 0.3
] mgfL 0.5208 0.428
Dichlorobromomethane ibs/day 12 20
) mg/L 37.8 31.050
Dichloromethane “Ibs/day 898 148.9
_. mg/L 0.7476 0.614
1,3-Dichloropropene Ibs/day 18 28
— ng/L 3.36 2.780
Dieldrin ibs/day 70 X107 1.3 X107
o ug/L 218.4 179.400
2,4-Dinitrotoluene Ibs/day 0.5 0.9
— ) ug/L 13.44 11.040
1,2-Diphenylhydrazine Ibs/day 003 0.05
P mg/L 10.92 8.970
Halomethanes los/day 36.0 43.0
ug/l 0.0042 0.003
Heptachlor Ibs/day 10.0 X10° 1.6 X10°
- pg/L 0.00168 0.001
Heptachlor Epoxide bs/day 240 X40° 8.6 X10®
ngiL 17.64 14.480
Hexachlorobenzene Ios/day 42 X107 6.9 X10™
) ug/L 1,176 966.000
Hexachlorobutadiene Ibs/day 28 46
g/l 210 172.500
Hexachloroethane Ibs/day 05 0.8
g/L 0.06132 0.050
Isophorone Ibs/day 145.7 241.5
— _ ] gL 613.2 503.700
N-nitrosodimethylamine Ibs/day 15 24
-_ . ] UQ’L 31.92 26.220
N-nitrosodi-N-propylamine lbs/day 0.08 0.1
" ] . ug[[_ 210 172.500
N-nitrosodiphenylamine Ios/day 0.5 0.8
. pg/L 0.7392 0.607
PAHs Ibs/day 0.002 0.003
s ng/L 1.598 1.311
PCBs lbs/day 3.8 X10” 6.3 X10”
_ 7 pg/L 0.3276 0.269
TCDD Equivalents ibstday 7.8 X107 1.3 X10”
i mg/L 0.1932 0.159
1,1,2,2-Tetrachloroethane los/day 0.5 0.8
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Monthly Average Effluent
Parameters Units Limitations
= or < 0.285 MGD >0.285 MGD
mg/L 0.168 0.138
Tetrachloroethylene lbs/day 04 07
Toxachene ng/L 17.64 14.450
P Ibs/day 4.2 X107 6.9 X107
. pgfL 2,268 1,863.000
Trichlorosthylene lbs/day 54 80
T mg/L 0.7896 0.648
1,1,2-Trichloroethane lbsiday ) 31
T pg/L 24.4 20.01
2,4 6-Trichlorophenol lbs/day 0.06 01
. . ug/L 3,024 2,484.000
Vinyl Chloride lbs/day 75 119

The sum of 1,2- and 1,3-dichlorobenzene.
The sum of chlordane-alpha, chlordane-gamma, chlordane-alpha, chordene-gamma, nonachlor-alpha,
nonachlor-gamma, and oxychlordane.

The sum of 4,4'-DDT; 2 4-DDT, 4,4-DDE; 2,4-DDE, 4 4-DDD, and 2,4'-DDD.

The sum of bromoform, bromomethane, and chloromethane.

Polynuclear Aromatic Hydrocarbons - The sum of acenaphthylene; anthracene; 1,2-benzanthracene; 3,4-
benzofluoranthene; benzolk}flucranthene; 1,12-benzoperylene; benzo[a]pyrene; chrysene; dibenzola hlanthracene;
fluorene; indeno[1,2,3-cd]pyrene; phenanthrene; and pyrene.

Polychlorinated Biphenyls — The sum of chlorinated biphenyls whose analytical characteristics resemble those of
Aroclor-1016, Aroclor-1221, Aroclor-1232, Aroclor-1242, Aroclor-1248, Aroclor-1254, and Aroclor-1260.

The sum of the concentrations of chlorinated dibenzodioxins (2,3,7,8-CDDs} and chlorinated dibenzofurans
{2,3,7 8-CDFs) multiplied by their respective toxicity factors, as summarized in Appendix | of the Ocean Plan.

2

E. Interim Effluent Limitations
[NOT APPLICABLE]

F. Land Discharge Specifications. The Discharge of non-contact stormwater to the
evaporation/percolation basins shall not cause constituent concentrations in ground
water to exceed limits set forth in Title 22, Chapter 15, Articles 4, 4.5, 5, and 5.5 of the
California Code of Regulations or cause a statistically significant increase in constituent
concentrations in underlying ground waters, as determined by samples collected from
wells up gradient and down gradient of the percolation ponds.

G. Reclamation Specifications
[NOT APPLICABLE]
V. RATIONALE FOR RECEIVING WATER LIMITATIONS

A. Surface Water. Receiving water limitations are based on the water quality objectives
contained in Section Il of the Ocean Plan. In addition to the water quality objectives
contained in the Ocean Plan, Section 1.A.1 of the Basin Plan establishes water quality
objectives for dissolved oxygen and pH. Receiving water limitations for dissolved
oxygen are based on the previous Order, the Ocean Plan, and the Basin Plan.

B. Groundwater

[NOT APPLICABLE]
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Vi. RATIONALE FOR MONITORING AND REPORTING REQUIREMENTS

Section 122.48 requires that all NPDES permits specify requirements for recording and
reporting monitoring results. Water Code sections 13267 and 13383 authorizes the Central
Coast Water Board to require technical and monitoring reports. The Monitoring and
Reporting Program (MRP), Attachment E of this Order, establishes monitoring and
reporting requirements to implement federal and state requirements. The following
provides the rationale for the monitoring and reporting requirements contained in the MRP
for this facility.

A. Influent Monitoring

1. Influent flow monitoring of contact storm runoff has been carried over from
Monitoring and Reporting Program No. R3-2002-0010. Influent monitoring of
contact storm runoff is required for the calculation of the additional mass loading
credits for stormwater provided in section IV.A.1.a of the Order.

2. Influent fiow monitoring of non-contact storm runoff to the evaporation/percolation
basins has been carried over from Monitoring and Reporting Program No. R3-2002-
0010.

B. Effluent Monitoring. Effluent monitoring is required to determine compliance with
effluent limitations contained in this Order and to determine contributions, if any, by the
Discharger to receiving water exceedances.above water quality objectives. In addition,
semi-annual effluent monitoring for Ocean Plan Table B pollutants have been
established to evaluate reasonable potential of the Discharger's effluent to exceed
water quality objectives/criteria during the next permit renewal process. Effluent
Monitoring requirements have been carried over from Monitoring and Reporting
Program No. R3-2002-0010.

C. Whole Effluent Toxicity Testing Requirements. Implementing provisions at Section
l1.C.3.c of the Ocean Plan require chronic toxicity monitoring for ocean waste
discharges with minimum initial dilution factors below 100. Dilution factors of 68 and 83
have been established for this discharge, thus chronic toxicity monitoring has been
carried over from Monitoring and Reporting Program No. R3-2002-0010 for this
discharge.

D. Receiving Water Monitoring. Receiving water monitoring once in the life of the permit
is included so that data will be available to evaluate dilution ratio (effluent with seawater)
during permit renewal.
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E. Other Monitoring Requirements

1. Raw Material Feed Monitoring. Monitoring of raw hydrocarbon material feed is
required to assess the production level at the Facility during the next permit renewal
for the calculations of technology-based effluent limitations. The monitoring
requirements for raw material feed have been carried over from Monitoring and
Reporting Program No. R3-2002-0010.

2. Bottom Sediment Monitoring. Monitoring of bottom sediment is required to asses
the effects of the discharge on the Ocean sediment within the zone of initial dilution
and compliance with water quality objectives contained in the Ocean Plan. The
monitoring requirements for bottom sediment have been carried over from
Monitoring and Reporting Program No. R3-2002-0010.

3. Receiving Water Characteristics Monitoring. Monitoring of the receiving water
characteristics at incremental depths around the discharge location is necessary for
calculating initial dilution during the next permit renewal. Monitoring during the
fourth year of term of the Order has been established for temperature, salinity, and
depth.

4. Benthic Biota Sampling. Monitoring of benthic biota is required to asses the effects
of the discharge on the Ocean local biota within the zone of initial dilution and
compliance with water quality objectives contained in the Ocean Plan. The
monitoring requirements for benthic biota have been carried over from Monitoring
and Reporting Program No. R3-2002-0010.

5. Ouffall Inspection. Monitoring of the structural integrity of the outfall has been
carried over from Monitoring and Reporting Program No. R3-2002-0010.

VIi. RATIONALE FOR PROVISIONS
A. Standard Provisions

Standard Provisions, which apply to all NPDES permits in accordance with section
122.41, and additional conditions applicable to specified categories of permits in
accordance with section 122.42, are provided in Attachment D and H to the Order.

Section 122.41(a)(1) and (b) through (n) establish conditions that apply to ali state-
issued NPDES permits. These conditions must be incorporated into the permits either
expressly or by reference. If incorporated by reference, a specific citation to the
regulations must be included in the Order. Section 123.25(a)(12) aliaws the state to
omit or modify conditions to impose more stringent requirements. In accordance with
section 123.25, this Order omits federal conditions that address enforcement authority
specified in sections 122.41(j)(5) and (k)(2) because the enforcement authority under
the Water Code is more stringent. In lieu of these conditions, this Order incorporates by
reference Water Code section 13387(e).
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B. Special Provisions

Standard Provisions, which apply to all NPDES permits in accordance with section
122.41, and additional conditions applicable to specified categories of permits in
accordance with section 122.42, are provided in Attachment D. The Discharger must
comply with all standard provisions and with those additional conditions that are
applicable under section 122.42.

Section 122.41(a)(1) and (b) through (n) establish conditions that apply to all state-
issued NPDES permits. These conditions must be incorporated into the permits either
expressly or by reference. If incorporated by reference, a specific citation to the
regulations must be included in the Order. Section 123.25(a)(12) allows the state to
omit or modify conditions to impose more stringent requirements. In accordance with
section 123.25, this Order omits federal conditions that address enforcement authority
specified in sections 122.41(j}(5) and (k)(2) because the enforcement authority under
the Water Code is more stringent. In lieu of these conditions, this Order incorporates by
reference Water Code section 13387(e).

1. Reopener Provisions

a. The Executive Officer may reopen this Order if the Central Coast Water Board
adopts a TMDL before the Order expires and the Central Coast Water Board finds
it necessary to revise the Order's waste discharge requirements.

b. The Executive Officer may reopen this Order based on a change in the
designation of beneficial uses of the receiving water or the development and
adoption of site-specific objectives for the receiving water.

¢. This Order requires the Discharger to investigate the causes of, and identify
corrective actions to reduce or eliminate effluent toxicity through a Toxicity
Reduction Evaluation (TRE). This Order may be reopened to include a numeric
chrenic toxicity limitation, a new acute toxicity limitation, and/or a limitation for a
specific toxicant identified in the TRE.

d. Conditions that necessitate a major modification of a permit are described in 40
CFR section 122.62, including:

1) If new or amended applicable water quality standards are promulgated or
approved pursuant to Section 303 of the CWA, or amendments thereto, this
permit may be reopened and modified in accordance with the new or amended
standards. .

2) When new information, that was not available at the time of permit issuance,
would have justified different permit conditions at the time of issuance.

2. Special Studies and Additional Monitoring Requirements

Table B of the Ocean Plan establishes a numerical chronic toxicity objective for the
protection of marine aquatic life. Attachment E of this Order requires semi-annuai
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chronic WET monitoring. A TRE trigger of 84 TU, and 69 TU. has been established
for when effluent flows are equal to or less than 0.285 MGD or greater than 0.285
MGD, respectively. If the TRE trigger is exceeded, the Executive Officer may ,
require the Discharger to conduct a TRE to identify sources of toxicity and take all
reasonable steps to reduce toxicity once the source of toxicity is identified.

3. Best Management Practices and Pollution Prevention

Provision D.5 of Order No. R3-2002-0010 required the Discharger to implement and
update a BMP plan which prevents, or minimizes the potential for, release of toxic
substances from ancillary activities to the waters of the United States through plant
site runoff, spillage or leaks, sludge or waste disposal, or drainage from raw material
storage. This Order requires the Discharger to continue to implement and update a
BMP plan on an ongoing basis to ensure that no contaminated stormwater leaves
the facility's property and enters surrounding surface waters.

4. Construction, Operation, and Maintenance Specifications. Not applicable.
5. Special Provisions for Municipal Facilities (POTWs Only). Not applicable.
6. Other Special Provisions. Not applicable.
7. Compliance Schedules

VII.PUBLIC PARTICIPATION

The California Central Coast Water Quality Control Board, Central Coast Region {Central
Coast Water Board) is considering the issuance of waste discharge requirements (WDR)
that will serve as a National Pollutant Discharge Elimination System (NPDES) permit for
ConocoPhillips Company, Santa Maria Facility. As a step in the WDR adoption process,
the Central Coast Water Board staff has developed tentative WDR. The Central Coast
Water Board encourages public participation in the WDR adoption process.

A. Notification of Interested Parties. The Central Coast Water Board has notified the
Discharger and interested agencies and persons of its intent to prescribe waste
discharge requirements for the discharge and has provided them with an opportunity to
submit their written comments and recommendations. Notification was provided
through publication in the Tribune on

B. Written Comments. The staff determinations are tentative. Interested persons are
invited to submit written comments concerning these tentative WDR. .Comments must
be submitted either in person or by mail to the Executive Office at the Central Coast
Water Board at the address above on the cover page of this Order.

To be fully responded to by staff and considered by the Central Coast Water Board,
written comments must be received at the Central Coast Water Board offices by 5:00
p.m. on July 13, 2007.
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C.

Public Hearing

The Central Coast Water Board will hold a public hearing on the tentative WDR during
its regular Board meeting on the following date and time and at the following location:

Date: September 7, 2007

Time: 8:30 a.m.

Location: Central Coast Water Board Hearing Room
895 Aerovista Place, Suite 101
San Luis Obispo, CA 93401

Interested persons are invited to attend. At the public hearing, the Central Coast Water
Board will hear testimony, if any, pertinent to the discharge, WDR, and permit. Oral
testimony will be heard; however, for accuracy of the record, important testlmony should
be in writing.

Please be aware that dates and venues may change. Our Web address is
http://www.waterboards.ca.gov/centralcoast where you can access the current
agenda for changes in dates and locations.

Waste Discharge Requirements Petitions

Any aggrieved person may petition the State Water Resources Control Board to review
the decision of the Central Coast Water Board regarding the final WDR. The petition
must be submitted within 30 days of the Central Coast Water Board's action to the
following address:

State Water Resources Control Board
Office of Chief Counsel

P.O. Box 100, 1001 | Street
Sacramento, CA 95812-0100

. Information and Copying

The Report of Waste Discharge (RWD), related documents, tentative effluent limitations
and special provisions, comments received, and other information are on file and may
be inspected at the address above at any time between 8:30 a.m. and 4:45 p.m.,
Monday through Friday. Copying of documents may be arranged through the Central
Coast Water Board by calling (805) 549-3147.

. Register of Interested Persons. Any person interested in being placed on the mailing

list for information regarding the WDR and NPDES permit should contact the Central
Coast Water Board, reference this facility, and provide a name, address, and phone
number.

. Additional Information. Requests for additional information or questions regarding

this order shouid be directed to Sorrel Marks at (805) 549-3695.
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ATTACHMENT G — TECHNOLOGY BASED EFFLUENT LIMITATIONS CALCULATIONS

CALCULATIONS FOR PRODUCTION-BASED
BPT, BCT, AND BAT EFFLUENT LIMITATIONS
FOR
CONOCOPHILLIPS COMPANY
SANTA MARIA FACILITY

References:
1) 40 CFR Part 418 Subpart B Effluent Limitations Guidelines for the Petroleum Refining Point
Source Category (Cracking Subcategory)
2) NPDES Application for Permit Reissuance (September 2006)
3) Refinery Production Data January 2002 — December 2005, provided by the facility

Production-Based Effluent Limitations

STEP 1. Determine the size factor based on the refinery feedstock rate. Based on 40 CFR § 419
Subpart B, a total refinery throughput of 44.4 kbbl/d results in a

SIZE FACTOR =0.95

STEP 2: Determine the process configuration based on the process rates:

Process

Process Feec(l:;z«l:;;iate Fr?.‘:‘t:g: gorm::uottal Weight Factor CQ:Fi;?.lerZ:ion

Total Refinery Throughput = 135 kbbl/d
CRUDE:

Atmospheric Distillation 44.4 1

Vacuum Crude Distillation 32.0 0.72
TOTAL 76.4 1.72 1 1.72
CRACKING & COKING:

Delayed Coking 23.2 0.52
TOTAL 23.2 0.52 5 3.12
TOTAL PROCESS CONFIGURATION = 4.84

- (kbbl/d = Thousand Barrels per day)

STEP 3: Determine the process factor. Based on 40 CFR Part 419 Subpart B, a total process
configuration of 4.82 results in a

PROCESS FACTOR = 0.88

STEP 4: Based on 40 CFR §§419.22(a), 419.23(a), and 419.24(a), the BPT/BAT/BCT effluent limit is
equal to

(THROUGHPUT) X (SIZE FACTOR) X (PROCESS FACTOR) X (EFFLUENT LIMIT
FACTOR)

EFFLUENT LIMIT (as Ibs/day) = (44.4)(0.95)(0.88)(Effluent Limit Factor)
= (37.12)(Effluent Limit Factor)
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STEP 6: Compare BAT limitations for phenolic compounds (4AAP), total chromium, and
hexavalent chromium with BPT limitations.

Except for the effluent limitations for total chromium and hexavalent chromium, and the daily
maximum effluent limitation for phenolic compounds, all the above BAT limitations are more
stringent than the BPT limitations calculated in STEP 4. Therefore, limitations for total chromium
and hexavalent chromium, and the daily maximum effluent limitation for phenolic compounds
have been based on BPT criteria (the monthly average effluent limitation for phenolic compounds
has been based on BAT criteria). All of the effluent limitations for the remaining parameters have
been based on BAT criteria. It should be noted that the technology based-effluent limitations for
ammonia (as N) contained in the Order are not calculated effluent limitations contained above.
The ammonia limitations contained in the Order are based on the finding that the Santa Maria
Refinery is fundamentally different form those used by USEPA to develop ELGs for the petroleum
refining point source category. Technology based-effiuent limitations for ammonia (as N) are
applied as the FDF limitations (30-day ~ 220 Ibs/day; daily maximum — 290 Ibs/day) and not the
effluent limitations calculated above.

In addition, the criteria for both BPT and BCT require that the effluent remain between a pH of 6.0
and 9.0 standard units.
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